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		  Datasheet File OCR Text:


		  LED-40W seriesC fixed output and dimmable switch mode led drivers constant current & constant voltage with isolation   black magic thermal advantage? plastic housing e33 21 60   total power: 40 watts input voltage: 100-277 vac outputs: single from 3 vdc to 114 vdc indoor or outdoor applications active power factor correction ul8750 and class 2 compliant, as noted ordering options: -d:  0-10v & resistance dimmable version comes with an extra two wires +purple/-gray on                 the output side. -d 0-10v dimming is compatible with most quality 0-10v wall dimmers      and direct 0-10v analog signal. see page 3 for additional specifcations. -pd:   pwm dimmable version comes with an extra two wires +purple/-gray on the output      side. pd pwm version is pwm dimmable via a positive 10% to 100% duty cycle,      200hz to 1khz, 0-10v pulse. see page 4 for additional specifcations. electrical specifcations input voltage range: 100-277 vac nom.  (90-305 min/max) frequency: 50/60 hz power factor: >0.94 at full load 115vac/230vac 50/60 hz inrush current:  dimensions - inches (mm) ul conditions of acceptability see website for additional information hot  spot  thomas research products ssl solutions faster than the speed of light thomas research products ? 11548 smith dr. ?  huntley, il 60142 ? t: 847-515-3057 ? f: 847-515-3047 ? www.trpssl.com 

 -d option - 0-10vdc and resistance dimming notes: 1.   0-10v dimmable version comes with an extra two wires +purple/-gray on the output side. 2.   compatible with most 0-10v wall slide dimmers and direct 0-10v analog signal. recommended dimmer is leviton ip710 or equivalent  3.   0-10v dimmable version is not intended to dim below about 5% @ 0v or 10% @ 1.0v 4.   0-10v dimmable version output will be 100% with purple/gray open and minimum with purple/gray shorted. parameters minimum typical maximum source current out of 0-10v purple wire 0ma - 2ma absolute voltage range on 0-10v (+) purple wire -2.0v - +15v sink current into 0-10v purple wire 0ma - 1.2ma dim (+) purple ip710 wall dimmer resistance dimming typical circuit led40w-xx-cxxxx-d led40w-xx-cxxxx-d dim (-)  gray dim (+) purple v dim (-)  gray 0-10v analog dimming typical circuit o u t p u t   0v 1v 2v 3v 4v 5v 6v 7v 8v 9v 10v d i mmi n g  i n p u t   v d c o u t put   c u rre n t   v s .   0 - 1 0 v dc  d i mmi ng  i nput 0 1 0 2 0 3 0 4 0 5 0 6 0 7 0 8 0 9 0 100 outpu t   cu rr ent  %    thomas research products ssl solutions faster than the speed of light thomas research products ? 11548 smith dr. ?  huntley, il 60142 ? t: 847-515-3057 ? f: 847-515-3047 ? www.trpssl.com 

 -pd option - 0-10vdc and resistance dimming pwm in pwm positive dimming typical circuit led40w-xx-cxxxx-pd pwm (+) purple pwm (-) gray parameters minimum typical maximum absolute maximum voltage range on pwm input (purple wire) -2.0v 10v +28v input low level voltage range (purple wire) -2.0 0v +7.5v input high level voltage range (purple wire) +9.0 10v 28v sink current into pwm input (purple wire) 0ma - 1.2ma pwm input signal frequency 200hz - 1000hz pwm input signal positive duty cycle 0% 10-90% 100% notes: 1.   pwm dimmable version comes with an extra 2 wires +purple/-gray on the output side. 2.   below 10% duty cycle proper dimming operation is not assured. unit is not intended to turn of f at 
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