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		  Datasheet File OCR Text:


		  mla 1-500- xxx-xxx without video filter 00; with video filter specify fc in mhz limited  0 = fitted rf output 1 = not fitted temperature 1 = 0 to +60?c 2 = -45 to +85?c 3 = -55 to +100?c 4 = customer specified supply   1 =   12v voltage 2 =   15v connectors a = sma b = smb c = smc mdld 1-500- x x x temperature 1 = 0 to +60?c 2 = -45 to +85?c 3 = -55 to +100?c 4 = customer specified supply voltage  1 =   12v 2 =   15v connectors a = sma b = smb c = smc lld 1-500- xxx-xx video output 0 = no output 1 = ac coupled output if output 0 = no output 1 = if output temperature 1 = 0 to +60?c 2 = -45 to +85?c 3 = -55 to +100?c 4 = customer specified supply voltage  1 =   12v 2 =   15v connectors a = sma b = smb c = smc microwave (1ghz) log amplifier, discriminator and  linear detector mla 1-500, mdld 1-500 & lld 1-500 mla 1-500 log amplifier frequency range  750-1250mhz dynamic range  -65 to 0dbm log slope  15mv/db linearity (at +25c and f c ) 1.0db variation of log linearity (over frequency)  1.5db variation of log slope  5% (over temperature and frequency)  video output at 0dbm  1.0v (dc coupled into 100 ohms with log slope 15mv/db)  offset adjustment  100mv variation of dc offset  1.0db limited if output  0dbm 2.0db input power (max)  +23dbm pulse rise time   rf/ if modules outline dimensions dimensions in mm.   finish  bright tin, generally in accordance with mil-t-10727 type 1 bright. microwave (1ghz) log amplifier: mla 1-500  microwave (1ghz) linear detector: lld 1-500 

 rf / if modules outline dimensions dimensions in mm.   finish  bright tin, generally in accor dance with mil-t -10727 t ype 1 bright. micr owave (1ghz) discriminator: mdld 1-500 
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