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		  raychem heat-shrink terminations   up to 69 kv these terminations are suitable for all climates, areas and environments, even  severely polluted areas, and for all installation conditions, including top feed  installation. the terminations are easy to install without special tools. they are  suitable for compression and mechanical lugs.  

 applications tes 46/69 kv terminations are suitable for all climates, areas and environments,  even severely polluted areas, and for all installation conditions, including top feed  installation. our heat-shrink accessories have been used by utilities and industrial companies  around the world for more than 35 years. this ongoing feld experience has made  te connectivity a leader in materials science and technology for high-voltage  applications. tes material technology is the core development of our heat-shrink  terminations. the materials used in te connectivity raychem cable accessories  have been extensively optimized with respect to product design and function,  manufacturing and expected service environments. key features ?  compact and modular design ?  heat-shrinkable stress control  sleeves ?    non-tracking, heat-shrinkable  outer insulation ?  water and corrosion-resistant ?    different creepage distances  available ?  easy to install ?    suitable for compression and  mechanical lugs ?  no special or expensive tools ?  lightweight components ?    unlimited shelf life under normal    storage conditions ?  no oil or compound flling  ?  reduced waste for disposal ?    tested in accordance to ieee 48  and iec 60840 ?    manufactured according to iso  9001 and iso 14001 10% 20% 30% 40% 50% 60% 70% 80% 90% stress   control dia gram  energy.te.com heat-shrink termination up to 69 kv te connectivity

 t orque- controlled  lug insulatin g and non- trackin g tube shed s electrical  stress  control tube sealant sold erless grounding   connection ?     variety of different rods/palms    available ?     body made of tinned aluminum alloy ?  torque-controlled shear-off bolts ?     suitable for aluminum and copper  conductors ?     insulating tubes are uv and water   resistant and perform reliably  even when exposed to sudden  temperature variations ?     insulating materials conform to  tracking and erosion tests as per  astm d2303 and iec 112 ?     insulating tubes have excellent    tracking and erosion resistance    characteristics ?     due to the installation of several  numbers of sheds, creepage lengths  above 40mm/kv are available and  covering the most common and  also extreme pollution levels ?     sheds have excellent tracking and  erosion resistance characteristics ?      electrical stress control tubes are  used to smooth out the electri - cal field at the cable end; this is  achieved by the unique resistive    and capacitive properties of the  heat-shrink material  ?     track-resistant sealant that melts  during shrinking process results in    a reliable barrier against moisture  ?     solderless connection is used to  connect metal shields ?     solderless connection can be    provided for each available cable  construction e.g. copper wires,  metal sheath, cas application  range  46 / 69 k v term ination  kits      diameter over prepared    diameter over       cable insulation   cable sheath size 1   inches (mm)   1.18-1.77 (30C45)     2.36 (60) size 2   inches (mm)   1.47-2.16 (38C55)     2.75 (70) size 3   inches (mm)   1.89-2.56 (48C65)     3.15 (80) size 4   inches (mm)   2.28-3.03 (58C77)     3.94 (100) size 5   inches (mm)   2.78-3.38 (70C86)     4.33 (110) a pplication d ata  46 / 69  k v term ination  kits standard terminations   46 kv   46 kv   69 kv   69 kv   69 kv       indoor  outdoor  indoor  outdoor  long creepage termination length - inches (mm)   27.6 (700)   33.5 (850)   37.5 (950)   47.25 (1200)   59 (1500) approx. creepage length   1220 mm   1430 mm   1600 mm   2200 mm   3000 mm number of sheds   2  4  4  7  10 approx. kit weight - lbs (kg)   13.25 (6)   14.25 (6.5)   15.5 (7)   16.5 (7.5)   21 (9.5)     technical d ata  46 / 69  k v term ination standard terminations       46 kv   69 kv   maximum voltage to ground       26 kv   40 kv basic impulse level       250 kv   350 kv max. continuous conductor operating temperature    90c  90c max. conductor emergency temperature     130c  130c conductor short circuit temperature      250c  250c  energy.te.com heat-shrink termination up to 69 kv te connectivity

 tools  tools required for cable preparation can also be purchased or rented from te connectivity . cable stripper gas torch straightening slide rails tool box heating blanket while te has made every reasonable effort to ensure the accuracy of the information in this brochure, te does not guarantee  that  it  is  error-free,  nor  does  te  make  any  other  representation,  warranty  or  guarantee  that  the  information  is  accurate,  correct, reliable or current. te reserves the right to make any adjustments to the information contained herein at any time  without notice. te expressly disclaims all implied warranties regarding the information contained herein, including, but not  limited to, any implied warranties of merchantability or ftness for a particular purpose. the dimensions in this catalog are  for reference purposes only and are subject to change without notice. specifcations are subject to change without notice.  consult te for the latest dimensions and design specifcations. energy.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company.    all rights reserved. 9-1773462-7  e.427  10/2011 raychem, te connectivity and te connectivity (logo) are trademarks. other logos, product and/or    company names might be trademarks of their respective owners. for more information energy.te.com te technical support center usa:   +1 (800) 327-6996 canada:  +1 (905) 475-6222 mexico   +52 (0) 55-1106-0800 latin/s. america:    +54 (0) 11-4733-2200   uk:   +44 (0) 800-267666 france:    +33 (0) 1-3420-8686 netherlands:  +31 (0) 73-6246-999 china:   +86 (0) 400-820-6015 
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