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		  Datasheet File OCR Text:


		  ? u.k. 0800-250055   ?  australia 1800-803 219   ?  new zealand 0800-441-747 visit us at: www.andrew.com 59 2.45 - 2.5 ghz antenna inputs . all antenna vswr values are specified with 7/8?eia connectors. other optional inputs may result in equal or slightly higher  vswr. contact andrew for details. pressurization . feeds are pressurizable to 10 lb/in 2 (70 kpa). regulatory compliance cross f/b vswr type  diameter rpe u.s. fcc etsi etsi gain, dbi beamwidth pol. ratio max. number ft (m) number(s) 101 74 78 class gain low mid-band top degrees disc., db db (r.l., db) p standard antennas  ?unpressurized single polarized antenna inputs: 7/8?eia, ??flange female, type n female, and 7-16 din female p6f-24 6 (1.8) 2205 b   2  30.9 31.0 31.1 4.3 28 36 1.30 (17.7) p8f-24 8 (2.4) 2207 a   2  33.4 33.5 33.6 3.2 28 39 1.30 (17.7) 2.48 - 2.7 ghz antenna inputs . all antenna vswr values are specified with 7/8?eia connectors. other optional inputs may result in equal or slightly higher  vswr. contact andrew for details. pressurization . feeds are pressurizable to 10 lb/in 2 (70 kpa) except fpx series 3 lb/in 2 (20 kpa). regulatory compliance cross f/b vswr type  diameter rpe u.s. fcc etsi etsi gain, dbi beamwidth pol. ratio max. number ft (m) number(s) 101 74 78 class gain low mid-band top degrees disc., db db (r.l., db) hp high performance antennas  ?unpressurized single polarized antenna inputs: 7/8?eia and ??flange female hp4f-25 4 (1.2) 1038    2  27 27.3 27.6 6.7 30 43 1.20 (20.8) hp6f-25 6 (1.8) 1322e    2  31.1 31.4 31.7 4.6 28 50 1.10 (26.4) hp8f-25 8 (2.4) 1314    2  33.7 34 34.3 3.1 30 52 1.08 (28.3) hp10f-25 10 (3.0) 3000    2  35.6 35.9 36.2 2.7 30 55 1.08 (28.3) hp12f-25 12 (3.7) 1318    2  37.2 37.5 37.8 2.3 30 54 1.08 (28.3) pl,p standard antennas  ?unpressurized single polarized standard and low vswr antenna inputs: 7/8?eia, ??flange female, type n female, and 7-16 din female p4f-25 4 (1.2) 1268      27.6 27.9 28.2 6.3 30 32 1.20 (20.8) pl6f-25 6 (1.8) 1308      31.1 31.4 31.7 4.2 28 36 1.10 (26.4) pl8f-25 8 (2.4) 1309    2  33.6 33.9 34.2 3.1 30 39 1.08 (28.3) pl10f-25 10 (3.0) 1310    2  35.6 35.9 36.2 2.7 30 42 1.08 (28.3) pl12f-25 12 (3.7) 1320    2  37.1 37.4 37.7 2.2 30 44 1.08 (28.3) fpx, focal plane antennas ?dual polarized fp antenna inputs: 7/8?eia fpx6-25* 6 (1.8) 6947      29.6 30.0 30.3 5.0 27 42 1.15 (23.1) fpx8-25* 8 (2.4) 6951      32.3 32.6 32.7 5.0 27 52 1.15 (26.4) fpx10-25* 10 (3.0) 6909    2  34.2 34.6 34.9 3.1 30 54 1.08 (28.3) fpx12-25* 12 (3.7) 6911    2  35.9 36.3 36.8 2.6 30 56 1.08 (28.3) focal plane antennas ?f-series unpressurized single polarized antenna inputs: 7/8?eia, ??flange female, type n female, and 7-16 din female fp4f-25 4 (1.2) 6956    2  26.8 27.1 27.5 7.2 30 41 1.20 (20.8) fp6f-25 6 (1.8) 6940    2  30.5 30.6 31.0 4.9 28 44 1.10 (26.4) fp8f-25 8 (2.4) 6944    2  32.9 33.4 33.5 3.9 30 52 1.08 (26.4) fp10f-25 10 (3.0) 6905    2  35.2 35.5 35.8 3.2 30 55 1.08 (28.3) fp12f-25 12 (3.7) 6908    2  36.5 36.9 37.3 2.6 30 57 1.08 (28.3) kp gridpak  antennas  ?unpressurized single polarized antenna inputs: 7/8?eia, ??flange female, type n female, and 7-16 din female kp3f-25 3 (0.9) 3395      25.3 25.2 25.4 7.7 32 30 1.20 (20.8) kp4f-25 4 (1.2) 3841      27.8 28.2 28.6 6.1 30 31 1.20 (20.8) kp6f-25 6 (2.0) 4084      31.6 32.0 32.4 4.0 30 35 1.10 (26.4) kp8f-25 8 (2.4) 4128      33.1 33.6 33.8 3.2 30 37 1.08 (28.3) KP10F-25 10 (3.0) 2977      35.1 35.5 35.9 2.7 31 38 1.08 (28.3) kp13f-25 13 (4.0) 2988      37.5 37.8 38.0 2.3 30 38 1.08 (28.3) reference etsi document en300631 for 1 to 3 ghz  * 3 lb/in 2 (20 kpa) maximum **horizontal = 6.9 degrees ** revised 7/00 & 5/01\
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