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		  Datasheet File OCR Text:


		  do-15 min max min max a 0.230 0.300 5.80 7.60 b 0.104 0.140 2.60 3.60 c 0.026 0.034 0.70 0.90 d 1.000 ----- 25.40 ----- dimensions dim inches mm note features mechan ical data maximum ratings     operating temperature:  -55 o c to +175 o c     storage temperature:  -55 o c to +175 o c     for capacitive load, derate current by 20% electrical characteristics @ 25 o c unless otherwise specified *pulse test: pulse  width 300 usec, duty cycle 1% sa5.0(c)(a) thru sa170(c)(a) 500watts transient  voltage suppressor 5.0 to 170 volts p ppm 500w t a =25 o c peak forward surge current i fsm 70a 8.3ms, half sine maximum instantaneous forward volta g e v f 3.5v i fm =35a; t j =25 o c * steady state power dissi p ation p m(av) 3.0 w a b c d d cathode mark 	
 omp onents 20736 marilla  street chatsworth 
 	
 
   

 mcc revision: 9                                                                                                                          2009/07/12 tm micro commercial components t l =75 o c peak pulse  power dissipation www. mccsemi .com 1 of 4 ?  glass passivated chip ?  low leakage ?  uni and bidirectional unit ?  excellent clamping capability ?  ul recognized file # e331408 ?  lead free finish/rohs compliant (note1)  ("p"suffix designates  compliant.  see ordering information)  note:     1.  lead in glass exemption applied, see eu directive annex 5.   ?  case material:  molded plastic , ul flammability classification rating : 94v-0 and msl rating 1 ?  fast response time ?  marking: unidirectional-type number and cathode band bidirectional-type number only ?  weight: 0.4 grams

 revision: 9                                                                                                                          2009/07/12 sa5.0(c)(a) thru sa170(c) (a) micro commercial components mcc tm uni-polar bi-polar sa5.0a sa5.0ca 5.0 6.40 7.00 10 9.2 55.4 600 5 sa6.0a sa6.0ca 6.0 6.67 7.37 10 10.3 49.5 600 5 sa6.5a sa6.5ca 6.5 7.22 7.98 10 11.2 45.5 400 5 sa7.0a sa7.0ca 7.0 7.78 8.60 10 12 42.5 150 6 sa7.5a sa7.5ca 7.5 8.33 9.21 1 12.9 39.5 50 7 sa8.0a sa8.0ca 8.0 8.89 9.83 1 13.6 37.5 25 7 sa8.5a sa8.5ca 8.5 9.44 10.40 1 14.4 35.4 10 8 sa9.0a sa9.0ca 9.0 10.00 11.10 1 15.4 33.1 5 9 sa10a sa10ca 10.0 11.10 12.30 1 17 30 1 10 sa11a sa11ca 11.0 12.20 13.50 1 18.2 28 1 11 sa12a sa12ca 12.0 13.30 14.70 1 19.9 25.6 1 12 sa13a sa13ca 13.0 14.40 15.90 1 21.5 23.7 1 13 sa14a sa14ca 14.0 15.60 17.20 1 23.2 22 1 14 sa15a sa15ca 15.0 16.70 18.50 1 24.4 20.9 1 16 sa16a sa16ca 16.0 17.80 19.70 1 26 19.6 1 17 sa17a sa17ca 17.0 18.90 20.90 1 27.6 18.5 1 19 sa18a sa18ca 18.0 20.00 22.10 1 29.2 17.5 1 20 sa20a sa20ca 20.0 22.20 24.50 1 32.4 15.7 1 23 sa22a sa22ca 22.0 24.40 26.90 1 35.5 14.4 1 25 sa24a sa24ca 24.0 26.70 29.50 1 38.9 13.1 1 28 sa26a sa26ca 26.0 28.90 31.90 1 42.1 12.1 1 30 sa28a sa28ca 28.0 31.10 34.40 1 45.4 11.2 1 31 sa30a sa30ca 30.0 33.30 36.80 1 48.4 10.5 1 36 sa33a sa33ca 33.0 36.70 40.60 1 53.3 9.6 1 39 sa36a sa36ca 36.0 40.00 44.20 1 58.1 8.8 1 41 sa40a sa40ca 40.0 44.40 49.10 1 64.5 7.9 1 46 sa43a sa43ca 43.0 47.80 52.80 1 69.4 7.3 1 50 sa45a sa45ca 45.0 50.00 55.30 1 72.7 7 1 52 sa48a sa48ca 48.0 53.30 58.90 1 77.4 6.6 1 56 sa51a sa51ca 51.0 56.70 62.70 1 82.4 6.2 1 61 sa54a sa54ca 54.0 60.00 66.30 1 87.1 5.9 1 65 sa58a sa58ca 58.0 64.40 71.20 1 93.6 5.4 1 70 sa60a sa60ca 60.0 66.70 73.70 1 96.8 5.3 1 71 sa64a sa64ca 64.0 71.10 78.60 1 103 5 1 76 sa70a sa70ca 70.0 77.80 86.00 1 113 4.5 1 85 sa75a sa75ca 75.0 83.30 92.10 1 121 4.2 1 91 sa78a sa78ca 78.0 86.70 95.80 1 126 4 1 95 sa85a sa85ca 85.0 94.40 104.00 1 137 3.7 1 103 sa90a sa90ca 90.0 100.00 111.00 1 146 3.5 1 110 sa100a sa100ca 100.0 111.00 123.00 1 162 3.1 1 123 sa110a sa110ca 110.0 122.00 135.00 1 177 2.9 1 133 sa120a sa120ca 120.0 133.00 147.00 1 193 2.6 1 146 sa130a sa130ca 130.0 144.00 159.00 1 209 2.4 1 158 sa150a sa150ca 150.0 167.00 185.00 1 243 2.1 1 184 sa160a sa160ca 160.0 178.00 197.00 1 259 2 1 196 sa170a sa170ca 170.0 189.00 209.00 1 275 1.9 1 208 mcc part number maximum clamping voltage @ipp vc(v) peak pulse current ipp (a) reverse leakage @ vrwm ir( a) maxium temperature coefficient of v (br)  (mv/   ) reverse stand- off voltage vrwm(v) breakdown voltage vbr(v) min.@it breakdown voltage vbr(v) max.@it test current it (ma) for bidirectional type having vrwm of 10 volts and less, the ir limit is double. for parts without a , the vbr is  +/-10% www. mccsemi .com 2 of 4

 micro commercial components mcc tm sa5.0(c)(a) thru sa170(c) (a) revision: 9                                                                                                                          2009/07/12 4 www. mccsemi .com 3 of 4

 mcc revision: 9                                                                                                                          2009/07/12 tm micro commercial components www. mccsemi .com 4 of 4 products are represented on our website, harmless against all damages. ***applications disclaimer*** ***important notice*** aerospace or military applications.  products offer by  micro commercial components corp . are not intended for use in medical, micro commercial components corp . reserves the right to make changes without further notice to any product herein to make corrections, modifications , enhancements , improvements , or other changes . micro commercial components corp . does not assume any liability arising out of the application or use of any product described herein; neither does it convey any license under its patent rights ,nor the rights of others . the user of products in such applications shall assume all risks of such use and will agree to hold  micro commercial components corp . and all the companies whose ordering information device packing  (part number)-tp tape&reel;4kpcs/reel (part number)-bp bulk;500pcs/box 3
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