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		  Datasheet File OCR Text:


		  1         CHB150-110S series        150 watt      dc-dc    converters      features   * 150w isolated output  * efficiency to 92.5%  * 200khz switching frequency  * 3:1 input range  * regulated outputs  * remote on/off  * over temperature protection  * over voltage/current protection  * continuous short circuit protection  * half-brick size meet industrial standard  * ce mark meets 2004/108/ec  * ul60950-1 approval  * meet en50155 with external circuits    model  number  input  voltage   output  voltage   output  current  input current  % eff.   capacitor load max.   min.  max.   no load  full load   CHB150-110S05   66-160 vdc   5.0vdc  0ma  30 a  40ma  1474ma  92.5  10000  f   CHB150-110S12   66-160 vdc   12 vdc  0ma  12.5 a   40ma  1474ma  92.5  5600  f  CHB150-110S24   66-160 vdc   24 vdc  0ma  6.5 a   60ma  1541ma  92  2200  f  note: 1. nominal input voltage 110vdc     

 2  specifications   all specifications typical at nominal line, full lo ad, and 25    unless otherwise noted  input specifications:    genral specifications:  input voltage range ................... 110v  ............... 66-160v     efficiency  ....................................... .............................  see  table   input surge voltage (100ms max.) .. 180 vdc max.                                                isolation voltage ..................... input/outpu t, input/case..... 2250vdc min.   under  voltage  lockout  ...........  power  up  .. ....  62v     output/case   1500vdc min.   power  down  .  56v     isolation resistance .............................. .......................... 10 7  ohm min.   positive logic remote on/off:    isolation  capacitance  .....  1000pf  typ.   logic compatibility .... open collector r ef to -input     switching  frequency  .................... ..  200khz  typ.   module on  > 3.5vdc to 75vdc or open circuit     operating case temperature ................... ........ -40  to 100     module off .. < 1.8vdc     storage temperature ....................  -55  to +105     input  filter  ......  pi  type     thermal shutdown, case temp.    ...... 10 5    typ.   output specifications:     humidity .......................................... ............. 95% rh max. non condensing   voltage accuracy: ................................. .................   1.5% max.     mtbf  mil-hdbk-217f, gb, 25 , full load  tbd   hrs typ.   transient response:25% step load change    safety  .  ul60950-1  2 nd (basic  insulation),  approval   error  band  ....   5%  vout     emc(note 7)  meet en50155(en50121-3-2) with e xternal filter   recover  time  ..  3.5vdc to 75vdc or open circ uit       5. suffix -c to the model number with clear mount ing insert (3.2mm dia.)       6. an external input capacitor 220uf for all models  are recommended to      reduce input ripple voltage.      7. design meet en50155 and ria12 refer to applicati on note  6 trim +sense +vout 9 78 bottom view m3*0.5 through 4pl. function on/off case -vin -vout -sense +vin 34 5 pin 12 mounting inserts millimeters: x.x= 0.5 , x.xx=0.25 all dimensions in inches(mm) case hb tolerances        inches: x.xx= 0.02 , x.xxx= 0.0 10 2 3 4 5 1 67 9 8 2.40 [61.0] 2.00 [50.8] 1.400 [35.56] 0.600 [15.24] 1.900 [48.30] [12.7] [1.02] 2.28 [57.9] [2.03] 0.50 [4.6] 0.18  min   remote on/off control       on/off (2) -vin (4) high signal here disable output   external output trim           +sense (8) trim (7) -sense (6) trim up trim down +sense (8) trim (7) -sense (6)       10k ohms trimpot  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CHB150-110S 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























