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		  Datasheet File OCR Text:


		  CAS-1400 version: 2 2.8 - 12 mm vari-focal day/night 2-megapixel lens the levelone CAS-1400, 2-megapixel vari-focal lens is designed to maximize optical performance as a great accessory for any system installer using box cameras. high image-quality at 1600 x 1200 resolution with 2.8-12mm adjustable focal length, not only brings clear view but also allows a wide range of surveillance in coverage. additionally, equipping with ir correction and auto-iris features enable suitability for day and night viewing. the CAS-1400 serves well under any condition especially those that require exceptional detail and those in spacious areas.   optimal light control moreover, the CAS-1400 has an f-1.4 auto-iris that adjusts automatically   to bring flexible light control, rendering the highest-quality images   available. this is useful for deployments using the same cameras   installed in several different lighting environments like garages and   street monitoring.   clear view in day and night in addition, an ir correction feature avoids shifts of focus points in   both visible and infrared ranges, ensuring clear vision in both day and   night. key features - 2-megapixel (1600 x 1200) high-definition resolution - 2.8 ~ 12 mm adjustable vari-focal length for wide angle surveillance - f-1.4 auto-iris automatic lighting control for high image quality www.level1.com page 1 of 3

 - provides ir correction feature suitable for day and night viewing -   works well with fcs-1131 2-megapixel poe network camera specifications system specifications connectors and cabling: 1 x auto iris (dc drive) lens: cs-mount, f=2.8-12.0mm, f1.4-360 angle of view: diagonal: 105 - 35 horizontal: 93 - 28 vertical: 77 - 23 environment temperature (c): operating: -10c - 50c physical specifications dimensions (w x d x h mm): 36.0 x 45.2 x 36 mm weight (g): 60.6 g order information CAS-1400 no liability or responsibility for any errors or omissions in the content.  specifications are subject to change without notice. www.level1.com page 2 of 3

 all mentioned brand names are registered trademarks and property of their owners. copyright ? digital data communications gmbh, germany. all rights reserved. powered by tcpdf (www.tcpdf.org) www.level1.com page 3 of 3
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