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		  Datasheet File OCR Text:


		  revised 11/21/2011  www.phihong.com                                                120 watt universal 3-wire input adapter     psa120u-v adapter seri es meets eisa and ecodesign requirements                             features    ?   eisa compliant  ?   non-vented/spill-proof case  ?   compliant with ecodesign erp directive  2009/125/ec level 2 annex 1b  ?   level v efficiency compliant   ?   class b emi     applications    ?   networking  ?   industrial  ?   peripherals  ?   test and measurement     safety approvals    ?   cul/ul  ?   ce     mechanical characteristics    ?   length: 174mm (6.85in)  ?   height: 43mm (1.69in)  ?   width: 77mm (3.03in)  ?   weight: 0.8kg (1.76lbs)  output specifications        1   dynamic load from 0.1a to full load.  2   see more detail on the second page        phihong is not responsible for any error, and reserves the right  to make changes without notice.  please visit our website at ww w.phihong.com for the  most up-to-date specifications  and contact information.    model  dc output voltage  load efficiency  min. 1  max.  level 2   PSA120U-120V 12v 0a 10a  psa120u-240v 24v 0a 5.0a  psa120u-480v 48v 0a 2.5a  psa120u-560v 56v 0a 2.14a 

     psa120u-v characteristics    www.phihong.com input:  ac input voltage rating  100 to 240vac    ac input voltage range  90 to 264vac    ac input frequency  47 to 63hz    input current  2.5a at 100vac  1.5a at 240vac    leakage current  3.5ma maximum at 254vac and 50hz    inrush current  65a at 120vac  130a at 240vac  (cold start at ambient 25c)    input power saving       psa120u-v characteristics    www.phihong.com psa120u-120-r    psa120u-240-r, psa120u-480-r, psa120u-560-r   




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of PSA120U-120V 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























