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		  https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 1 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://download.phoenixcontact.com) plug component, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, connection method: spring-cage conn., color: green, contact surface: tin the figure shows a 10-position version of the product product features ?for larger numbers of positions up to 24-pos., visit: phoenixcontact.net/products ?can be combined with the mstb 2,5 range ?fast conductor connection thanks to push-in spring-cage connection ?contacting of solid or stranded conductors with ferrules without actuating the opening lever directly in the terminal point ?two test connections for accommodating 2 mm ? test pins or 2.3 mm ? test plug  ? key commercial data packing unit 1 1 gtin weight per piece (excluding packing) 14.43 grm custom tariff number 85366990 country of origin germany technical data dimensions pitch 5.08 mm dimension a 35.56 mm general range of articles fkc 2,5/..-st insulating material group i  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 2 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 technical data general rated surge voltage (iii/3) 4 kv rated surge voltage (iii/2) 4 kv rated surge voltage (ii/2) 4 kv rated voltage (iii/3) 250 v rated voltage (iii/2) 320 v rated voltage (ii/2) 630 v connection in acc. with standard en-vde nominal current i n 12 a nominal cross section 2.5 mm2 maximum load current 12 a insulating material pa inflammability class according to ul 94 v0 internal cylindrical gage a2 stripping length 10 mm number of positions 8 connection data conductor cross section solid min. 0.2 mm2 conductor cross section solid max. 2.5 mm2 conductor cross section stranded min. 0.2 mm2 conductor cross section stranded max. 2.5 mm2 conductor cross section stranded, with ferrule without plastic sleeve min. 0.25 mm2 conductor cross section stranded, with ferrule without plastic sleeve max. 2.5 mm2 conductor cross section stranded, with ferrule with plastic sleeve min. 0.25 mm2 conductor cross section stranded, with ferrule with plastic sleeve max. 2.5 mm2 conductor cross section awg/kcmil min. 24 conductor cross section awg/kcmil max 12 2 conductors with same cross section, stranded, twin ferrules with plastic sleeve, min. 0.5 mm2 2 conductors with same cross section, stranded, twin ferrules with plastic sleeve, max. 1.5 mm2 minimum awg according to ul/cul 26 maximum awg according to ul/cul 12 classifications ecl@ss ecl@ss 4.0 272607xx  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 3 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 classifications ecl@ss ecl@ss 4.1 27260701 ecl@ss 5.0 27260701 ecl@ss 5.1 27260701 ecl@ss 6.0 27260704 ecl@ss 7.0 27440402 ecl@ss 8.0 27440402 etim etim 3.0 ec001121 etim 4.0 ec002638 etim 5.0 ec002638 unspsc unspsc 6.01 30211810 unspsc 7.0901 39121409 unspsc 11 39121409 unspsc 12.01 39121409 unspsc 13.2 39121409 approvals approvals approvals ul recognized / vde gutachten mit fertigungsberwachung / cul recognized / gost / iecee cb scheme / gost / cca / culus recognized ex approvals approvals submitted approval details  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 4 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 approvals ul recognized? ? b d mm2/awg/kcmil 26-12 26-12 nominal current in 10 a 10 a nominal voltage un 300 v 300 v vde gutachten mit fertigungsberwachung? ? ? mm2/awg/kcmil 0.2-2.5 nominal current in 12 a nominal voltage un 250 v cul recognized? ? b d mm2/awg/kcmil 26-12 26-12 nominal current in 10 a 10 a nominal voltage un 300 v 300 v gost? iecee cb scheme? ? ? mm2/awg/kcmil 0.2-2.5 nominal current in 12 a nominal voltage un 250 v gost?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 5 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 approvals cca? ? ? mm2/awg/kcmil 0.2-2.5 nominal current in 12 a nominal voltage un 250 v culus recognized? accessories accessories coding element coding profile?-?cp-mstb?-?1734634 coding profile, is inserted into the slot on the plug or inverted header, red insulating material ? ? insulating sleeve insulating sleeve?-?mps-ih wh?-?0201663 insulating sleeve, color:?white ? ? insulating sleeve?-?mps-ih rd?-?0201676 insulating sleeve, color:?red ? ?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 6 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories insulating sleeve?-?mps-ih bu?-?0201689 insulating sleeve, color:?blue ? ? insulating sleeve?-?mps-ih gn?-?0201702 insulating sleeve, color:?green ? ? labeled terminal marker marker cards?-?sk 5,08/3,8:fortl.zahlen?-?0804293 marker cards, card, white, labeled, horizontal:?consecutive numbers 1 - 10, 11 - 20, etc. up to 91 - (99)100, mounting type: adhesive, for terminal block width: 5.08 mm ? ? marker pen marker pen?-?b-stift?-?1051993 marker pen, for manual labeling of unprinted zack strips, smear-proof and waterproof, line thickness 0.5 mm ? ? screwdriver tools  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 7 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories screwdriver?-?szs 0,6x3,5?-?1205053 actuation tool, for st terminal blocks, insulated, also suitable for use as a bladed screwdriver, size: 0.6 x 3.5 x 100 mm, 2-component grip, with non-slip grip ? ? terminal marking marker cards?-?sk 5,08/3,8:unbedruckt?-?0805412 marker cards, card, white, unlabeled, can be labeled with: marker pen, mounting type: adhesive, for terminal block width: 5.08 mm ? ? test plug terminal block test plugs?-?mps-mt?-?0201744 test plugs, color:?silver ? ? reducing plug?-?rps?-?0201647 reducing plug, color:?gray ? ? strain relief?-?stz 4-fkc-5,08?-?1876877 strain relief for snapping into the latching chambers of the plugs, 4-pos. ? ?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 8 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories strain relief?-?stz 8-fkc-5,08?-?1876880 strain relief for snapping into the latching chambers of the plug components, 8-pos. ? ? additional products feed-through terminal block?-?ukk 3-mstbvh-5,08?-?2770846 feed-through terminal block, nominal current:?12 a, nominal voltage:?250 v, cross section:?0.2 mm2?-?4 mm2, awg:?24?-?12, mounting type:?ns 35/7,5, ns 35/15, ns 32, number of positions:?1, pitch:?5.08 mm, width:?5.08, color:?gray ? ? plug-in block?-?umstbvk 2,5/ 8-g-5,08?-?1788172 plug component, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, connection method: screw connection, color: green, contact surface: tin, assembly: din rail ? ? feed-through terminal block?-?uk 3-mvstb-5,08?-?3002076 feed-through terminal block, nominal current:?12 a, nominal voltage:?250 v, cross section:?0.2 mm2?-?4 mm2, awg:?24?-?12, mounting type:?ns 32, ns 35/15, ns 35/7,5, number of positions:?1, pitch:?5.08 mm, width:?5.1, color:?gray ? ? feed-through terminal block?-?uk 3d-mstbv-5,08?-?3002131 feed-through terminal block, connection method:?special and hybrid connection, number of positions:?1, cross section: 0.2 mm2?-?4 mm2, awg:?24?-?12, width:?5.08 mm, color:?gray, mounting type:?ns 32,?ns 35/15,?ns 35/7,5 ? ?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 9 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories feed-through terminal block?-?uk 3-mvstb-5,08-la 24rd?-?3002102 feed-through terminal block, nominal current:?12 a, nominal voltage:?250 v, cross section:?0.2 mm2?-?4 mm2, awg:?24?-?12, mounting type:?ns 32, ns 35/15, ns 35/7,5, number of positions:?1, pitch:?5.08 mm, width:?5.08, color:?gray ? ? feed-through terminal block?-?uk 3-mstb-5,08?-?3002034 feed-through terminal block, connection method:?special and hybrid connection, number of positions:?1, cross section: 0.2 mm2?-?4 mm2, awg:?24?-?12, width:?5.08 mm, color:?gray, mounting type:?ns 32,?ns 35/15,?ns 35/7,5 ? ? double-level terminal block?-?ukk 3-mstb-5,08?-?2770888 double-level modular terminal block with combicon plug-in zone, nominal current: 12 a, nominal voltage: 250 v, cross section: 0.2 mm2 - 4 mm2, awg: 24 - 12, mounting type: ns 35/7.5, ns 35/15, ns 32, pitch: 5.08 mm, width: 5.08, color: gray ? ? feed-through terminal block?-?ukk 3-mstb-5,08-pe?-?1876615 feed-through terminal block, nominal current:?12 a, nominal voltage:?320 v, cross section:?0.2 mm2?-?4 mm2, awg:?24?-?12, mounting type:?ns 35/7,5, ns 35/15, ns 32, number of positions:?1, pitch:?5.08 mm, width:?5.08, color:?green-yellow ? ? feed-through terminal block?-?zfkk 1,5-mstbv-5,08?-?1873016 feed-through terminal block, connection method:?special and hybrid connection, mstb plug entry, cross section: ?0.2 mm2?-?2.5 mm2, width:?5.08 mm, color:?gray, mounting:?ns 35/7,5,?ns 35/15?/?ex data new?/??/? ? ?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 10 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories base strip?-?mstbvk 2,5/ 8-g-5,08?-?1788787 plug component, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, connection method: screw connection, color: green, contact surface: tin, assembly: din rail ? ? base strip?-?mvstbu 2,5/ 8-gb-5,08?-?1788596 plug component, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, connection method: screw connection, color: green, contact surface: tin, assembly: direct mounting ? ? base strip?-?mdstbva 2,5/ 8-g-5,08?-?1845390 header, nominal current: 10 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering, the article can be aligned to create different nos. of positions! in combination with mvstb or fkcv plug components, both an mvstbw (or fkcvw) and an mvstbr plug (or fkcvr) must be used. combination with tmstbp plug components is not possible! ? ? base strip?-?mdstba 2,5/ 8-g-5,08?-?1842128 header, nominal current: 10 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering, the article can be aligned to create different nos. of positions! in combination with mvstb or fkcv plug components, both an mvstbw (or fkcvw) and an mvstbr plug (or fkcvr) must be used. combination with tmstbp plug components is not possible! ? ? base strip?-?emstba 2,5/ 8-g-5,08?-?1880368 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: press-in ? ?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 11 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories base strip?-?emstbva 2,5/ 8-g-5,08?-?1859577 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: press-in ? ? printed-circuit board connector?-?fkic 2,5/ 8-st-5,08?-?1873414 plug component, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, connection method: spring-cage conn., color: green, contact surface: tin ? ? base strip?-?mstba 2,5/ 8-g-5,08-la?-?1771008 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering ? ? base strip?-?mstba 2,5/ 8-g-5,08?-?1757307 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering ? ? base strip?-?mstb 2,5/ 8-g-5,08-la?-?1770779 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering ? ?  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 12 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 accessories base strip?-?mdstbv 2,5/ 8-g1-5,08?-?1762567 header, nominal current: 10 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering, in combination with mvstb or fkcv plug components, both an mvstbw (or fkcvw) and an mvstbr plug (or fkcvr) must be used. combination with tmstbp plug components is not possible! ? ? base strip?-?mdstb 2,5/ 8-g1-5,08?-?1762431 header, nominal current: 10 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering, in combination with mvstb or fkcv plug components, both an mvstbw (or fkcvw) and an mvstbr plug (or fkcvr) must be used. combination with tmstbp plug components is not possible! ? ? base strip?-?smstba 2,5/ 8-g-5,08?-?1767436 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering ? ? base strip?-?smstb 2,5/ 8-g-5,08?-?1769528 header, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, color: green, contact surface: tin, assembly: soldering ? ? printed-circuit board connector?-?icc 2,5/ 8-stz-5,08?-?1823901 plug component, nominal current: 12 a, rated voltage (iii/2): 320 v, number of positions: 8, pitch: 5.08 mm, connection method: crimp connection, color: green, corresponding male crimp contacts with current [a] and conductor cross section range [mm2] data: 10a/icc-mt 0,5-1,0 (3190577); 10a/icc-mt 0,5-1,0 ba (3190603); 12a/icc-mt 1,5-2,5 (3190580); 12a/icc-mt 1,5-2,5 ba (3190593). ba = bandkontakte ? ? drawings  5,08 2,85 a a+5,7 25,6 15 8,3

 https://www.phoenixcontact.com/us/products/1873113 10.11.2013???page? 13 ?/? 13 printed-circuit board connector?-?fkc 2,5/ 8-st-5,08?-?1873113 dimensioned drawing ? phoenix contact 2013 - all rights reserved http://www.phoenixcontact.com  5,08 2,85 a a+5,7 25,6 15 8,3
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