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		  Datasheet File OCR Text:


		  iec inlet filters          f b  series general purpose modulesa c omprehensive range of chassis mount iec 60320  inlet power entry modules housed in a compact and lightweight enclosure. offers a low cost form of protection from mains borne  interference in applications such as business, consumer,  medical equipment, vdu`s, computers, vending  machines and many other general purpose applications.  ?  current ratings from 1a to 10a   ?  component value combinations to suit requirements   ?  low cost design   ?  medical versions available   mechanical speci? cations manufacture:  m e tal case with built-in power line       c o nnector according to iec 60320 &      e n  60320. connections:  i e c 60320 - standard plug (input);      f a ston 2x2.8 x 0.8mm or 6.3 x 0.8mm       ( o utput); ground terminal connected      t o  case. code i r (a) l(mh) cx(f) cy(pf) i l (ma) circ diag fbnab2100ze200 6 2x0.5 0.01 2x2700 2x0.25 a fbnab2470za100 1 2x2.8 0.047 2x2200 2x0.2 a fbnab2470zb000 1 2x10 0.047 2x2500 2x0.23 a fbnab2470zd000 3 2x2.5 0.047 2x2500 2x0.23 a fbnab2470zf000 6 2x1 0.047 2x2500 2x0.23 a fbnab2470zg110 10 2x0.13 0.047 2x2200 2x0.2 a fbnab2680cz300 3 2x1 0.068 2x3300 2x0.3 b fbnab2680zb000 1 2x10 0.068 2x2500 2x0.23 a fbnab2680zd000 3 2x2.5 0.068 2x2500 2x0.23 a fbnab2680zf000 6 2x1 0.068 2x2500 2x0.23 a fbnab3100bz000 1 2x10 0.01 2x2500 2x0.23 b fbnab3100dz000 3 2x2.5 0.01 2x2500 2x0.23 b fbnab3100fz000 6 2x1 0.01 2x2500 2x0.23 b FBNAB3100HZ420 3 2x6 0.01 2x150 2x0.014 b * other variants on request electrical speci? cations rated voltage (v r ):  ma x 250v, 50/60hz rated current (i r ):  re ferred to room temperature = 40c leakage current (i l ):  at  220v, 50hz, max value vol tage test (2 s.):  li ne to ground 3000vdc or 1800vac    l i ne to line 1700vdc climatic category:      hmf (25/085/21);                          te m perature range: -25c to +85c approvals                                         in progress        1283                             22.2 n8 11 /2009 1 filter range ava ilable variants

 iec inlet filters          f b  series 11 /2009 2 insertion loss (typical):                   asymmetrical (line to ground)    - - -   symmetrical (line to line) ... 2100ze ... 2470zb ... 2680zb ... 3100bz ... 2470za ... 2470zd ... 2470zf ... 2680cz ... 2680zd ... 2680zf ... 3100dz ... 3100fz ... 2470zg ... 3100hz fbn

 iec inlet filters          f b  series wit h fuse holders a r ange of chassis mount iec 60320 inlet power entry  modules which combine single or twin fuse holders and a high level of suppression, within a compact and  lightweight enclosure. cost effective solution for business, consumer, medical  equipment, vdus, computers, vending machines and  many other general purpose applications.  ?  snap-in or screw ? t   ?  current ratings from 1a to 10a   ?  integral single or twin fuse holder   ?  compact, lightweight design   ?  medical versions available   mechanical speci? cations manufacture:  m e tal case with built-in power line      c o nnector according to iec 60320 &      e n  60320 and fuse holder for 1 (fp) or      2   (fq) fuses 5 x 20mm (iec). connections:  i e c 60320 - standard plug (input);      f a ston 2x2.8 x 0.5mm or 6.3 x 0.8mm      ( o utput); ground terminal connected      t o  case. mounting:   f b - screw mounting; fc- snap-in       m o unting. code i r (a) l(mh) cx 1 (f) cy (pf) i l (ma) f - - ab2680za100 1 2x10 0.068 2x2200 2x0.2 f - - ab2680zb100 2 2x4 0.068 2x2200 2x0.2 f - - ab2680zc100 4 2x1.5 0.068 2x2200 2x0.2 f - - ab2680zf100 6 2x0.8 0.068 2x2200 2x0.2 f - - ab2680zg100 10 2x0.13 0.068 2x2200 2x0.2 * other variants on request electrical speci? cations rated voltage (v r ):  ma x 250v, 50/60hz rated current (i r ):  re ferred to room temperature = 40c leakage current (i l ):  at  220v, 50hz, max value vol tage test (2 s.):  li ne to ground 3000vdc or 1800vac    l i ne to line 1700vdc climatic category:      hmf (25/085/21);                          te m perature range: -25c to +85c approvals                 in progress        1283                             22.2 n8 11 /2009 3 filter range

 iec inlet filters          f b  series 11 /2009 4 insertion loss (typical):                   asymmetrical (line to ground)    - - -   symmetrical (line to line) ... 2680za ... 2680zb ... 2680zg ... 2680zc ...2680zf fbp - fbq - fcp - fcq

 iec inlet filters          f b  series high current modulescompact, high current chassis mount iec 60320 inlet  power entry module, available in standard of medical  design formats. the unit provides excellent performance to size  characteristics for use in a variety of higher power  applications, from industrial equipment and telecoms  base stations to test instrumentation and vending  machines.  ?  high current rating - 16a   ?  high performance to size ratio   ?  compact and lightweight   ?  medical versions available   ?  iec 950 comliant   mechanical speci? cations manufacture:  m e tal case with built-in power line       c o nnector according to iec 60320 &      e n  60320. connections:  i e c 60320 - 16a plug (input);       6 . 3 x 0.8mm (output);       g r ound terminal connected to case. code i r (a) l(mh) cx 1 (f) cy (pf) i l (ma) fbnab3330zj110 16 2x0.5 0.33 2x2200 2x0.2 fbnmb3330zj110 16 2x0.5 0.33 - -    a =  standard version    m = medical version * other variants on request electrical speci? cations rated voltage (v r ):  ma x 250v, 50/60hz rated current (i r ):  re ferred to room temperature = 40c leakage current (i l ):  at  250v, 50hz, max value vol tage test (2 s.):  li ne to ground 3000vdc or 1800vac    l i ne to line 1700vdc climatic category:      hmf (25/085/21);                          te m perature range: -25c to +85c approvals           made in accordance to vde, ul and csa requirements 11 /2009 5 filter range insertion loss (typical):                   asymmetrical (line to ground)         - - -    symmetrical (line to line) ... 3330zj fbn 16a type
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