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		  Datasheet File OCR Text:


		  compression connectors 35 color-keyed ? connectors for copper conductors bell shaped barrel wire size* bolt dimensions (in.) cat. no. code navy flex cl ass g class h class i class k class m fl ex-/24 size (in.) a b c d f die colour die code 541048bs 8 23 37/24 8 8  8 8  #10 1 hvu zr red 21 541056bs 6 30 61/24 5 5 5 5 5  b 1 il k ?b blue 24 541065bs 4 40-50 91/24 5 5 5 5 5  b 1 sl l ?b grey 29 541394bs 3 & 4 40-50 91/24 4 4 4 4 4  j 1 kax zx grey 29 541423bs 2 60 125/24 3 3 3 3 3  j 1 wz y zx brown 33 541472bs 1 75 150, 175/24 2 2 2 2 2  j 1 yz h a c green 37 541531bs 1/0 100 225/24 1 1 1 1 1  j 1 ez f 9 / 64 c pink 42 5411010bs 2/0 125 275/24 1/0 1/0 1/0 1/0 1/0  c 1 gmm 9 / 64 c black 45 5416520bs 3/0 150 325/24 2/0 2/0 2/0 2/0 2/0  d 2 r 1 hn 9 / 64 d orange 50 5417030bs 4/0 200 450/24 3/0 3/0 3/0 3/0 3/0  d 2 j 1 h 1 oqd purple 54 5816540bs 250  550/24 4/0 4/0     d 2 v 1 a 1 bid yellow 62 54114262bs 300 300 650/24 250 250 250 250   d 2 v 1 a 1 bid white 66 5411440bs 300 300  250 250 4/0 4/0 4/0  d 2 c 1 a 1 bid C  54115260bs 350 350    250 250 250 650/24 d 2 e 1 i 1 c 13 / 64 l white 66 54185313bs 400 400  300 300 300 300 300 775/24 e 3 k 1 l 1 urm blue 76 58177350bs 500  925/24 400 400 400 350 350  e 31 j 1 ebmC 80 58180444bs 600  1100/24   450 450 450  e 3 e 1 l 1 a?m green 94 54122535bs 700   500 500 500 500 500 1325/24 e 3 e 1 l 1 asm pink 99 54123560bs ? 750   600    550  e 3 e 1 l 1 njm black 106 54124620bs ? 800 800     600  e 3 g 1 m 1 oj gg orange 107 54126777bs 900  1925/24       e 4 a 1 m 2 ixg yellow 115 ? not csa approved. * call your regional sales office for sizes not listed. existing connectors new series** are ul486a listed for: (same tubing existing as existing cat. nos. code navy flex cat. nos.) class g class h class i class k class m flex-/24 code 54104 8 23 37/24 541048bs 8 8  8 8   54105 6 30 61/24 541056bs 5 5 5 5 5   54106 4 40-50 91/24 541065bs 5 5 5 5 5   54139 4 40-50 91/24 541394bs 4 4 4 4 4  3 54142 2 60 125/24 541423bs 3 3 3 3 3   54147 1 75 150, 175/24 541472bs 2 2 2 2 2   54153-tb 1/0 100 225/24 541531bs 1 1 1 1 1   54110 2/0 125 275/24 5411010bs 1/0 1/0 1/0 1/0 1/0   54165 3/0 150 325/24 5416520bs 2/0 2/0 2/0 2/0 2/0   54170 4/0 200 450/24 5417030bs 3/0 3/0 3/0 3/0 3/0   58165   550/24 5816540bs 4/0 4/0     250 54114 300 300  5411440bs 250 250 4/0 4/0 4/0   54115 350 350  54115260bs   250 250 250 650/24  54185 400 400  54185313bs 300 300 300 300 300 775/24  58177   925/24 58177350bs 400 400 400 350 350  500 58180*   1100/24 58180444bs   450 450 450  600 54122 700   54122535bs 500 500 500 500 500 1325/24  54123 750   54123560bs 600    550   54124 800 800  54124620bs     600   54126 900  1925/24 54126777bs        * cat. no. 58180 is made of the same tubing as cat. no. 54120. cat. no. 54120 is listed for 600 kcmil. ** to be installed with the same installing tools as the existing line of connectors.

 36 color-keyed ? connectors for copper conductors bell shaped copper lugs with two bolt holes wire size* bolt dimensions (in.) die die cat. no. code navy flex class g class h class i class k class m size (in.) a b c d e f g colour code 54850be8bs 8238 8 8  8  b 2.19 1.88 .42 .07 .26 .25 .63 red 21 54851be8bs 8238 8 8  8  b 2.31 1.29 .47 .06 .26 .25 .75 red 21 256-1157-8bs 8238 8 8  8  c 3.00 2.10 .56 .06 .26 .38 1.00 red 21 256-1158-6bs 6306 5 5 5 5  c 2.93 1.93 .59 .06 .30 .38 1.00 blue 24 54852be6bs 6306 5 5 5 5  b 2.28 1.28 .44 .08 .30 .25 .63 blue 24 256-1225-6bs 6306 5 5 5 5  b 2.43 1.43 .43 .07 .30 .25 .75 blue 24 54854be5bs 4-3 40-50 5 5 5 5 5  b 2.31 1.19 .52 .10 .37 .25 .63 grey 29 256-1246-5bs 4-3 40-50 5 5 5 5 5  b 2.31 1.31 .56 .09 .37 .25 .75 grey 29 256-1159-5bs 4-3 40-50 5 5 5 5 5  c 3.13 1.98 .59 .09 .37 .38 1.00 grey 29 256-1300-3bs 2603 3 3 3 3 3 b 2.63 1.35 .68 .11 .41 .25 .75 brown 33 54855BE3BS 2603 3 3 3 3 3 b 2.43 1.28 .59 .11 .41 .25 .63 brown 33 54856BE3BS 2603 3 3 3 3 3 j 2.78 1.63 .59 .11 .41 ..38 .75 brown 33 256-1160-3bs 2603 3 3 3 3 3 c 3.08 1.94 .59 .11 .41. .38 1.00 brown 33 54811BE3BS 2603 3 3 3 3 3 d 4.28 3.00 .88 .09 .41 .50 1.75 brown 33 54809be2bs 1752 2 2 2 2 2 b 2.88 1.19 .67 .11 .47 .25 .63 green 37 54812be2bs 1752 2 2 2 2 2 b 2.75 1.40 .67 .11 .47 .25 .75 green 37 54958be2bs ? 1752 2 2 2 2 2 j 2.97 1.63 .67 .11 .47 .38 .88 green 37 54857be2bs 1752 2 2 2 2 2 d 4.43 3.00 .88 .10 .47 .50 1.75 green 37 54859be1bs 1/0 100 1 1 1 1 1 1 b 2.63 1.19 .75 .13 .52 .25 .63 pink 42 54813be1bs 1/0 100 1 1 1 1 1 1 b 2.71 1.38 .75 .13 .52 .25 .75 pink 42 54860be1bs 1/0 100 1 1 1 1 1 1 j 2.97 1.63 .75 .13 .52 .38 .88 pink 42 256-1162-1bs 1/0 100 1 1 1 1 1 1 c 3.23 1.93 .75 .13 .52 .38 1.00 pink 42 5414be10bs 2/0 125 1/0 1/0 1/0 1/0 1/0 1/0 b 2.62 1.25 .83 .13 .57 .25 .63 black 45 256-1299-10bs 2/0 125 1/0 1/0 1/0 1/0 1/0 1/0 b 2.69 1.31 .81 .13 .57 .25 .75 black 45 256-1116-10bs 2/0 125 1/0 1/0 1/0 1/0 1/0 1/0 c 3.19 1.81 .83 .13 .57 .38 1.00 black 45 54862be10bs 2/0 125 1/0 1/0 1/0 1/0 1/0 1/0 d 4.20 2.81 .83 .13 .57 .50 1.75 black 45 54815be20bs 3/0 150 2/0 2/0 2/0 2/0 2/0 2/0 b 2.89 1.45 .92 .13 .63 .25 .75 orange 50 54816be20bs 3/0 150 2/0 2/0 2/0 2/0 2/0 2/0 c 3.25 1.63 .92 .13 .63 .38 1.00 orange 50 54864be20bs 3/0 150 2/0 2/0 2/0 2/0 2/0 2/0 d 4.45 3.00 .92 .13 .63 .50 1.75 orange 50 54817be30bs 4/0 200 3/0 3/0 3/0 3/0 3/0 3/0 b 3.15 1.38 1.03 .14 .70 .50 .75 purple 54 256-1117-30bs 4/0 200 3/0 3/0 3/0 3/0 3/0 3/0 c 3.35 1.81 1.03 .14 .70 .25 1.00 purple 54 54818be30bs 4/0 200 3/0 3/0 3/0 3/0 3/0 3/0 c 4.38 2.63 1.03 .14 .70 .38 1.75 purple 54 54866be30bs 4/0 200 3/0 3/0 3/0 3/0 3/0 3/0 d 4.70 3.00 1.03 .14 .70 .50 1.75 purple 54 256-1245-40bs 250  4/0 4/0 4/0 4/0 4/0 4/0 c 3.83 1.93 1.13 .14 .77 .50 1.00 yellow 62 54868be40bs 250  4/0 4/0 4/0 4/0 4/0 4/0 d 4.92 3.00 1.13 .14 .77 .50 1.75 yellow 62 54819be262bs 300 300 262 kcmil 250 kcmil 250 250 250  c 5.04 2.80 1.25 .15 .85 .50 1.00 white 66 54870be262bs 300 300 262 kcmil 250 kcmil 250 250 250  d 5.23 3.00 1.25 .15 .85 .50 1.75 white 66 54822be313bs 400 400 313 kcmil 300 kcmil 300 300 300  b 4.38 1.93 1.41 .17 .96 .63 .75 blue 76 54821be313bs 400 400 313 kcmil 300 kcmil 300 300 300  c 4.43 1.93 1.41 .17 .96 .63 1.00 blue 76 54874be313bs 400 400 313 kcmil 300 kcmil  300 300 300  d 5.51 3.00 1.41 .17 .96 .63 1.75 blue 76 54823be373bs 500  373 kcmil 400 kcmil 400 400 350  b 4.93 1.94 1.61 .22 1.10 .50 .75 brown 87 256-1119-373bs 500  373 kcmil 400 kcmil 400 400 350  c 5.00 1.93 1.61 .22 1.10 .50 1.00 brown 87 54876be373bs 500  444 kcmil   450 450  d 6.00 3.00 1.61 .22 1.10 .50 1.75 brown 87 54824be444bs   444 kcmil   450 450  c 5.70 2.80 1.75 .24 1.20 .63 1.00 green 94 54878be444bs   444 kcmil   450 450  d 5.83 3.00 1.75 .24 1.20 .63 1.75 green 94 54880be535bs 700  535 kcmil 500 kcmil 500 500 500  d 6.20 3.00 1.94 .27 1.33 .63 1.75 black 106 58826be777bs 900  777 kcmil      c 6.49 2.80 2.27 .30 1.50 .63 1.00 yellow 115 *call your regional sales office for sizes not listed. ? not csa approved. bolt size g f c a b d g e bolt size 

 compression connectors 37 color-keyed ? connectors for copper conductors narrow tongue lugs  standard barrel for 600v to 35 kv applications material: high conductivity wrought copper finish: electro tin plate wire size* fig bolt dimensions (in.) die colour code flex cat. no. no. size a b c d e f g code key #4 #4 91/24 55112     1     b ld 1 c b p 29         grey #2 125/24 55116     1     b ld 1 u b j 33     brown #2 #1 150/24 55122     1     b n{ 1 g b a 37     green 175/24 1/0 225/24 55130     1     b ng 1 g b a 42    pink 1/0 2/0 275/24 55136     1     b 1 !g 2  b a 45     black 2/0 3/0 325/24 55142     1     b 1 !a 2 r b a 50     orange 4/0 450/24 55148     1     b 1 !a 2 s b ! 54     purple 250     4/0 kcmil 550/24 55156     1     b 1 $? 2 hj q 62     yellow 300     kcmil 55162     1     b 1 $? 2 zj ?  66 white 350     262 kcmil 650/24 55165     1     d 1 s 1 p 2 ?l r 71 red 500     350/373     kcmil 925/24 55171     1     d 1 s 1 $ 3 ${ r 87 brown 750     500/535     54879nt ? 2     c 5     2 a 1 y s 1  jd 1     106 black kcmil 1325/24 55178     1     e 1 } 1 m 3 v m ? 106 black 900     750/777 58825nt ? 2     c 5     2 a 1 yj 1 vd 1     115 yellow kcmil 1925/24 58825nt0828 ? 2     d 6     3     1 cj 1 vd 1 f 115 yellow can be used for 600v to 35kv applications provided proper insulation techniques are used. u.l. and c.s.a. listing of t&b connectors is a continual process; please call your regional sales office for the latest listing s. many tongue sizes are available undrilled; please call your regional sales office for availability. ? not csa approved. *call your regional sales office for sizes not listed. for tool and die selection see page 40. fig. 1 fig. 2
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