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		  Datasheet File OCR Text:


		  description: the central semiconductor p4sma5.0a  series types are surface mount, uni-directional, glass  passivated junction transient voltage suppressors  designed to protect sensitive components from high  voltage transients. marking code: see marking code on  electrical characteristics table maximum ratings:  (t a =25c)  symbol   units peak power dissipation (note 1)  p pk  400  w peak forward surge current (jedec method)  i fsm  40  a operating and storage junction temperature  t j , t stg   -55 to +150  c typical thermal resistance (note 2)   ja  70 c/w electrical characteristics:  (t a =25c) type reverse stand-off voltage v rwm breakdown voltage      v br      @      i t test current i t maximum reverse leakage current i r  @ v rwm maximum clamping voltage v c  @ i pp peak pulse current (note 1) i pp marking code v min v max v ma a v a p4sma5.0a  5.0 6.40 7.25 10.0 800 9.2 43.5 c4he p4sma6.0a  6.0 6.67 7.67 10.0 800 10.3 38.8 c4hg p4sma6.5a  6.5 7.22 8.30 10.0 500 11.2 35.7 c4hk p4sma7.0a  7.0 7.78 8.95 10.0 200 12.0 33.3 c4hm p4sma7.5a  7.5 8.33 9.58 1.0 100 12.9 31.0 c4hp p4sma8.0a  8.0 8.89 10.23 1.0 50 13.6 29.4 c4hr p4sma8.5a  8.5 9.44 10.82 1.0 10 14.4 27.7 c4ht p4sma9.0a  9.0 10.0 11.5 1.0 5.0 15.4 26.0 c4hv p4sma10a  10 11.1 12.8 1.0 5.0 17.0 23.5 c4hx p4sma11a  11 12.2 14.0 1.0 1.0 18.2 22.0 c4hz p4sma12a  12 13.3 15.3 1.0 1.0 19.9 20.1 c4ie p4sma13a  13 14.4 16.5 1.0 1.0 21.5 18.6 c4ig p4sma14a  14 15.6 17.9 1.0 1.0 23.2 17.2 c4ik p4sma15a  15 16.7 19.2 1.0 1.0 24.4 16.4 c4im p4sma16a  16 17.8 20.5 1.0 1.0 26.0 15.3 c4ip p4sma17a  17 18.9 21.7 1.0 1.0 27.6 14.5 c4ir p4sma18a  18 20.0 23.3 1.0 1.0 29.2 13.7 c4it p4sma20a  20 22.2 25.5 1.0 1.0 32.4 12.3 c4iv p4sma22a  22 24.4 28.0 1.0 1.0 35.5 11.2 c4ix p4sma24a  24 26.7 30.7 1.0 1.0 38.9 10.3 c4iz p4sma26a  26 28.9 33.2 1.0 1.0 42.1 9.5 c4je p4sma28a  28 31.1 35.8 1.0 1.0 45.4 8.8 c4jg p4sma30a  30 33.3 38.3 1.0 1.0 48.4 8.3 c4jk p4sma33a   33 36.7 42.2 1.0 1.0 53.3 7.5 c4jm p4sma36a   36 40.0 46.0 1.0 1.0 58.1 6.9 c4jp p4sma40a   40 44.4 51.1 1.0 1.0 64.5 6.2 c4jr notes: (1) non-repetitive 10x1,000s pulse.   (2) fr-4 epoxy pcb with copper mounting pad area of 5mm 2 . sma case r1 (18-march 2013) www.centralsemi.com p4sma5.0a  thru  p4sma220a surface mount silicon uni-directional glass passivated junction transient voltage suppressors 400 watt, 5.0 thru 220 volt

 sma case - mechanical outline electrical characteristics - continued:  (t a =25c) type reverse stand-off voltage v rwm breakdown voltage      v br      @      i t test current i t maximum reverse leakage current i r  @ v rwm maximum clamping voltage v c  @ i pp peak pulse current (note 1) i pp marking code v min v max v ma a v a p4sma43a   43 47.8 54.9 1.0 5.0 69.4 5.7 c4jt p4sma45a   45 50.0 57.5 1.0 5.0 72.7 5.5 c4jv p4sma48a   48 53.3 61.3 1.0 5.0 77.4 5.2 c4jx p4sma51a   51 56.7 65.2 1.0 5.0 82.4 4.9 c4jz p4sma54a   54 60.0 69.0 1.0 5.0 87.1 4.6 c4re P4SMA58A   58 64.4 74.1 1.0 5.0 93.6 4.3 c4rg p4sma60a   60 66.7 76.7 1.0 5.0 96.8 4.1 c4rk p4sma64a   64 71.1 81.8 1.0 5.0 103 3.9 c4rm p4sma70a   70 77.8 89.5 1.0 5.0 113 3.5 c4rp p4sma75a   75 83.3 95.8 1.0 5.0 121 3.3 c4rr p4sma78a   78 86.7 99.7 1.0 5.0 126 2.2 c4rt p4sma85a   85 94.4 108.2 1.0 5.0 137 2.9 c4rv p4sma90a   90 100.0 115.5 1.0 5.0 146 2.7 c4rx p4sma100a   100 111.0 128.0 1.0 5.0 162 2.5 c4rz p4sma110a   110 122.0 140.5 1.0 5.0 177 2.3 c4se p4sma120a   120 133.0 153.0 1.0 5.0 193 2.0 c4sg p4sma130a   130 144.0 165.5 1.0 5.0 209 1.9 c4sk p4sma150a   150 167.0 192.5 1.0 5.0 243 1.6 c4sm p4sma160a   160 178.0 205.0 1.0 5.0 259 1.5 c4sp p4sma170a   170 189.0 217.5 1.0 5.0 275 1.4 c4sr p4sma180a   180 198.0 230.4 1.0 5.0 292 1.3 c4st p4sma190a   190 209.0 243.2 1.0 5.0 308 1.3 c4sv p4sma200a   200 220.0 256.0 1.0 5.0 324 1.2 c4sx p4sma210a   210 231.0 268.8 1.0 5.0 340 1.2 c4sz p4sma220a   220 242.0 281.6 1.0 5.0 356 1.1 c4ge r1 (18-march 2013) p4sma5.0a  thru  p4sma220a surface mount silicon uni-directional glass passivated junction transient voltage suppressors 400 watt, 5.0 thru 220 volt www.centralsemi.com

 typical electrical characteristics r1 (18-march 2013) p4sma5.0a  thru  p4sma220a surface mount silicon uni-directional glass passivated junction transient voltage suppressors 400 watt, 5.0 thru 220 volt www.centralsemi.com
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