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		  Datasheet File OCR Text:


		      all specification & dimensions are subject to chang e, please call your nearest foxconn sales represent ative for update information.     specifications                                      sas connector         ld seri es    hybrid  type  receptacle   1.27mm [.050"] pitch  29 pos.      mechanical  insertion force:   20n max.   withdrawal force:  4n min.   durability:   500 cycles.    electrical  voltage rating:  250v.   current rating:   1.5a per pin.   contact resistance:   30 m   max.  ? 15 m   max. after stress.   dielectric withstanding voltage:   500v ac.  insulation resistance:   1000m   min.     physical  housing:   thermoplastic, ul 94v-0 rated in pink color.   contact:   copper alloy   plating:   see ordering information   operating temperature:   -55    to +105                drawing        ordering    i nf or mati on           product no. : ld 2 3 29 * - a 0  * * * * no. of pos. 29=29 pos. mounting end type 2=receptacle mating end type s-ata series 3=hybrid f=gold flash with rohs compliance v=15u" gold  with rohs compliance h=30u" gold  with rohs compliance contact area plating modification code see figture a s-ata specification 0=standard type outer shape a=sas package type see figture a material code housing material tail length see figture a      ld2329*-a01 p/n 2.40[.095] figture a dim. a ld2329*-a04 ld2329*-a059 ld2329*-a0791a ld2329*-a0691a 3.49[.138] dim. b dim. c cover board lock  type i  type ii package  tray with tape&reel without without with without tray tray tape&reel type i  type ii type i  2.40[.095] 2.55[.100] 4.08[.161] 4.08[.161] 3.49[.138] 3.49[.138] 4.08[.161] 4.08[.161] 2.00[.079] 2.00[.079] 2.00[.079] 3.70[.146] 4.08[.161]    
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