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		  Datasheet File OCR Text:


		  tel  (718)  956-8900 ? fax  (718)  956-9040 (800)  221-5510 ? kec@keyelco.com www.keyelco.com 31-07  20th  road  C astoria,  ny    11105-2017 micro  jacks micro  jacks 98 ? space  saving  design  for  high   density  packaging ? beryllium  copper  multi-spring   contact  maintains  retention  after multiple  insertions ? ideal  for  mounting  transistors,  re- sistors,  diodes,  ics  and  similar miniature  components   ? custom  micro  jacks  manufactured to  your  specifications ? other  platings  available   upon  request .016  [0.41] .083  [2.11] .055  [1.40] l 3 -finger   closed entry   contact .038  [0. 9 6] .038 [0. 9 6] hex. .020  [0.50] .130 [3.3] .095 [2.4] l .0 7 2 [1.9] .045 [1.14] 4 -finger   closed entry   contact .05 6  [1.42] .049 [1.24] .041  [1.04] .063 [1.60] 4-finger closed entry  contact .205 [5.2] .089 [2.23] .248 [6.3] 4-finger  closed   entry  contact   .120  [3.1]   .259  [6.6]   .233  [5.9]   .060  [1.52]  dia. .014  [0.4]   .077  [2.0]  dia.   .015  (.38  ) -  .021  (.53)  pin  -  solder  mount .015  (.38)  -  .021  (.53)  pin  -  press  fit .015  (.38)  -  .025  (.64)  pin  -  taper-fit .022  (.56  ) -  .032  (.81)  pin  -  solder  mount .015  (.38)  -  .025  (.64)  pin  -  solder  mount .015  (.38)  -  .025  (.64)  pin  -  solder  mount .022  (.56)  -  .034  (.86)  pin  -  press  fit .025  (.64)  -  .037  (.94)  pin  -  press  fit .025  (.64)  -  .037  (.94)    pin -  solder  mount .055 [1.39] .072  [1.83] .016  [0.41] 4-finger closed entry  contact .093 [2.36] .142 [3.6] .161  [4.1] rohs non-rohs mtg. gold/gold tin/tin tin/gold l hole cat.  no. cat.  no. cat.  no. length dia. 1411-1 1431-1 1420-1 .140 (3.6) .042 1411-2 1431-2 1420-2 .170 (4.3) (1.07) rohs non-rohs mtg. gold/gold tin/tin tin/gold l hole cat.  no. cat.  no. cat.  no. length dia. 1412-1 1432-1 1468-1 .140 (3.6) .040 1412-2 1432-2 1468-2 .170 (4.3) (1.02) 1412-3 1432-3 1468-3 .282 (7.2) rohs non-rohs mtg. gold/gold tin/tin tin/gold l hole cat.  no. cat.  no. cat.  no. length dia. 1415-1 1435-1 1469-1 .160 (4.1) .055 1415-2 1435-2 1469-2 .190 (4.8) (1.40) rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 1693 1694 1695 .063 (1.60) rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 1413 1433 1470 .059 (1.50) rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 1603 1606 1607 .052 (1.32) .061  [1.55] .015  [0.38] .028  [0.71] .091  [2.3] .086  [2.2] .170 [4.3] .200 [5.1] .070  [1.78] knurl 6-finger  closed entry  contact 6-finger  closed   entry  contact   .057  [1.45] .077  [1.96]   .083  [2.11]   .025  [0.7]   l .025  (.64)  -  .037  (.94)  pin  -  solder  mount rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 1416 1436 1471 .067 (1.70) rohs non-rohs mtg. gold/gold tin/tin tin/gold l hole cat.  no. cat.  no. cat.  no. length dia. 1626-1 1614-1 1619-1 .095 (2.4) .062 1626-2 1614-2 1619-2 .105 (2.7) (1.57) 1626-3 1614-3 1619-3 .155 (3.9) .045  [1.14] .062 [1.57] .090 [2.29] 6-finger  closed entry  contact .080  [2.03] .083  [2.11] .022  (.56)  -  .034  (.86)  pin  -  solder  mount rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 1658 1659 1673 .065 (1.65) .128 [3.3] .168 [4.3] .040  [1.02] .092 [2.34] .065 [1.65] l .200 [5.1] .230 [5.9] 4 -finger   closed entry   contact .125 [3.2] .032  (.81)  -  .046  (1.17)  pin  -  swage  mount rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 3590 3591 3592 .065 (1.65) rohs non-rohs mtg. gold/gold tin/tin tin/gold hole cat.  no. cat.  no. cat.  no. dia. 1697 1698 1699 .063 (1.60) rohs non-rohs mtg. gold/gold tin/tin tin/gold l hole cat.  no. cat.  no. cat.  no. length dia. 1419-1 1439-1 1478-1 .062 (1.6) .069 1419-2 1439-2 1478-2 .094 (2.4) (1.75) plating  options contact plating body spring rohs gold/gold gold gold compliant tin/tin tin/lead tin/lead non-compliant tin/gold tin/lead gold specifications body: brass,  astm-b16 spring: beryllium  copper (qq-c-533) .057  [1.45]  hex     .057  [1.45]   dia.   .200  [5.1]   .020  [0.52]   .078  [1.98]  dia. 6-finger  closed   entry  contact   .165  [4.2]   .078  [1.98]   .040  [1.02]   .090  [2.29]   .040  [1.02]   .062  [1.57]   .210  [5.3] .187  [4.7]   .180  [4.6]   6-finger closed  entry  contact   rohs plating: gold: .000010  per  mil-g-45204 (rohs  compliant) tin/lead: .000200  to  .000300   per  mil-t-10727,  type  1 (non-rohs  compliant) .038  [0.96] 3-finger  closed entry  contact l .0 55  [ 1 . 4 0] .083  [ 2 . 11 ] .0 1 6 [0. 41 ] rohs rohs  compliant ~ iso  9001  certified ? m60 section 6 frev1a1-color  4/4/13  5:29 pm  page 98
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