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		  Datasheet File OCR Text:


		  dip switches machine insertable type dip switches                                  dx2 series dip switches dx2h & dx2y    tht terminals dx2s    smt terminals dx2j    smt j bend terminals general specif cations: materials ? contact: alloy copper with gold plated ? terminal: brass with gold plated mechanical ? mechanical: 2000 operations per switch ? operation force: 1000 gf max  ? stroke: 1.0 mm ? operation temperature: -20c to +85c ? storage temperature: -40c to +85c electrical ? electrical life: 2000 operations min. per switch 24vdc, 25ma ? non-switching rating: 100ma, 50vdc ? switching rating: 25ma, 24vdc ? circuit: single pole single throw leadfree soldering processes ? wave soldering: recommended solder temperature at 260c     max. 5 seconds for thru hole type ? ref ow soldering: when applying ref ow soldering, the peak     temperature of the ref ow oven should be set to 260c, max.        10 seconds for surface mounting type. dx2 how to order: 1 2 3 4 5 sales@greatecs.com www.greatecs.com      dx2yrc                dx2yra             dx2hrc          dx2hra recessed actuator    raised actuator  recessed actuator    raised actuator                    splay terminals                             straight terminals 1.0 9.840.50 tape 0.08 0.70 0.250.05 7.620.50 tape 0.08 2.54 x (n - 1) + 3.48 0.50 6.20 1.90 3.60 max 2.54 x (n-1) 2.54 typ. 0.50 3.50  0.30 2.54 x (n - 1) + 3.48 6.20  1.90 +0.2 - 0 +0.2 - 0 +0.2 - 0        dx2src               dx2sra recessed actuator    raised actuator 9.800.30 7.620.25 0.70 +0.30 -0.20 0~10 1.0 0.7 10.40 7.40 2.54 x (n - 1)  0.10 2.54 typ. 1.10 p.c.b. layout 2.54 x (n - 1)  0.10 ?0.970.05 7.620.10 p.c.b. layout 1.90 6.20 2.54 x (n - 1) + 3.48 2.54 x (n - 1) 2.54 3.0 tape 0.08 2.54 x (n - 1) 2.54 0.70 min 3.0 tape 0.08 +0.10 -0 2.54 x (n - 1)  0.10 2.54 typ. 1.1 4.50 8.50 p.c.b. layout    n = no. of positions         general tolerance:  0.2 mm 7.87 6.620.25 1.0 0.78 1.97 0.70 r 0.63        dx2jrc               dx2jra recessed actuator      raised actuator h y s j ra rc 01 02 03 04 05 06 07 08 09 10 12 type of terminals: tht straight terminal tht splay terminal smt terminal  smt j bend terminal actuator type:  raised actuator recessed actuator no. of positions: 1 positions 2 positions 3 positions 4 positions 5 positions 6 positions 7 positions 8 positions 9 positions 10 positions 12 positions n t tb tr seal: regular (standard) top tape sealed package style: tube tape & reel 1 2 3 4 5 dip switches f02 t r p ra rc sk lk 02 03 04 05 06 07 08 09 10 12 switch type: top type right angle type piano type actuator / key: raised actuator (standard) (only DX1t & DX1r) recessed actuator (only DX1t) short key (only DX1p) long key (only DX1p) no. of positions: 2 positions 3 positions 4 positions 5 positions 6 positions 7 positions 8 positions 9 positions 10 positions 12 positions c g a 1 0 n t tb color of cover: red blue black (g & a: subject to our  f nal conf rmation)  on/off-position: push down on (standard) push down off (only DX1p) seal: no tape (standard) top tape sealed package style: tube dip switches spst standard dip switches                                                   DX1 series DX1t     top type DX1r     right angle type DX1p     piano type general specif cations: features ? 1p1t dip switches with low contact resistance     & high reliability. contact materials ? phosphor bronze with gold plated over nickel mechanical ? mechanical life: 2000 operations per switch ? operation force:   400 gf max. (DX1p)                                   1000 gf max. (DX1t & DX1r)   ? stroke: 2.0 mm ? operation temperature: -20c to +70c ? storage temperature: -40c to +85c electrical ? electrical life: 2000 operations per switch ? non-switching rating: 100ma, 50vdc ? switching rating: 25ma, 24vdc ? circuit: single pole single throw leadfree soldering processes ? wave soldering: recommended solder     temperature at 260c max. 5 seconds DX1 how to order: 1 2 3 4 1 2 3 4 5 6 sales@greatecs.com www.greatecs.com 5 6 7 7    n = no. of positions         general tolerance:  0.2 mm 2.54 x (n - 1) + 3.90 2.54 x (n - 1) 3.50 2.54 typ. 9.90 2.90 min 0.60 1.50  1.40 1.0 7.10 max 1.30 2.54 x (n - 1) 2.54 typ. 0.60 3.20 min 10.30 max 2.54 x (n - 1) + 4.10 10.8 2.54 x (n - 1) 1.4 2.54 typ. 0.60 7.10 max 3.2 min 1.1 2.54 x (n - 1) + 3.90 3.50 9.90 2.54 x (n - 1)  0.10 ?0.970.05  7.62  0.10 p.c.b. layout 2.54 x (n - 1)  0.10 ?0.970.05 2.54  0.10 p.c.b. layout 2.54 x (n - 1)  0.10 ?0.970.05  7.62  0.10 p.c.b. layout    DX1psk                       DX1plk 12.57 30 0.15  0.05 7.62  0.50  1.84  short key                   long key 1.60 7.62  0.50  DX1trc 0.15  0.05     DX1tra raised actuator          recessed actuator     DX1rra 0.15  0.05  2.54  0.60 6.20  0.60  1.60 raised actuator circuit circuit circuit dip switches f01
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