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		  Datasheet File OCR Text:


		  point of contact .080 2.03 .100 2.54 1.91 .040 1.02 .075 .460 11.68 general tolerance  recommended pcb layout  .002[0.05] revisions rev. description date approved a created drawing 02/06/13 dc .405.008 10.290.20 .139 3.54  .028 [0.70] x .010 [0.25]  .319 8.10  .015[0.38]   a   b   .010[0.25]  .070 1.78 without the written permission of rev d c b a a b c d 1 2 3 4 5 6 7 8 8 7 6 5 4 3 2 major league electronics.  any  .002 02/06/13 gwe 02/06/13 a drawing is the sole property of prohibited. the information contained in this major league electronics is  .005 drc interpret geometric sheet 1 of 1 four place decimal   1 weight: q:assem/bl/BLSMBC-1-Sh unless otherwise specified: dwg.  no. scale: 8:1 reproduction in part or as a whole proprietary and confidential tolerancing per: material finish -- -- drawn checked eng appr. mfg appr. q.a. comments: date name title:               BLSMBC-1-Sh size b dimensions are in inches tolerances: one place decimals .100 two place decimal .010      three place decimal 4235 earnings way new albany, in 47150 phone: 812-944-7244 fax: 812-944-7268 e-mail: mle@mlelectronics.com specifications :   curre nt rating: 3.0 a mpere  insula tion res is ta nce: 1000m ohms min.  dielectric withstanding: 600v ac  contact resistance: 20m ohms m ax.  opera ting t empera ture: -40c to +105c    ma te ria ls :  contact ma terial: copper alloy  pla ting: gold flash over entire pin  insula tor m aterial: thermopla stic, ul94v-0, pbt  color: n atural    ma x. proces s t empera tures :  pea k: 260c up to 20 secs .  proce ss: 230c up to 60 se cs .  wave : 260c up to 6 secs.  ma nua l solder: 350c up to 5 secs.    all materials must meet m ajor league electronics   requirements for environmental protection.  02 0.208 5.28 0.100 2.54 03 0.308 7.82 0.200 5.08 04 0.408 10.36 0.300 7.62 05 0.508 12.90 0.400 10.16 06 0.608 15.44 0.500 12.7 inches mm inches mm contacts dimensions a b blsmbc-1 - - - - - horizontal surface mount s xx number of pins per row      02,03,04,05,06 lf xx h f single row contact plating:                      f - gol d fl a s h over al l lead free packaging:                        tr = ta pe a nd reel                 tb = tube
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