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		  Datasheet File OCR Text:


		  1 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change nca series ?  standard eia 0805 & 1206 packaging ?  each component contains 4 isolated ceramic capacitors ?  available in a wide range of values and temperature  .. coefficients features multilayer ceramic chip capacitors specifications npo x7r x5r y5v operating  temperature -55c~ +125c -55c~ +125c -55c~ +85c -30c~ +85c capacitance range 10pf ~  470 pf 180 pf ~ 0.1  f  0.1  f 0.01  f ~  0.1  f voltage range 16, 25, 50 &100vdc 10, 16, 25 & 50vdc 16vdc 16, 25 & 50vdc capacitance  tolerance 5% (j), 10%(k) 10%(k), 20%(m) 10%(k), 20%(m) +80%/-20% (z) temperature  characteristics 030ppm 15% 15% +30% ~ -80% dielectric  withstanding  voltage 2.5 x rated voltage for 1 minute insulation  resistance (after 1 minute) >10g  >10g  >10g  >10g  dissipation factor < 0.1% < 5% < 5% 1206 < 7% *see part number system for details part number case size voltage capacitance (pf) standard tol. nca0805npo101j16trpf 0805 16 100 5% nca0805npo221j16trpf 220 5% nca0805npo100j25trpf 25 10 5% nca0805npo150j25trpf 15 5% nca0805npo220j25trpf 22 5% nca0805npo330j25trpf 33 5% nca0805npo470j25trpf 47 5% nca0805npo680j25trpf 68 5% nca0805npo820j25trpf 82 5% nca0805npo101j25trpf 100 5% nca0805npo151j25trpf 150 5% nca0805npo181j25trpf 180 5% nca0805npo221j25trpf 220 5% nca0805npo271j25trpf 270 5% nca0805npo100j50trpf 50 10 5% nca0805npo150j50trpf 15 5% nca0805npo180j50trpf 18 5% nca0805npo220j50trpf 22 5% nca0805npo330j50trpf 33 5% nca0805npo390j50trpf 39 5% nca0805npo470j50trpf 47 5% nca0805npo560j50trpf 56 5% nca0805npo680j50trpf 68 5% nca0805npo820j50trpf 82 5% nca0805npo101j50trpf 100 5% nca0805npo121j50trpf 120 5% nca0805npo151j50trpf 150 5% nca0805npo181j50trpf 180 5% nca0805npo221j50trpf 220 5% nca0805npo271j50trpf 270 5% nca0805npo100j100trpf 100 10 5% nca0805npo150j100trpf 15 5% nca0805npo220j100trpf 22 5% nca0805npo330j100trpf 33 5% nca0805npo470j100trpf 47 5% nca0805npo680j100trpf 68 5% nca0805npo101j100trpf 100 5% nca0805npo151j100trpf 150 5% npo 0805 standard values and voltages npo 0805 standard values and voltages (continued on next page) new values expanded  value range s ee part number system for details rohs compliant includes all homogeneous materials

 2 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change part number case size voltage capacitance (pf) standard tol. nca1206npo100j16trpf 1206 16 10 5% nca1206npo220j16trpf 22 5% nca1206npo330j16trpf 33 5% nca1206npo470j16trpf 47 5% nca1206npo680j16trpf 68 5% nca1206npo820j16trpf 82 5% nca1206npo101j16trpf 100 5% nca1206npo221j16trpf 220 5% nca1206npo331j16trpf 330 5% nca1206npo471j16trpf 470 5% nca1206npo100j25trpf 25 10 5% nca1206npo150j25trpf 15 5% nca1206npo220j25trpf 22 5% nca1206npo330j25trpf 33 5% nca1206npo470j25trpf 47 5% nca1206npo680j25trpf 68 5% nca1206npo820j25trpf 82 5% nca1206npo101j25trpf 100 5% nca1206npo151j25trpf 150 5% nca1206npo181j25trpf 180 5% nca1206npo221j25trpf 220 5% nca1206npo271j25trpf 270 5% nca1206npo331j25trpf 330 5% nca1206npo471j25trpf 470 5% nca1206npo100j50trpf 50 10 5% nca1206npo150j50trpf 15 5% nca1206npo180j50trpf 18 5% nca1206npo220j50trpf 22 5% nca1206npo330j50trpf 33 5% nca1206npo390j50trpf 39 5% nca1206npo470j50trpf 47 5% nca1206npo560j50trpf 56 5% nca1206npo680j50trpf 68 5% nca1206npo820j50trpf 82 5% nca1206npo101j50trpf 100 5% nca1206npo121j50trpf 120 5% nca1206npo151j50trpf 150 5% nca1206npo181j50trpf 180 5% nca1206npo221j50trpf 220 5% nca1206npo271j50trpf 270 5% nca1206npo331j50trpf 330 5% nca1206npo391j50trpf 390 5% nca1206npo471j50trpf 470 5% NCA1206NPO100J100TRPF 100 10 5% nca1206npo150j100trpf 15 5% nca1206npo180j100trpf 18 5% nca1206npo220j100trpf 22 5% nca1206npo330j100trpf 33 5% nca1206npo390j100trpf 39 5% nca1206npo470j100trpf 47 5% nca1206npo560j100trpf 56 5% nca1206npo680j100trpf 68 5% nca1206npo820j100trpf 82 5% nca1206npo101j100trpf 100 5% part number case size voltage capacitance (pf) standard tol. nca0805npo181j100trpf 0805 100 180 5% nca0805npo221j100trpf 220 5% nca0805npo271j100trpf 270 5% nca series multilayer ceramic chip capacitors npo 0805 standard values and voltages (continued) npo 1206 standard values and voltages npo 1206 standard values and voltages (continued on next page) new values new values

 3 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change part number case size voltage capacitance (pf) standard tol. nca1206npo121j100trpf 1206 100 120 5% nca1206npo151j100trpf 150 5% nca1206npo181j100trpf 180 5% nca1206npo221j100trpf 220 5% nca1206npo271j100trpf 270 5% nca1206npo331j100trpf 330 5% nca1206npo391j100trpf 390 5% nca1206npo471j100trpf 470 5% part number case size voltage capacitance (pf) standard tol. nca0805x7r102k10trpf 0805 10 1,000 10% nca0805x7r152k10trpf 1,500 10% nca0805x7r222k10trpf 2,200 10% nca0805x7r332k10trpf 3,300 10% nca0805x7r472k10trpf 4,700 10% nca0805x7r682k10trpf 6,800 10% nca0805x7r103k10trpf 10,000 10% nca0805x7r153k10trpf 15,000 10% nca0805x7r223k10trpf 22,000 10% nca0805x7r333k10trpf 33,000 10% nca0805x7r473k10trpf 47,000 10% nca0805x7r683k10trpf 68,000 10% nca0805x7r823k10trpf 82,000 10% nca0805x7r104k10trpf 100,000 10% nca0805x7r102k16trpf 16 1,000 10% nca0805x7r122k16trpf 1,200 10% nca0805x7r152k16trpf 1,500 10% nca0805x7r182k16trpf 1,800 10% nca0805x7r222k16trpf 2,200 10% nca0805x7r272k16trpf 2,700 10% nca0805x7r332k16trpf 3,300 10% nca0805x7r392k16trpf 3,900 10% nca0805x7r472k16trpf 4,700 10% nca0805x7r562k16trpf 5,600 10% nca0805x7r682k16trpf 6,800 10% nca0805x7r822k16trpf 8,200 10% nca0805x7r103k16trpf 10,000 10% nca0805x7r123k16trpf 12,000 10% nca0805x7r153k16trpf 15,000 10% nca0805x7r183k16trpf 18,000 10% nca0805x7r223k16trpf 22,000 10% nca0805x7r273k16trpf 27,000 10% nca0805x7r333k16trpf 33,000 10% nca0805x7r473k16trpf 47,000 10% nca0805x7r563k16trpf 56,000 10% nca0805x7r683k16trpf 68,000 10% nca0805x7r823k16trpf 82,000 10% nca0805x7r104k16trpf 100,000 10% nca series multilayer ceramic chip capacitors npo 1206 standard values and voltages (continued) x7r 0805 standard values and voltages x7r 0805 standard values and voltages (continued on next page) new values new values

 4 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change part number case size voltage capacitance (pf) standard tol. nca0805x7r102k25trpf 0805 25 1,000 10% nca0805x7r122k25trpf 1,200 10% nca0805x7r152k25trpf 1,500 10% nca0805x7r182k25trpf 1,800 10% nca0805x7r222k25trpf 2,200 10% nca0805x7r272k25trpf 2,700 10% nca0805x7r332k25trpf 3,300 10% nca0805x7r392k25trpf 3,900 10% nca0805x7r472k25trpf 4,700 10% nca0805x7r562k25trpf 5,600 10% nca0805x7r682k25trpf 6,800 10% nca0805x7r822k25trpf 8,200 10% nca0805x7r103k25trpf 10,000 10% nca0805x7r153k25trpf 15,000 10% nca0805x7r223k25trpf 22,000 10% nca0805x7r333k25trpf 33,000 10% nca0805x7r473k25trpf 47,000 10% nca0805x7r683k25trpf 68,000 10% nca0805x7r104k25trpf 100,000 10% nca0805x7r102k50trpf 50 1,000 10% nca0805x7r152k50trpf 1,500 10% nca0805x7r222k50trpf 2,200 10% nca0805x7r332k50trpf 3,300 10% nca0805x7r472k50trpf 4,700 10% nca0805x7r682k50trpf 6,800 10% nca0805x7r103k50trpf 10,000 10% nca series multilayer ceramic chip capacitors x7r 0805 standard values and voltages (continued) x7r 1206 standard values and voltages (continued on next page) part number case size voltage capacitance (pf) standard tol. nca1206x7r181k16trpf 1206 16 180 10% nca1206x7r221k16trpf 220 10% nca1206x7r271k16trpf 270 10% nca1206x7r331k16trpf 330 10% nca1206x7r391k16trpf 390 10% nca1206x7r471k16trpf 470 10% nca1206x7r561k16trpf 560 10% nca1206x7r681k16trpf 680 10% nca1206x7r821k16trpf 820 10% nca1206x7r102k16trpf 1,000 10% nca1206x7r122k16trpf 1,200 10% nca1206x7r152k16trpf 1,500 10% nca1206x7r182k16trpf 1,800 10% nca1206x7r222k16trpf 2,200 10% nca1206x7r272k16trpf 2,700 10% nca1206x7r332k16trpf 3,300 10% nca1206x7r392k16trpf 3,900 10% nca1206x7r472k16trpf 4,700 10% nca1206x7r562k16trpf 5,600 10% nca1206x7r682k16trpf 6,800 10% nca1206x7r822k16trpf 8,200 10% nca1206x7r103k16trpf 10,000 10% nca1206x7r123k16trpf 12,000 10% nca1206x7r153k16trpf 15,000 10% nca1206x7r183k16trpf 18,000 10% nca1206x7r223k16trpf 22,000 10% nca1206x7r273k16trpf 27,000 10% nca1206x7r333k16trpf 33,000 10% nca1206x7r473k16trpf 47,000 10% nca1206x7r563k16trpf 56,000 10% nca1206x7r683k16trpf 68,000 10% x7r 1206 standard values and voltages new values new values

 5 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change part number case size voltage capacitance (pf) standard tol. nca1206x7r823k16trpf 1206 16 82,000 10% nca1206x7r104k16trpf 100,000 10% nca1206x7r181k25trpf 25 180 10% nca1206x7r221k25trpf 220 10% nca1206x7r271k25trpf 270 10% nca1206x7r331k25trpf 330 10% nca1206x7r391k25trpf 390 10% nca1206x7r471k25trpf 470 10% nca1206x7r561k25trpf 560 10% nca1206x7r681k25trpf 680 10% nca1206x7r821k25trpf 820 10% nca1206x7r102k25trpf 1,000 10% nca1206x7r122k25trpf 1,200 10% nca1206x7r152k25trpf 1,500 10% nca1206x7r182k25trpf 1,800 10% nca1206x7r222k25trpf 2,200 10% nca1206x7r272k25trpf 2,700 10% nca1206x7r332k25trpf 3,300 10% nca1206x7r392k25trpf 3,900 10% nca1206x7r472k25trpf 4,700 10% nca1206x7r562k25trpf 5,600 10% nca1206x7r682k25trpf 6,800 10% nca1206x7r822k25trpf 8,200 10% nca1206x7r103k25trpf 10,000 10% nca1206x7r123k25trpf 12,000 10% nca1206x7r153k25trpf 15,000 10% nca1206x7r183k25trpf 18,000 10% nca1206x7r223k25trpf 22,000 10% nca1206x7r273k25trpf 27,000 10% nca1206x7r333k25trpf 33,000 10% nca1206x7r181k50trpf 50 180 10% nca1206x7r221k50trpf 220 10% nca1206x7r271k50trpf 270 10% nca1206x7r331k50trpf 330 10% nca1206x7r391k50trpf 390 10% nca1206x7r471k50trpf 470 10% nca1206x7r561k50trpf 560 10% nca1206x7r681k50trpf 680 10% nca1206x7r821k50trpf 820 10% nca1206x7r102k50trpf 1,000 10% nca1206x7r122k50trpf 1,200 10% nca1206x7r152k50trpf 1,500 10% nca1206x7r182k50trpf 1,800 10% nca1206x7r222k50trpf 2,200 10% nca1206x7r272k50trpf 2,700 10% nca1206x7r332k50trpf 3,300 10% nca1206x7r392k50trpf 3,900 10% nca1206x7r472k50trpf 4,700 10% nca1206x7r562k50trpf 5,600 10% nca1206x7r682k50trpf 6,800 10% nca1206x7r822k50trpf 8,200 10% nca1206x7r103k50trpf 10,000 10% nca1206x7r153k50trpf 15,000 10% nca1206x7r223k50trpf 22,000 10% nca series multilayer ceramic chip capacitors x7r 1206 standard values and voltages (continued) new values part number case size voltage capacitance (pf) standard tol. nca0805x5r104k16trpf 0805 16 100,000 10% x5r 0805 standard values and voltages

 6 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change nca  0805 x7r  103  k  10  trp  f                                                                                      rohs compliant                                                                                                                                                                                                                                                                                                                                                                                                                    tape & reel (paper carrier)                                                                    voltage (vdc)                                                            capacitance tolerance code (see chart)                                                   capacitance code, expressed in pf,    rst 2 digits are                                                   signi   cant, 3rd digit is no. of zeros, ?r? indicates                                                    ecimal for under 10pf                                       temperature characteristic                          size code (see chart)             series part number system nca series multilayer ceramic chip capacitors part dimensions (mm) recommended land pattern (mm) a b d c series a b c d nca0805 1.65  0.10 0.55  0.05 0.5  0.05 0.25  05 nca1206 2.60  0.10 0.80  0.05 0.8  0.10 0.45 0.1 series nca0805 nca1206 l 2.00  0.20 3.20  0.20 w 1.25  0.20 1.60  0.20 h 1.00 max. 1.30 max. s 0.50  0.10 0.80  0.20 t 0.28  0.10 0.40   0.15 b 0.25 0.15 0.30  0.20 l w h t s termination: solder plating  over nickel barrier b part number case size voltage capacitance (pf) standard tol. nca1206y5v103z16trpf 1206 16 10,000 +80%/-20% nca1206y5v223z16trpf 22,000 +80%/-20% nca1206y5v333z16trpf 33,000 +80%/-20% nca1206y5v473z16trpf 47,000 +80%/-20% nca1206y5v104z16trpf 100,000 +80%/-20% nca1206y5v103z25trpf 25 10,000 +80%/-20% nca1206y5v223z25trpf 22,000 +80%/-20% nca1206y5v473z25trpf 47,000 +80%/-20% nca1206y5v104z25trpf 100,000 +80%/-20% nca1206y5v103z50trpf 50 10,000 +80%/-20% nca1206y5v153z50trpf 15,000 +80%/-20% nca1206y5v223z50trpf 22,000 +80%/-20% nca1206y5v333z50trpf 33,000 +80%/-20% nca1206y5v473z50trpf 47,000 +80%/-20% nca1206y5v104z50trpf 100,000 +80%/-20% y5v 1206 standard values and voltages new values

 7 ? nic components  corp.    www.niccomp.com     www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change nca series b c e d w a  1.50.1 p o w f a o p 1 k t b o g p 2 tape dimensions (mm) reel dimensions (mm) multilayer ceramic chip capacitors a 0 b 0 fgkp 0 p 1 p 2 tw see note 1 3.50 0.05 1.75 0.1 2.50 max. 4.0 0.1 4.0 0.1 2.0 0.05 0.6 max. 8.0 0.3 note 1 - these dimensions are deterined by the maximum dimensions of the part. clearance between the sides of the components  shall be 0.05mm (min.) and 0.50mm (max). the clearance shall not allow the component to rotate more than 20 within the carrier   cavity. ab c d e w 178  2.0 50 min. 13.0  0.2 20.2 min. 1.5 min. 8.4  1.0
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