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		  Datasheet File OCR Text:


		  ac axial fans a-range, ? 200 - material: sheet steel (coated in black) - direction of rotation: direction of air flow "v" counter-clockwise, direction of air flow "a" clockwise - type of protection: ip 44 ebm-papst  mulfingen type *2d 200 (1) *2e 200 *4d 200 (1) *4s 200 motor m2d068-cf m2e 068-ca m4d068-cf m4s068-bf vac hz m 3 /h min -1 w a f/vdb db(a) pa c kg 230/400 50 830 2800 53 0,15 --- 67 140 75 230/400 60 940 3150 70 0,14 --- 70 140 75 230 50 740 2740 50 0,24 1,5/ 400 65 200 75 230 60 830 3120 61 0,28 1,5/ 400 69 200 75 230/400 50 390 1450 22 0,09 --- 51 70 60 230/400 60 460 1730 21 0,07 --- 55 100 80 230 50 375 1380 40 0,30 --- 52 60 50 230 60 445 1630 34 0,24 --- 53 80 65 characteristic voltage frequency air flow speed/rpm power input current draw capacitor sound pressure level max. back pressure perm. amb. temp. mass nominal data subject to alterations (1) current draw established at 400 vac (y) 60 characteristics characteristics 100 200 300 400 0 50 100 200 [cfm] 150 250 [pa] 20 40 60 80 100 0,1 0,3 0,4 [in h 2 o] 0,2 [m 3 /h] 60 hz 50 hz 2 2 1 3 4 200 400 600 0 100 200 400 [cfm] 300 [pa] 40 80 120 160 200 240 0,2 0,4 0,8 [in h 2 o] 0,6 [m 3 /h] 60 hz 50 hz 2 1 1 2 1 2 2785 53 2770 55 2670 51 2670 50 1460 24 1460 24 1375 40 1380 39 n [min -1 ] p 1 [w] n [min -1 ] p 1 [w] 1 2 1 2 1 2 1 2 1 2 3 4 1 1 2 2 3 3 4 4 1,7 1,4 1,5 1,2

 a2d200-aa02 -01 s2d200-ba02 -01 w2d200-ca02 -01 a2d200-aa02 -02 s2d200-ba02 -02 w2d200-ca02 -02 a2e 200-af02 -01 s2e 200-bf02 -01 w2e 200-cf02 -01 a2e 200-af02 -02 s2e 200-bf02 -02 w2e 200-cf02 -02 a4d200-aa04 -01 s4d200-ba04 -01 w4d200-ca04 -01 a4d200-aa04 -02 s4d200-ba04 -02 w4d200-ca04 -02 a4s 200-aa02 -01 s4s 200-ba02 -01 w4s 200-ca02 -01 a4s 200-aa02 -02 s4s 200-ba02 -02 w4s 200-ca02 -02 c 21 21 21 21 20 20 20 20 cable exit direction of air flow type *2d 200 *2e 200 *4d 200 *4s 200 s/a/b s b s s "v" "a" "v" "a" "v" "a" "v" "a" selection dimensions 450 ?0 c ? 33 ? 27 ?,1 195 -2 92 273 ? m4 58 245 473 ? 4,5 12,5 6x60? 45? 15?  280  200 7 250 6 980 1,25 61 ? "v" "a" ? guard grille p. 199 wall ring p. 206 f. terminal box p. 216 capacitor p. 214 f. general information ec axial q-motor esm ec-systems accessories technology contacts ac axial

 ac axial fans a-range, ? 250 - material: sheet steel (coated in black) - direction of rotation: direction of air flow "v" counter-clockwise, direction of air flow "a" clockwise - type of protection: ip 44 ebm-papst  mulfingen type *2d 250 (1) *2e 250 *4d 250 (1) *4s 250 motor m2d068-df m2e 068-df m4d068-cf m4s068-cf vac hz m 3 /h min -1 w a f/vdb db(a) pa c kg 230/400 50 1685 2650 110 0,22 --- 72 300 70 230/400 60 1845 2950 160 0,26 --- 75 300 40 230 50 1610 2550 115 0,51 4,0/ 400 72 150 55 230 60 1740 2750 165 0,74 4,0/ 400 73 130 50 230/400 50 890 1420 30 0,09 --- 58 90 75 230/400 60 1035 1650 35 0,08 --- 62 100 75 230 50 870 1400 72 0,53 --- 58 80 40 230 60 1000 1620 67 0,46 --- 62 100 50 characteristic voltage frequency air flow speed/rpm power input current draw capacitor sound pressure level max. back pressure perm. amb. temp. mass nominal data subject to alterations (1) current draw established at 400 vac (y) 62 characteristics characteristics 200 400 600 800 1000 0 200 400 600 [cfm] [pa] 20 40 60 80 100 0,1 0,2 0,4 [in h 2 o] 0,3 [m 3 /h] 60 hz 50 hz 2 1 3 4 400 800 1200 1600 0 250 500 1000 [cfm] 750 [pa] 100 200 300 0,5 1,0 [in h 2 o] [m 3 /h] 60 hz 50 hz 2 2 1 1 1 2 2645 123 2615 131 2520 122 2480 126 1420 32 1410 33 1400 70 1395 71 n [min -1 ] p 1 [w] n [min -1 ] p 1 [w] 1 2 1 2 1 2 1 2 1 2 3 4 1 1 2 2 3 3 4 4 2,2 2,2 1,6 1,7

 cable exit direction of air flow type *2d 250 *2e 250 *4d 250 *4s 250 s/a/b s b s s "v" "a" "v" "a" "v" "a" "v" "a" selection 63 general information ec axial q-motor esm ec-systems accessories technology contacts ac axial a2d250-aa02 -01 s2d250-ba02 -01 w2d250-ca02 -01 a2d250-aa02 -02 s2d250-ba02 -02 w2d250-ca02 -02 a2e 250-ae65 -01 s2e 250-be65 -01 w2e 250-ce65 -01 a2e 250-ae65 -02 s2e 250-be65 -02 w2e 250-ce65 -02 a4d250-aa04 -01 s4d250-ba04 -01 w4d250-ca04 -01 a4d250-aa04 -02 s4d250-ba04 -02 w4d250-ca04 -02 a4s 250-aa02 -01 s4s 250-ba02 -01 w4s 250-ca02 -01 a4s 250-aa02 -02 s4s 250-ba02 -02 w4s 250-ca02 -02 ac 83 27 83 27 83 27 83 27 73 19 73 19 73 19 73 19 dimensions 450 ?0 c ? 39 ? 27 ?,1 250 -2 92 2a ? m4 58 290 4a ? 4,5 12,5 6x60? 45? 15?  320  254 7 295 6 985 1,25 ? "v" "a" ? guard grille p. 199 wall ring p. 206 f. terminal box p. 216 capacitor p. 214 f.

 ac axial fans a-range, ? 300 - material: sheet steel (coated in black) - direction of rotation: direction of air flow "v" counter-clockwise, direction of air flow "a" clockwise - type of protection: ip 44 ebm-papst  mulfingen type *2d 300 (1) *2e 300 *4d 300 (1) *4e 300 *4s 300 motor m2d068-ec m2e 068-ec m4d068-df m4e 068-df m4s068-df vac hz m 3 /h min -1 w a f/vdb db(a) pa c kg 230/400 50 2760 2650 180 0,31 --- 76 150 60 230/400 60 2940 2800 270 0,41 --- 77 100 40 230 50 2440 2650 140 0,62 5,0/ 400 75 150 55 230 60 2700 2900 190 0,83 5,0/ 400 78 150 50 230/400 50 1740 1370 85 0,21 --- 66 100 55 230/400 60 1910 1520 110 0,22 --- 68 110 40 230 50 1690 1350 95 0,44 3,0/ 400 65 120 45 230 60 1830 1450 105 0,47 2,0/ 400 66 100 40 230 50 1440 1380 94 0,67 --- 62 75 30 230 60 1600 1550 94 0,67 --- 64 60 40 characteristic voltage frequency air flow speed/rpm power input current draw capacitor sound pressure level max. back pressure perm. amb. temp. mass nominal data subject to alterations (1) current draw established at 400 vac (y) 64 5 characteristics characteristics 400 800 1200 1600 0 250 500 750 [cfm] 1000 [pa] 20 40 60 80 100 120 0,1 0,2 0,4 [in h 2 o] 0,3 [m 3 /h] 60 hz 50 hz 2 1 1 2 2 1 3 4 5 600 1200 1800 2400 0 400 800 1200 [cfm] [pa] 40 80 160 120 0,2 0,4 0,6 [in h 2 o] [m 3 /h] 60 hz 50 hz 2 2 1 1 1 2 2610 190 2535 220 2600 149 2530 162 1360 86 1345 94 1345 96 1315 101 n [min -1 ] p 1 [w] n [min -1 ] p 1 [w] 1 2 1 2 2 2 1 2 1 2 4 4 1 2 3 4 1 1 2 2 4 4 4 4 3 3 4 4 5 5 1375 92 1360 94 1 2 2,7 2,5 2,3 2,3 2,1

 a2d300-ad02 -01 s2d300-bd02 -01 w2d300-cd02 -01 a2d300-ad02 -02 s2d300-bd02 -02 w2d300-cd02 -02 a2e 300-ac47 -01 s2e 300-bc47 -01 w2e 300-cc47 -01 a2e 300-ac47 -02 s2e 300-bc47 -02 w2e 300-cc47 -02 a4d300-aa02 -01 s4d300-ba02 -01 w4d300-ca02 -01 a4d300-aa02 -02 s4d300-ba02 -02 w4d300-ca02 -02 a4e 300-aa01 -01 s4e 300-ba01 -01 w4e 300-ca01 -01 a4e 300-aa01 -02 s4e 300-ba01 -02 w4e 300-ca01 -02 a4s 300-aa02 -01 s4s 300-ba02 -01 w4s 300-ca02 -01 a4s 300-aa02 -02 s4s 300-ba02 -02 w4s 300-ca02 -02 abch 101 30 32 64 101 30 32 64 98 20 30 50 98 20 30 37 83 56 20 73 83 56 20 73 83 56 20 73 83 56 20 73 83 30 20 52 83 30 20 52 cable exit direction of air flow type *2d 300 *2e 300 *4d 300 *4e 300 *4s 300 s/a/b s s s s s "v" "a" "v" "a" "v" "a" "v" "a" "v" "a" selection dimensions 65 general information ec axial q-motor esm ec-systems accessories technology contacts ac axial c ? b ? 2a ? m4 27 0,1  300 -2 92 450 ?0 58 4,5 360 h 4,5 8 45? 15? 6x60? 9 380  397  326 11 80 10 ? "v" "a" ? guard grille p. 199 wall ring p. 206 f. terminal box p. 216 capacitor p. 214 f.

 ac axial fans a-range, ? 315 - material: sheet steel (coated in black) - direction of rotation: direction of air flow "v" counter-clockwise, direction of air flow "a" clockwise - type of protection: ip 44 ebm-papst  mulfingen type *4d 315 (1) *4e 315 (2) motor m4d068-ec m4e 068-ec vac hz m 3 /h min -1 w a f/vdb db(a) pa c kg 230/400 50 1990 1400 78 0,19 --- 65 150 80 230/400 60 2260 1590 115 0,21 --- 68 150 60 230 50 1950 1400 120 0,53 5,0/ 400 67 180 50 230 60 2230 1610 135 0,60 4,0/ 400 70 120 45 characteristic voltage frequency air flow speed/rpm power input current draw capacitor sound pressure level max. back pressure perm. amb. temp. mass nominal data subject to alterations (1) current draw established at 400 vac (y) (2) insulation class "f" 66 characteristics 400 800 1200 1600 2000 0 250 500 1000 [cfm] 750 1250 [pa] 40 80 120 160 0,2 0,4 0,6 [in h 2 o] [m 3 /h] 60 hz 50 hz 2 1 2 1 1390 82 1370 95 1395 123 1360 136 n [min -1 ] p 1 [w] 1 2 1 2 1 1 2 2 1 2 1 1 2 2 2,8 2,8

 a4d315-ac20 -01 s4d315-bc20 -01 w4d315-cc20 -01 a4d315-ac20 -02 s4d315-bc20 -02 w4d315-cc20 -02 a4e 315-aa05 -01 s4e 315-ba05 -01 w4e 315-ca05 -01 a4e 315-aa05 -02 s4e 315-ba05 -02 w4e 315-ca05 -02 a 101 101 92 92 cable exit direction of air flow type *4d 315 *4e 315 s/a/b s s "v" "a" "v" "a" selection dimensions 67 general information ec axial q-motor esm ec-systems accessories technology contacts ac axial 22 ? 65 ? 2a ? m4 27 0,1  312 -2 92 450 ?0 58 6,4 375 84 4,5 8 45? 15? 6x60? 9 380  397  347 11 74 10 ? "v" "a" ? guard grille p. 199 wall ring p. 206 f. terminal box p. 216 capacitor p. 214 f.

 ac axial fans a-range, ? 350 - material: sheet steel (coated in black) - direction of rotation: direction of air flow "v" counter-clockwise, direction of air flow "a" clockwise - type of protection: ip 44 ebm-papst  mulfingen type *4d 350 (1) *4e 350 motor m4d068-ec m4e 068-ec vac hz m 3 /h min -1 w a f/vdb db(a) pa c kg 230/400 50 2900 1420 145 0,39 --- 69 150 45 230/400 60 3300 1620 190 0,36 --- 72 150 40 230 50 2850 1390 140 0,62 5,0/ 400 68 120 60 230 60 3190 1550 195 0,86 5,0/ 400 70 90 40 characteristic voltage frequency air flow speed/rpm power input current draw capacitor sound pressure level max. back pressure perm. amb. temp. mass nominal data subject to alterations (1) current draw established at 400 vac (y) 68 characteristics 1000 2000 3000 0 500 1000 [cfm] 1500 2000 [pa] 40 80 120 160 0,2 0,6 [in h 2 o] 0,4 [m 3 /h] 60 hz 50 hz 2 1 2 1 1 2 1405 154 1390 169 1375 147 1345 161 n [min -1 ] p 1 [w] 1 2 1 2 1 1 2 2 1 2 1 1 2 2 3,1 3,1

 a4d350-aa06 -01 s4d350-ba06 -01 w4d350-ca06 -01 a4d350-aa06 -02 s4d350-ba06 -02 w4d350-ca06 -02 a4e 350-aa06 -01 s4e 350-ba06 -01 w4e 350-ca06 -01 a4e 350-aa06 -02 s4e 350-ba06 -02 w4e 350-ca06 -02 cable exit direction of air flow type *4d 350 *4e 350 s/a/b s s "v" "a" "v" "a" selection 69 general information ec axial q-motor esm ec-systems accessories technology contacts ac axial 21 ? 70 ? 2 102 ? m4 27 0,1  353 -2 92 450 ?0 58 6,4 422 85 4,5 11 45? 15? 6x60? 9 442  460  390 12 80 11 ? "v" "a" ? guard grille p. 199 wall ring p. 206 f. terminal box p. 216 capacitor p. 214 f.
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