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		  Datasheet File OCR Text:


		  17 card edge connectors   0.8mm pitch board to board connectors  features 1. 0.8mm pitch card edge connector with surface mount type. 2. contacts are made of cu alloy; the contact sections are gold plated; the solder sections are tin plated.  specification 1. rating : 0.5a, 50v ac 2. contact resistance : 20m ? max. 3. insulation resistance : 500 ? min. at 100v dc 4. withstanding voltage : 160v ac (for one minute) 5. operating temperature range : ?0?c to +70?c 6. packing : stick pack (30pcs/stick)  material and plating  housing : thermoplastic resin, black, 94v-0  contact : cu aolly, au plating (contact sections), sn plating (soldered sections) 10.4 11.6 13.4 3.8 2 0.87 0.8(pitch) 4.4 4.7 0.4  11.5 0 ?0.05 3 0.5  t=0.8 c0.3 a      0.1 12.6     0.1 10.4     0.1 1.0 0.8      0.05 0.5 0.9      0.05   p .c. board dimension   connection board dimension  cew 9114-0202f

 18 board to board connectors card edge connectors   1.27mm pitch 71.71 c 59.01 77.12 a 64.42 no. of pins 100 80 71.12 b 58.42  features 1. 1.27mm pitch card edge connector. 2. our original contact design successfully reduces pwb insertion force. 3. the pwb thickness is 1.6?.2mm. 4. the "hold down" structure allows connectors to be temporarily held to a pwb. 5. number of pins : 80/100p.  specification 1. rating : 1a, 250v ac / 350v dc 2. contact resistance : 30m ? max. 3. insulation resistance : 1000m ? min. at 500v dc 4. withstanding voltage : 500v ac (for one minute) 5. operating temperature range : ?5?c to +85?c  material and plating  housing : thermoplastic resin, black  contact : cu alloy, ni plating /  au plating  hold down : cu alloy, sn plating   card edge layout   p .c. board dimension  cew 94 -0101f f d e 91 80 65.61 52.91 65.71 53.01 62.23 49.53 no. of pins
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