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		  Datasheet File OCR Text:


		  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  KBL005-kbl10          single phase bridge rectifier    available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.     maximum ratings  (@ 25c ambient temperature unless otherwise noted)  rating  symbol  KBL005  kbl01  kbl02  kbl04  kbl06  kbl08  kbl10  unit  maximum repetitive pe ak reverse voltage  v rrm   50  100  200 400 600 800  1000  volts  maximum rms voltage  v rms   35  70  140 280 420 560  700  volts  maximum dc blocking voltage  v dc   50  100  200 400 600 800  1000  volts  maximum average forward output rectified  current at t a  = 50c  i f(av)   4.0  amps  peak forward surge current single sine  wave superimposed on rated load   i fsm  200  amps  operating and storag e temperature range  t j ,   t stg   -50 to +150  c  typical thermal characteristics  r ?ja   r ?jl   19 (1)   2.4 (2)   c/w  note 1: thermal resistance from junction to ambient with units mounted on 3.0x3.0x0.11? thick aluminum plate  note 2: thermal resistance from junction to lead with units mounted on pcb at 0.375? lead length and 0.5x0.5? copper pads.    electrical characteristics  (@ 25c ambient temperature unless otherwise noted)  characteristic  symbol  KBL005  kbl01  kbl02  kbl04  kbl06  kbl08  kbl10  units  maximum instantaneous forward drop per  diode @ 4.0a  v f  1.1  volts  maximum dc reverse current at rated dc  blocking voltage per diode  t a  = 25c  t a  = 125c  i r       5  1      a  ma    mechanical characteristics  case  digi n  marking  body painted, alpha-numeric  pin out  see below        digi n  inches  millimeters     min max  min max  a  0.745  0.755  18.920  19.180  b  0.620  0.630  15.750  16.000  c  0.245  0.255  6.220  6.480  d  0.048  0.052  1.220  1.320  f  0.180  0.220  4.570  5.590  g  1.000  -  25.400 -  h  1.100  -  27.940 -  j  0.081  0.085  2.057  2.180              fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com      rev. 20130128 
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