

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TMP87			D1308			AD9444			MBR1020			SXX18			2S0305S			10106			APT20M19			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BLM31A700S Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  murata electronics n.a., inc. 2200 lake park dr. smyrna, ga. 30080 tel:  (770) 436-1300 fax:  (770) 436-3030 product specification for reference only issue date :                                  part description :                                                                                        murata part number murata global part number:                                                                murata previous part number:                                                             *attention:  murata will change to global part numbers in june 2001.  global part numbers are shown on this sheet with the previous part numbers. the product specification in this sheet is for reference only. there will be a chance to change contents of this document in part number on specifications or discontinue it?s production. you are requested to receive formal specification to confirm latest specification before going into mass production.

 impedance rated  dcr operating dimensions: mm part number (ohms) current (ohms max.) temperature typ. @ 100mhz (ma) range ( blm10a100s 10 500 0.05 ( blm10a700s 70 200 0.40 ( blm10a121s 120 0.50 ( blm10a221sg 220 100 0.70 ( blm10a601sg 600 50 1.10 ( blm10a102sg 1000 1.50 ( blm11a121s 120 0.2 C55 ~ +125c ( blm11a151sg 150 0.25 ( blm11a221s 220 200 0.3 ( blm11a331sg 330 0.45 ( blm11a471sg 470 0.5 ( blm11a601s 600 ( blm11a102s 1000 100 0.7 0603 specifications 6 surface mount emi filters chip ferrite beads 0.4  0.2 1.6  0.15 0.8  0.15 0.8  0.15 blm mm a series the blm mm a series ferrite beads provide outstanding electrical characteristics in packages as small as 0402. for noise applications covering a wide frequency range. features n  suitable for flow and reflow soldering n wide temperature range n high z characteristics applications n  i/o ports, dc power lines, and signal lines blm 11 a 471 sg pt chip ferrite size standard  impedance code characteristics packaging code series 10: 1.0 x 0.5mm signal at 100mhz pb: bulk 11: 1.6 x 0.8mm a: standard 471: 470 ohms pt: tape 7  reel 21: 2.0 x 1.25mm 121: 120 ohms pt1: tape 13  reel 31: 3.2 x 1.6mm 102: 1000 ohms 41: 4.5 x 1.6mm part numbering system 0402 1.0  0.1 0.5  0.1 0.5  0.1 0.25  0.1 new new new ( available as standard through authorized murata electronics distributors.

 impedance rated  dcr operating dimensions: mm part number (ohms) current (ohms max.) temperature typ. @ 100mhz (ma) range ( blm21a121s 120 0.4 ( blm21a121f 0.15 ( blm21a151sg 150 0.15 ( blm21a221sg 220 200 0.20 C55 ~ +125c ( blm21a331sg 330 0.25 ( blm21a401s 400 0.85 ( blm21a471sg 470 0.25 ( blm21a601f 600 0.3 ( blm21a601r 600 500 0.3 C55 ~ +85c ( blm21a601s 600 1.1 C55 ~ +125c ( blm21a102f 1000 200 0.45 ( blm21a102s 1000 0.45 C55 ~ +85c ( blm31a260s 26 500 0.05 ( BLM31A700S 70 200 0.15 ( blm31a601s 600 0.90 C55 ~ +125c ( blm41a800s 80 500 0.1 ( blm41a151s 150 200 0.5 1206 1806 specifications 7 surface mount emi filters chip ferrite beads 0.7  0.3 3.2  0.2 1.1  0.2* *1.6  0.3 on BLM31A700S 1.6  0.2 0.7  0.3 4.5  0.2 1.6  0.2 1.6  0.2 blm mm a series 0805 2.0  0.2 0.85  0.2 1.25  0.2 0.5  0.2 surface mount emi filters ( available as standard through authorized murata electronics distributors.

 blm21a221sg impedance (ohms) surface mount emi filters chip ferrite beads typical impedance characteristics  blm21a331sg blm21a401s 9 blm mm a series 400 320 240 160 80 0 1 10 100 1000 frequency (mhz) impedance (ohms) 500 400 300 200 100 0 1 10 100 1000 frequency (mhz) impedance (ohms) 500 400 300 200 100 0 1 10 100 1000 frequency (mhz) blm21a471sg impedance (ohms) blm21a601f blm21a102s 1000 800 600 400 200 0 1 10 100 1000 frequency (mhz) impedance (ohms) 1000 800 600 400 200 0 1 10 100 1000 frequency (mhz) impedance (ohms) 1500 1200 900 600 300 0 1 10 100 1000 frequency (mhz) blm21a601s impedance (ohms) blm21a102f blm21a601r 1000 800 600 400 200 0 1 10 100 1000 frequency (mhz) impedance (ohms) 1500 1200 900 600 300 0 1 10 100 1000 frequency (mhz) impedance (ohms) 1000 800 600 400 200 0 1 10 100 1000 frequency (mhz) blm31a260s impedance (ohms) BLM31A700S blm31a601s  (for low speed signal line) 50 40 30 20 10 0 1 10 100 1000 frequency (mhz) impedance (ohms) 100 80 60 40 20 0 1 10 100 1000 frequency (mhz) 1 10 100 1000 frequency (mhz) 1 10 100 1000 frequency (mhz) 1 10 100 1000 frequency (mhz) blm41a800s impedance (ohms) 100 80 60 40 20 0 blm41a151s impedance (ohms) 200 160 120 80 40 0 impedance (ohms) 1000 800 600 400 200 0 blm21a151sg impedance (ohms) 250 200 150 100 50 0 1 10 100 1000 frequency (mhz) surface mount emi filters

 blm10a100s impedance (ohms) surface mount emi filters chip ferrite beads typical impedance characteristics  blm10a700s blm10a121s 8 blm mm a series 25 20 15 10 5 0 1 10 100 1000 frequency (mhz) impedance (ohms) 200 160 120 80 40 0 1 10 100 1000 frequency (mhz) impedance (ohms) 200 160 120 80 40 0 1 10 100 1000 frequency (mhz) blm11a121s impedance (ohms) blm11a151sg blm11a601s 200 160 120 80 40 0 1 10 100 1000 frequency (mhz) impedance (ohms) 250 200 150 100 50 0 1 10 100 1000 frequency (mhz) impedance (ohms) 1000 800 600 400 200 0 1 10 100 1000 frequency (mhz) blm11a331sg impedance (ohms) blm11a471sg blm11a221s 500 400 300 200 100 0 1 10 100 1000 frequency (mhz) impedance (ohms) 1000 800 600 400 200 0 1 10 100 1000 frequency (mhz) impedance (ohms) 400 320 240 160 80 0 1 10 100 1000 frequency (mhz) blm11a102s impedance (ohms) blm21a121s blm21a121f 2000 1600 1200 800 400 0 1 10 100 1000 frequency (mhz) impedance (ohms) 200 160 120 80 40 0 1 10 100 1000 frequency (mhz) impedance (ohms) 200 160 120 80 40 0 1 10 100 1000 frequency (mhz) blm10a221sg 400 300 200 100 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm10a601sg 1000 750 500 250 0 impedance (ohms) 1 10 100 1000 frequency (mhz) blm10a102sg 1200 900 600 300 0 impedance (ohms) 1 10 100 1000 frequency (mhz) new new new
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