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		  Datasheet File OCR Text:


		  e ee225 e design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and/or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. capacitance change   + 4 0 %, e2 0 % of initial measured value (4w.v.:+6 0 %, e2 0 %  6.3w.v.:+5 0 %, e2 0 % ) d.f. < initial specified value (4w.v.,ecg c ? ? b ?? ? ra: < 200 % of initial specified value) dc leakage current   < initial specified value e40 to +10 5 ? c 4 to 1 6 v.dc 2.2 to 8 2  f  2 0 % (12 0 hz/+2 0 ? c ) i < 0.0 4 cv or 3 (a) after 2 minutes (whichever is the greater) (4w.v.:0.06cv) < 0.06 (12 0 hz/+20?c) series: cb chip type specialty polymer aluminum electrolytic capacitors (sp cap) japan specialty polymer aluminum electrolytic capacitors/cb rated w.v. range operating temp. range capacitance tolerance nominal cap. range dc leakage current rated working voltag e   1.25    (15 to 3 5 ?c ) surge voltage after applying rated working voltage for 1000 hours at +10 5 ?c, and then being stabilized at +2 0 ?c, capacitor shall meet the following limits. capacitanc e  change   1 0 % of initial measured value d.f.   < initial specified value dc leakage current   < initial specified value endurance after storing for 500 hours at +6 0 ?c, 9 0 % r.h. moisture resistance 2 a  dc max. (this shall be applicable only when each terminal is landed or the circuit individually). permissible current between terminals with same polarity n features l low impedance at high frequency (1 0 khz to 1 0 mhz) as low as ceramic capacitors (reduced esr due to an applying speciality polymer with high conductivity.) l excellent noise-absorbent characteristics l surface mount (reflow soldering method available) l very stable capacitance, impedance and esr against temperature l excellent endurance characteristics due to adoption of solid electrolyte l 4-terminal-construction helps further low impedance. n specifications dissipation factor

 e ee226 e design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and/or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. 15 (150)   ecgc0gb150r   0.11   1 . 3 33 (330)   ecgc0gb330r   0.06   1 . 6 4(0g)   4 7   (470)   ecgc0gb470r   0.05   1 . 6 68 (680)   ecgc0gb680r   0.04   1 . 6 82 (820)   ecgc0gb820ra   0.04   1 . 6     1 0  (100)   ecgc0jb100r   0.13   1 22 (220)   ecgc0jb220r   0.09   1 . 3 6.3 (0j)   3 3  (330)   ecgc0jb330r   0.06   1 . 6 47 (470)   ecgc0jb470r   0.05   1 . 6  6 8  (680)   ecgc0jb680ra   0.04   1 . 6 8.2 (8r2)   ecgc0kb8r2r   0.14   1 15 (150)   ecgc0kb150r   0.11   1 . 3 8 (0k)   2 2  (220)   eefcd0k220r   0.09   1 . 6 33 (330)   ecgc0kb330r   0.06   1 . 6 47 (470)   ecgc0kb470ra   0.05   1 . 6 4.7 (4r7)   ecgc1bb4r7r   0.18   1 10 (100)   ecgc1bb100r   0.13   1 12.5 (1b)   1 5   (150)   ecgc1bb150r   0.11   1 . 3 22 (220)   ecgc1bb220r   0.09   1 . 6 33 (330)   eefcd1b330ra   0.06   1 . 6 2.2 (2r2)   ecgc1cb2r2r   0.38   1 16 (1c)   4. 7  (4r7)   ecgc1cb4r7r   0.18   1 6.8 (6r8)   ecgc1cb6r8r   0.15   1 10 (100)   ecgc1cb100r   0.13   1 n explanation of part numbers n marking   n dimensions in mm (not to scale) ( v )   4   6 . 3   8   12.5   1 6 (w.v. code)   g   j   k   b   c size code   l 0. 2 w0. 1 t0. 1 a 1 0. 1 a 2 0.1 7.9   5.3   3.3   1.2   2.2 size code   b 1 0. 1 b 2 0. 1 c 1 0. 2 c 2 0. 1 d0.1 1.5   1.9   1.2   2.4   0 n standard product e 1 product code   style   r.w. voltage code   series code   n.capacitance code   option c 2 g 3 c 4 
 5 
 6 b 7 
 8 
 9 
 10 r 11 
 12 r: taped on reel
 
 () (   )  shows w.v. and capacitance code. polarity bar  ( positive ) cap. w.v. code l c 2 t d + e a 1 w a 2   b 2   b 1 c 1 d c 1 specialty polymer aluminum electrolytic capacitors/cb ripple current (a r.m.s.) (10 0 khz/ + 2 0 ~ +10 5 ?c) impedance  ( w ) (40 0 khz/+2 0 ? c ) part number capacitance (f) rated w.v. (v.dc)

 e ee227 e design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and/or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. n mounting specifications. l recommendable reflow soldering temperature   l typical land pattern (mm) n packaging specifications l reel dimensions (mm)   l embossed taping (mm) n packaging quantity * ecg c ? ? b ??? r   * ecg c ?? b ?? ? ra embossed taping 3000 pcs./reel, 15000 pcs./box n packaging box dimensions (mm) a b c d e w tt 330 2 5 0 min . 13.00. 5 21.00. 8 2.00. 5 18 1 24 1 3.0 p 2 0.1   p 0 0.1   f d 0   t0.1 2.0   4.0   1.5   3.6 a0.2   b0.20   w0.3   f0.1   e0.1 0 p 1 0.1 8 . 4   5.65   16.0   7 . 5   1.75   8 . 0 + 0 . 1  0 400 max. 400 max. 135 max. t w b e c d r:1.0 t a feeding  hole chip  pocket p 2 p 0 f d 0 p 1 tape  running  direction chip  component t w e f a b specialty polymer aluminum electrolytic capacitors/cb 100  150  200  250  50  220  230  240  250  1 0  0 2 0  30   40   50   60 210  160 ?c 120 s 5 s peak temperature time (s) temperature  on  the  surface  of  capacitor(?c) time in 200 ??  or more time in 200 ?c or more  (s) peak temperature(?c) + e e   + 5.9 1.7 min. 7.2 1.9 1.6 1.7 min. + 7.2 1.9 1.6 5.9 4-terminal   2-terminal e embossed taping 2200 pcs./reel, 11000 pcs./box a b c d e w tt 380 2 5 0 min . 13.00. 5 21.00. 8 2.00. 5 18 1 24 1 3.0 * ecg c ? ? b ??? ra * ecg c ?? b ??? r      w=16mm

 e ee228 e design, specifications are subject to change without notice.       ask factory for technical specifications before purchase and/or use. whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail. memo
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