

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						580JCHIP			2SD794			ET18B			S221MK			MHW7292A			TSM102A			PHP1025			72102			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				70G-IDC15 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  grayhill, inc. ? 561 hillgrove avenue ? lagrange, illinois  60525-5997 ? usa ? phone: 708-354-1040 ? fax: 708-354-2820 ? www.gr ayhill.com i/o modules 70l-idc 70g-idc               70-idc                 70m-idc features ? fast switching polarized input types ? ul, csa, ce, tv certified (tv not available on openline ? ) ? optical isolation ? openline ?  and g5 modules have built-in status led dc input modules package style std  (70-) mini  (70m-) g5 (70g-) ol (70l-) specifications units output current range ma 1-50 1-50 1-50 1-50 minimum output breakdown voltage vdc 50 50 50 50 isolation voltage 1 vrms 4000 4000 4000 2500 vibration 2 mil-std-202 mil-std-202 mil-std-202 iec68-2-6 mechanical shock 3 mil-std-202 mil-std-202 mil-std-202 iec68-2-27 storage temp. range c -40 to 125 -40 to 125 -40 to 125 -40 to 100 operating temp. range c -40 to 100 -40 to 100 -40 to 100 -40 to 85 warranty lifetime lifetime lifetime lifetime 1  field to logic and channel-to-channel if grayhill racks are used. 2  mil-std-202, method 204, 20g, 10-2000 hz or iec68-2-6, 0.15 mm/sec 2 , 10-150 hz. 3  mil-std-202, method 213, condition f, 1500g or iec68-2-27, 11 ms, 15g. specifications: by package style circuitry standard, mini, g5 openline ? 1 2 3 4 5 rx vdc +vcc output ground input voltage hyst. circ. current regulating status led in g5 modules only. + typical wiring for module 0 0 ? module base or rack terminal block # b a i/o module pin # input device input device dc supply filter filter optical isolation optical isolation hysteresis hysteresis + C C + C + 1 2 3 4 1 2 3 4 6 7 5 8 9 vcc ch. a status gnd ch. b status module id i/o 18

 i/o modules grayhill, inc. ? 561 hillgrove avenue ? lagrange, illinois  60525-5997 ? usa ? phone: 708-354-1040 ? fax: 708-354-2820 ? www.gr ayhill.com available from your local grayhill  distributor. for prices and discounts, contact a local sales office, an authorized local distributor or grayhill. dc input modules specifications: by part number standard and miniature modules type/function grayhill part number dual, polarized 70l-idc 70l-idcb specifications units maximum input voltage vdc 32 32 input voltage range 1 vdc 0-32 0-32 input current @ max. input voltage ma 18 18 maximum turn-on time msec 0.20 0.05 maximum turn-off time msec 0.40 0.075 nominal input resistance (rx) ? 1800 900 maximum pick-up voltage  (output low) vdc 3 3 minimum drop-out volt age (output high) vdc 0.9 0.9 nominal logic voltage (vcc) vdc 5 5 logic voltage range vdc 4.5-28 4.5-28 max. logic supply current @ nominal vcc ma 6/ch 6/ch module id resistance to logic ground ? 00 1 for input voltages in the range of 90 to 140 vdc, use ac input modules 70-iac5, 70m-iac5, 70g-iac5 or 70l-iac. for input voltages in the range of 180 to 280 vdc, use ac input modules 70-iac5a, 70m-iac5a, 70g-iac5a or 70l-iaca. openline ?  modules type/function grayhill part number miniature, polarized 70m-idc5 70m-idc15 70m-idc24 standard, non-polarized 70-idc5 70-idc5b 70-idc5k 70-idc15 70-idc24 specifications units maximum input voltage vdc 32 32 16 32 32 input voltage range 1 vdc 3-32 3-32 2.5-16 3-32 3-32 input current @ maximum input voltage ma 18 18 30 18 18 maximum turn-on time msec 0.20 0.050 0.025 0.20 0.20 maximum turn-off time msec 0.40 0.075 0.030 0.40 0.40 nominal input resistance (rx) ? 1.8k 1.8k 500 1.8k 1.8k maximum pick-up voltage (output low) vdc 3 3 2.5 3 3 minimum drop-out voltage (output high) vdc 1 1 1 1 1 nominal logic voltage (vcc) vdc 5 5 5 15 24 logic voltage range vdc 3-6 3-6 3.5-6 8-18 15-30 max. logic supply current @ nominal vcc ma 10 18 18 10 10 g5 modules type/function grayhill part number g5, polarized, status led 70g-idc5 70g-idc5b 70g-idc5d 70g-idc5k 70G-IDC15 70g-idc24 specifications units maximum input voltage vdc 32 32 28 16 32 32 input voltage range 1 vdc 3-32 3-32 2.5-28 2.5-16 3-32 3-32 input current @ maximum input voltage ma 18 18 23 30 18 18 maximum turn-on time msec 0.20 0.050 0.050 0.025 0.20 0.20 maximum turn-off time msec 0.40 0.075 0.075 0.030 0.40 0.40 nominal input resistance (rx) ? 1.8k 1.8k 1.2k 500 1.8k 1.8k maximum pick-up voltage (output low) vdc 3 3 2.5 2.5 3 3 minimum drop-out voltage (output high) vdc 1 1 1 1 1 1 nominal logic voltage (vcc) vdc 5 5 5 5 15 24 logic voltage range vdc 4.5-6 4.5-6 4.5-6 4.5-6 10-18 17-30 max. logic supply current @ nominal vcc ma 10 18 10 18 10 10 i/o 19
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