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		  p-conn tm screw-on wire connectors table of contents p-conn ? sidewinder ? screw-on wire connectors (hex style) features and benefits ............................................. page 2 wire ranges and capacities .................................... page 3 p-conn ? hawk ? screw-on wire connectors (wing style) features and benefits ............................................. page 4 wire ranges and capacities .................................... page 5 p-conn ? shark ? screw-on wire connectors (fin style) features and benefits .............................................. page 6 wire ranges and capacities ..................................... page 7 p-conn ? python ? screw-on wire connectors (nut style) features and benefits .............................................. page 8 wire ranges and capacities ..................................... page 9 capacity comparisons fin, hex and wing style tables  . . . . . . . . . . . . . . . . . . . . . . page 10 nut style table  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 11 wire combination table  . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 11 pick-a-p-conn ? assortment kits  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 12 quick-spin ? twist-on tools  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 12 pan-term ? crimp-on wire joints  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 12

 2 p-conn tm sidewinder tm screw-on wire connectors

 3 cma* 1920 3 #22 3 #20 2 #18 2 #14 2 #12 3 #12 3 #10 wire combinations 2 #8 4 #10 2 #6 3060 3240 8220 13060 16850 19590 30960 33020 41280 52540 62860 1 #10 1 #12 2 #6 1 #10 ph1 ph2

 4 expanding square wire spring ensures low resistance product markings  easily identify wire  range and approvals tough nylon housing offers excellent insulation properties offset wings  offers large  gripping services deep skirt  protects against flashover and shorts funnel entry guides wires into connector p-conn tm hawk tm screw-on wire connectors

 5 cma* 1920 3 #22 2 #18 2 #14 2 #12 3 #12 3 #10 wire combinations 2 #8 4 #10 2 #6 3240 8220 13060 16850 19590 30960 33020 41280 52540 62860 1 #10 1 #12 2 #6 1 #10 p1 p2 p4 p2g

 6 contoured fin improves gripping ability and comfort tough nylon housing provides excellent insulation properties deep skirt  protects against flashover and shorts p-conn tm shark tm screw-on wire connectors

 7 insulation panduit wire range cma range pkg. qty./ color part number min. max. min. max. type yellow pf1-c (3) #22 awg (3) #12 awg 1,920 19,590 100 box pf1-d 500 bag red pf2-c (3) #22 awg (5) #12 awg 1,920 32,650 100 box pf2-d 500 bag blue pf4-l (1) #12 awg (1) #6 awg 10,640 59,290 50 box pf4-tl (1) #14 awg (2) #8 awg 250 bag

 8 p-conn tm python tm screw-on wire connectors typical applications fluorescent lighting fixtures...commercial, industrial. home appliances... lamps, washing machines, refrigerators.

 9 cma* 1280 2 #22 3 #22 2 #16 3 #16 4 #16 wire combinations 3 #14 3 #12 4 #14 5 #12 1920 5160 7740 10320 12330 16440 19590 32650 insulation panduit wire range cma range  pkg. qty./ color part number min. max. min. max. type p72-c 100 box blue p72-d (2) #22 awg (3) #16 awg 1,280 7,740 500 bag p72-10m 10,000 keg p73-c 100 box orange p73-d (3) #20 awg (4) #16 awg 3,060 10,320 500 bag p73-10m 10,000 keg p74-c 100 box yellow p74-d (2) #18 awg (3) #12 awg 3,240 19,590 500 bag p74-10m 10,000 keg p76-c 100 box red p76-tl (4) #18 awg (4) #12 awg 6,480 26,120 250 bag p76-5m 5,000 keg p72 p72ht p73 p73ht p74 p74ht p76 p76ht

 p-conn tm screw-on wire connectors fin style screw-on connectors?ire combinations cma 3 #22 3 #20 2 #18 2 #14 1920 3060 8220 3 #12 19590 3 #10 30960 2 #8 33020 4 #10 41280 2 #6 52540 2 #12 13060 1 #10 1 #12 16850 2 #6 1 #10 62860 3240 hex style and wing style screw-on connectors?ire combinations cma 3 #22 3 #20 2 #18 2 #14 1920 3060 8220 3 #12 19590 3 #10 30960 2 #8 33020 4 #10 41280 2 #6 52540 2 #12 13060 1 #10 1 #12 16850 2 #6 1 #10 62860 3240 p1 (panduit)      451* (ideal)      w1 (buchanan)      312 ranger (3m)     o/b (3m)      84 (gb)      hi-y (t&b) ph1 (panduit) 341* (ideal) h1 (gb) 212 hyflex (sm) p2 (panduit)      452* (ideal)      w2 (buchanan)     512 ranger (3m)      r/y (3m)      86 (gb)      hi-r (t&b) ph2 (panduit) 342* (ideal) h2 (gb) p4 (panduit)      454* (ideal)      w4 (buchanan)     b/g (3m)      89 (gb)      hi-b (t&b) p2g (panduit)      92* (ideal)      wgr (buchanan)      512g (3m)      95 (gb) 10 * registered trademark of ideal industries inc. pf1 (panduit)  b1 (buchanan)      scotchlok-y (3m)      g1 (gb)      10-220 (t&b) pf2 (panduit)     b2 (buchanan)      scotchlok-r (3m)     g2 (gb)      10-228 (t&b) pf4 (panduit)     b4 (buchanan)     scotchlok-b (3m)      10-166 (t&b) pf2g (panduit) bgr (buchanan) wire combination comparisons

 11 nut style screw-on connectors?ire combinations cma 2 #22 3 #22 2 #16 1280 1920 5160 4 #16 10320 3 #14 12330 4 #14 16440 3 #12 19590 3 #16 7740 5 #12 32650 71b* (ideal)      n1 (buchanan)      h-29 (3m)      gb-1 (gb)      hi-0 (t&b) p72 (panduit)      72b* (ideal)      n2 (buchanan)      h-30 (3m)      gb-2 (gb)     hi-2 (t&b) p73 (panduit)      73b* (ideal)      n3 (buchanan)      h-31 (3m)      o/b (3m)     gb-3 (gb)      hi-3 (t&b) p74 (panduit)      74b* (ideal)     n4 (buchanan)      h-33 (3m)      gb-4 (gb)     hi-4 (t&b) p76 (panduit)      76b* (ideal)      n6 (buchanan)      h-35 (3m)       gb-6 (gb)     hi-6 (t&b) wire combination table for calculating total circular mil area directions: locate desired size of wire(s) in left column.  read across to find circular mil area for the total  number of wires per each wire size. add these amounts together to calcu- late the total circular mil area for desired wire combination.   example: (1)#14 + (1)#12 = 10,640. (use this table in conjunction with the wire range charts on pages 3, 5, 7 and  9 or the specific listed cma range shown for each part.) circular mil area per number of wires wire size 1 wire 2 wires 3 wires 4 wires 5 wires #22 awg 640 1280 1920 2560 3200 #20 awg 1020 2040 3060 4080 5100 #18 awg 1620 3240 4860 6480 8100 #16 awg 2580 5160 7740 10320 12900 #14 awg 4110 8220 12330 16440 20550 #12 awg 6530 13060 19590 26120 32650 #10 awg  10380 20760 31140 41520 51900 #8 awg 16510 consult product package or factory for ul listed and  csa certified combinations. * registered trademark of ideal industries inc. p-conn tm screw-on wire connectors consult product package or factory for ul listed and  csa certified combinations.

 sa101n146d-nl printed in u.s.a. panduit corp. 17301 ridgeland avenue tinley park, il 60477-3091 phone: 888-506-5400, ext. 2241 708-532-1800 fax: 815-485-5839 email: info@panduit.com website: www.panduit.com panduit canada div. of panduit corp. 140 amber street markham, ontario l3r 3j8 phone: 800-387-9689 fax: 905-475-6998 worldwide subsidiaries and sales offices p-conn tm screw-on wire connectors a collection of the most popular wire connectors pack- aged in a sturdy, reusable plastic box. part number description kit includes: 1 reusable plastic box 100 yellow p1 100 orange p73 75 red p2 15 blue p4 2 quick-spins kit includes: 100 yellow pf1 100 orange p73 75 red pf2 15 blue pf4 2        quick-spins solderless crimp - preferred for applications subject to vibration. *except jn314-412,  j216-410 kp-305 kp-305s ? panduit insul. wire range cma range  std. bulk part number color min. max. min. max. pkg. pkg. nylon insulated jn224-318-c red (2) #24 awg (3) #18 awg 808 5,160 100 1000 jn218-216-c clear (2) #22 awg (2) #16 awg 1,284 5,160 100 1000 jn418-212-c clear (4) #18 awg (2) #12 awg 6,480 14,750 100 500 jn314-412-c clear (3) #14 awg (4) #12 awg 10,320 26,120 100 1000 non-insulated j214-312-t C (2) #14 awg (3) #12 awg 5,760 19,590 200 2000 j318-412-t C (3) #18 awg (4) #12 awg 4,860 27,330 200 2000 j216-410-l C (2) #16 awg (4) #10 awg 5,160 41,600 50 500 use these handy tools for quick and easy installation of screw-on  and nut style connectors. fits 1/4" drill (not included). listed* certified* part number for use with part number pqs1 p1, p2      hawk tm wing style pqs2      p72, p73, p72ht, p73ht python tm nut style pqs3      p74, p76, p74ht, p76ht python tm nut style pqs4 pf1, pf2 shark tm fin style our products are warranted to be free from defects in material and workmanship at the time of sale but our obligation under this warranty is limited to the replacement of any product proved to be defective within 6 months (for product) or 90 days (for tools) from the date of delivery. tool warranty is void if panduit tools are modified, altered or mis- used in any way. use of panduit tooling with any product other than the specified panduit products for which the tool was designed, constitutes misuse. before using, user shall determine the suitability of the product for his intended use and user assumes all risk and liability whatsoever in connection herewith. this warranty is made in lieu of and excludes all other warranties expressed or implied. the implied warranties of merchantability and fitness for particular use are specifically excluded. neither seller nor manufacturer shall be liable for any other injury, loss or damage, whether direct or consequential, arising out of the use of, or the inability to use, the product. the information contained in this literature is based on our experience to date and is believed to be reliable. it is intended as a guide for use by persons having technical skill at their own discretion and risk. we do not guarantee favorable results or assume any liability in connection with its use. dimensions contained herein are for reference pur- poses only. for specific dimensional requirements consult the factory. this publication is not to be taken as a license to operate under, or a recommendation to infringe any existing patents. this supersedes and voids all previous literature, etc. pick-a- p-conn tm  assortment kits for pricing and further information C contact your local authorized panduit distibutor or sales office "quick-spin" installation tools crimp joints electrical products
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