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		  Datasheet File OCR Text:


		  revision 11/21/2011  www.phihong.com                                                    dual output car charging ad apter for portable electronics       clm10d has outputs via micro  usb and usb-a connectors                            features    ?   high efficiency  ?   robust design  ?   compliant with eu vehicle standards  ?   dual output  ?   battery charging (2 devices  simultaneously)      applications    ?   portable electronics  ?   mobile phones  ?   tablets  ?   peripherals     safety approvals    ?   e-mark       mechanical characteristics    ?   length: 85.28mm (3.36in)  ?   diameter (at tip): 19.3mm (0.76in)  ?   diameter (at cord): 30.48mm (1.2in)  ?   weight: 81.7g (2.88oz)     output specifications        notes:   (1) model is dual ou tput with 5v on each output.     (2) output 1 via micro-b usb    (3) output 2 via usb a connector        phihong is not responsible for any error, and reserves the right  to make changes without notice.  please visit our website at ww w.phihong.com for the  most up-to-date specifications  and contact information.  model  (1)   dc output voltage  load ripple  min. max. p-p (max.)  clm10d-203(m)-r 5v  0a 1.8a ( 2 )   100mvp-p  0a  0.2a ( 3 )  

 [type text]    clm10d-203(m) characteristics    www.phihong.com input:  ac input voltage range  10 to 30v dc (12 volts nominal)    input current   30ma at no load (12v input)   1.40a at no load (10v input)   1.44a at no load (30v input)    output:  output power  10w combined    efficiency  75% minimum at maximum load and 12v    rise time:  
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