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		  Datasheet File OCR Text:


		  (2,54 mm) .100" ss, sd, esd, ess, hss series ss?132?g?2 esd?115?g?05 www.samtec.com ss =  standard single  row socket  hss = high temp single  row socket  no. pins per row 1 type strip plating option lead style = locking  socket ? l other option ? n = non  flush option 01 thru 32 = ss, ess series ?1a, ?1b or ?1c for lif specify ?21a, ?21b or ?21c  (ss, hss, sd) add ? l  suf?  x for locking  lead socket in end positions.  requires  style -2  or  -22  and  .035"  .003 dia board hole. mates with: ts, td, hts, bbs,  bbd, bbl, bdl, bhs note:   some lengths, styles and options are  non-standard, non-returnable. sd =  standard double  row socket  01 thru 36 = hss, sd & esd series style ? 5a not available. styles ?5a & ?05 socket  heads not countersunk. (2,54) .100 x no. of positions (2,54) .100 typ (5,08) .200 (2,54) .100 (2,54) .100 styles ? 5a & ?05 socket  heads not countersunk. (0,76) .030 ref (2,54) .100 x no. of positions (2,54) .100 typ (2,54) .100 (2,54) .100 (7,62) .300 (3,43) .135 requires -t plating option lead style ?1a or ?21a ?1b or ?21b ?1c or ?21c y (9,14)  .360 (12,95)  .510 (6,60)  .260 (1,83) .072 dia y (0,76) .030 (1,32) .052 dia (0,64) .025 sq (4,90) .193 (1,83) .072  dia z y (0,76) .030 (1,32) .052 dia x locking lead available. see option. x dia (0,51)  .020 (0,51)  .020 (0,89)  .035 y (3,18)  .125 (4,57)  .180 (12,95)  .510 z (7,62)  .300 (8,89)  .350 (17,86)  .703 lead style ?2 or ?22 ?38 ?5a n/a style ?5a for complete speci? cations  see www.samtec.com?ss, www.samtec.com?ess, www.samtec.com?sd, www.samtec.com?esd or  www.samtec.com?hss insulator material:  ss, sd, ess, esd= black g.f. polyester hss=  black liquid crystal polymer contact:  becu shell:  brass except style 5a  phosphor bronze    plating: au over 50" (1,27 m) ni or  sn over 50" (1,27 m) ni operating temp  range: -55c to +125c contact resistance: 10 m  lead size range: (0,38 mm to 0,56 mm)  .015" to .022"  dia  and most ic leads  insertion force: (single contact only) standard=   9 oz (2,50 n) avg.,    16 oz (4,45 n) max   low insertion force=   2.5 oz (0,70 n) avg.,    5.5 oz (1,53 n) max  withdrawal force: (single contact only) standard=   2.5 oz (0,70 n) avg.,    1.5 oz (0,42 n) min low insertion force=   2.0 oz (0,56 n) avg.,    0.35 oz (0,10 n) min insertion depth: (-05, -1x & -21x, -5a) (3,18 mm) .125" to (3,99 mm) .157" insertion depth:  (-2, -22, -38) (2,41 mm) .095" to  (3,68 mm) .145" rohs compliant:  ye s lead-free solderable: wave only ?s  = 10" (0,25 m) gold contact,  tin shell  (styles 2 & 22 only) ?t = 30" (0,76 m) gold contact,  tin shell ?g = 30" (0,76 m) gold contact,  10" (0,25 m) gold shell ?tt   = tin contact and shell (styles 1, 2, 4, and 05  except lif n/a) a b c (0,64) .025 sq (0,76) .030 lif= low insertion force  ?03, ?04, ?05  for lif specify  ?23  (ess, esd) ?2, ?22*,?5a,  or ?38* *for lif specify ?22 or ?38 (ss, hss, sd) esd =  elevated double  row socket  ess =  elevated single row socket  specifications precision  machined  socket  strips f-214 for complete scope  of recognitions see  www.samtec.com/quality recognitions lead style abc 05 (17,86) .703 (13,46) .530 (4,39) .173 03 or 23 (11,51) .453 (8,38) .330 (3,12) .123 04 (14,05) .553 (10,92) .430 (3,12) .123 also available (moq required) ?  locking lead option on ess  and esd series contact samtec.
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