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		  Datasheet File OCR Text:


		  product brief features ?	 e pon on u  in an m sa   sf p footprint ?	 compliant with i eee 802.3ah  e pon  specifications ?	 optional  c t c o a m support, or  dpo e ?  support ?	 dpo e  certification available ?	 built-in digital diagnostics  ?	 s ingle fiber bi-directional  s c  receptacle  ?	 compatible with  e pon ol t s  and cp e epon stick - pluggable sfp onu ov er vi e w f inisars  e pon  s tick is an  sf p transceiver with a built-in  e pon on u .  t he  e pon  s tick is in a  standard m sa   sf p footprint and is compliant with the i eee 802.3ah  e pon standard, c t c o a m  specifications, and dpo e ?  specifications. digital diagnostic functions are available via the 2-wire  serial bus as specified in the  sf p m sa .  t he  e pon  s tick provides a pluggable  e pon on u  interface for networking equipment with  an uplink  sf p receptacle enabling these devices to be deployed in  e pon networks for  ftt x,  business services, and wireless backhaul applications.  t he hosting devices include  e thernet  switches, routers, wireless base stations,  e thernet demarcation devices, remote d s l a ms, home  gateways and other customer premises equipment. part number link budget case  t emp  r ange e pon o a m fte n2115p1n u n px10 -20  ~ 70 c c t c fte n2115p1n u n-bc px10 -30 ~ 85 c c t c fte n2217p1c u n px20+ -20 ~ 70 c dpo e  compatible fte n2217p1c u n-bc px20+ -30 ~ 85 c dpo e  compatible 

 epon stick C pluggable sfp onu ?2014  f inisar corporation.  a ll rights reserved.  f inisar is a registered trademark of  f inisar corporation.  f eatures and specifications are subject to change without notice. 1/14 1389 moffett park drive s unnyvale, c a  94089 phone 408-548-1000 e mail: sales@finisar.com www.finisar.com ge n era l   sp e ci f ic at ion s parameter s ymbol min t yp max u nit s upply voltage vcc 3.15 3.3 3.45 v s upply current icc 500 620 m a t ransmitter data  r ate (continuous wave) b r 1250 mb/s center  wavelength (cw)  1260 1310 1360 nm output opt. pwr p o ut dbm px10 px20+ -1 0 4 4 t ransmitter eye compliant with i eee 802.3ah optical  e xtinction  r atio er 9 db r eceiver data  r ate b r 1250 mb/s optical  center wavelength  c 1480 1500 nm a verage  r x  s ensitivity  r se n s dbm px10 px20+ -25 -27
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