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		  Datasheet File OCR Text:


		  607 optional eos installation windows ?  7 embbeded  ops830 intel ?  atom? cedarview open pluggable  specification (ops) digital signage player   open pluggable specification (ops) compliance   built-in intel ?  atom? processor d2550   ddr3-1066 so-dimm max. up to 2 gb   pcie mini card supported   easy maintenance: pluggable hdd and easy-to-change dram    vga connector specifications ordering information dimensions main system  cpu  intel ?  atom? d2550 processor chipset  intel ?  nm10 system memory  1 x 204-pin ddr3-1066 so-dimm max.  up to 2 gb storage  1 x 2.5" sata hdd tray bios ami uefi bios watchdog timer 255 levels, 1 ~ 255 sec. i/o  2 x usb 2.0 1 x 10/100/1000mbps ethernet 1 x vga 1 x power on/off button 1 x reset button 1 x audio (line-out/ mic-in) 1 x dvi/hdmi (via ops jae interconnector) 1 x displayport (via ops jae interconnector) (pure dp) 3 x usb 2.0 (via ops jae interconnector) 1 x audio (line-out, via ops jae interconnector) 1 x uart (tx/rx, via ops jae interconnector) indicator  1 x led for system power on 1 x led for hdd active wifi  supports 802.11 b/g/n (optional) expansion slot  1 x pci express mini card dimensions  200 mm (7.87") (w) x 119 mm (4.68") (d) x 30 mm (1.18") (h) packing dimensions 270 mm (10.63") (w) x 197 mm (7.76") (d) x 70 mm (2.76") (h) weight (net/gross)  1 kg (2.21lb)/1.5 kg (3.31lb) environmental  0c ~ +45c (+32f ~ +113f) (with airflow 0.7 m/s) standard OPS830-D2550 ops digital signage player supports intel ?  atom?  processor d2550 optional ofp320 31.5" full hd digital signage display ofp321 31.5" led backlight full hd digital signage display ax93157 ops docking board features ops rear view 1. 2.5 hdd slot 2. usb 2.0 x 2 3. ethernet 4. vga 5. power switch 6. reset 7. audio (line-out) 8. audio (mic-in) 9. power indicator 10. hdd indicator 11. jae tx-25 12. wifi antenna (optional) 8 5 3 2 4 6 7 10 1 12 9 optional os installation windows ?  7 packing 1 x driver cd 1 x hdd mylar x 1 1 x thermal grease 1 x thermal pad 2 x m3 x 4 screw 2 x m4 x 6 screw ddr3 ddr3 ddr3 11  * all specifications and photos are subject to change without notice.        

 mouser electronics    authorized distributor      click to view pricing, inventory, delivery & lifecycle information:         axiomtek:     ? e293157100? ops830
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