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		  Datasheet File OCR Text:


		   D3407 product details D3407   active c om m u n ication s / s ign al pc  board re lays   converted to eu rohs/elv compliant  ( statement of compliance ) product highlights: d34 / ft relay series dc actuating system input voltage = 24 vdc contact arrangem ent = 2 form  c, dpdt, 2 c/o contact current rating = 1.25 am ps. view all features  |  find sim ilar products   previous   1  ...  11   12   13   [14]   15  ...  20   next   quick links check pricing & availability search f or tooling product feature selector com pare products contact us about this product documentation & additional information product drawings: none available catalog pages/data sheets: axicom telecom -,signal-and rf relays   (pdf, english) product specifications: ft/fu relay datasheet   (pdf, english) application specifications: none available instruction sheets: none available cad files: none available list all docum ents additional information: product line inf orm ation related products: tooling product features  (ple ase  u se  th e  produ ct drawin g for all de sign  activity) product type features: term ination type = through hole electrical characteristics: actuating system  = dc input voltage (vdc) = 24 contact current rating (am ps.) = 1.25 coil resistance (?)  = 1920 coil power, nom inal (m w) = 300 dielectric between coil and contacts (v rm s) = 1800 body related features: series  = d34 / ft relay polarized = no contact related features: mounting options = pc board enclosure = im m ersion cleanable fcc part 68 isolation  = yes approved standards = cecc approved, csa certif ied, iec 60950, ul recognized, ul1950 contact material = silver nickel, gold overlay approx. dim ensions (l x w x h) (m m  [in]) = 15.00 x 7.50 x 10.00 [.591 x .296 x .394] option = bellcore gr1089 dip package style = vertical contact type = bif urcated pin conf iguration = dip configuration related features: contact arrangem ent  = 2 form  c, dpdt, 2 c/o coil magnetic system  = non polarized, monostable coil suppression diode = without industry standards: rohs/elv com pliance  = rohs com pliant, elv com pliant lead free solder processes  = wave solder capable to 240c, wave solder capable to 260c, wave solder capable to 265c rohs/elv com pliance history = converted to com ply with rohs directive other: brand = axicom
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