

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						H32768			LM236DT			74LVX02			MSC0943			CHUMD9PT			2SC3228			LM358			DG300CK			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				STA00SVF13N07RWC0 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  !"!"!"!"!"!"!"! startop                    973   startop                    973   series series optical termini in mil-c-38999 cylindrical  multi-channel connectors technical  technical  description description applications applications � connectors for the optical communication networks in  the military and industrial fields  � bay stations � interconnect links  amphenol socapex  promenade de l?arve -b.p.29 - 74311 thyez - france - tel. :33 (0) 4 50 89 28 53 - fax : 33 (0) 4 50 89 28 23 specifications are subject to change without notice. all statements, information and data system given herein are believed to b e accurate and  reliable but are presented without garanty. no reproduction without agreement. e520/a . printed in france by amphenol socapex. amphenol amphenol amphenol amphenol the startop is a cylindrical  optical connector for multi- channel cables. the  mechanical coupling is  achieved by a screw  locking mechanism of the  plug on the receptacle. the optical connection is  made by a physical contact  between the two optical  termini (pom pin contact and pom socket contact). � fibers: 50/125, 62.5/125 and 9/125 (other: contact us) � number of channels : from 2 to 8 (other arrangements:  contact us) � plug adapted to tight jacketed multiway cables � typical insertion loss : 1 db � maximum return loss (9/125 fiber):  -25 db  � optical contacts :  points optiques militaires (pom) size 16 � durability : < 0.2 db change after 250 mating/unmating  cycles � cable retention by crimping : > 100 dan � connector?s operating temperature : -55c, +125c  � shells in accordance with mil-c-38999 serie iii standard � materials : � plug, receptacle : aluminium with olive drab cadmium plating (other material or plating : contact  us) � ferrule : ceramic � metal alignment sleeve � screw locking mechanism, anti decoupling device � return spring assuring the physical contact of the optical faces main characterisics

 !"!"!"!"!"!"!"! startop                   973   startop                   973   series series amphenol socapex  promenade de l?arve -b.p.29 - 74311 thyez - france - tel. :33 (0) 4 50 89 28 53 - fax : 33 (0) 4 50 89 28 23 specifications are subject to change without notice. all statements, information and data system given herein are believed to b e accurate and  reliable but are presented without garanty. no reproduction without agreement. e520/a . printed in france by amphenol socapex. amphenol amphenol amphenol amphenol standard startop plug for pin contacts sta 00 s mf xx n xx rw c 0 startop plugs and receptacles designation startop square flange receptacle with backshell for pigtails arrangements for size 16 contacts (other arrangements: contact us ) pom pin contact pom socket contact sta xx x xx xx n xx rw c 0 vf: female square flange receptacle for socket  contacts  vm: male square flange receptacle for pin contacts ef: female jam-nut receptacle for socket contacts em: male jam-nut receptacle for pin contacts mf: male plug for pin contacts ff: female plug for socket contacts 00: straight 90: right angled s: standard ba ckshell for multi- fiber cable r: backshell for pigtails shell size : 11, 13, 15, 17  cable diameter (for ex : 07 for 7mm) olive drab cadmium plated standard indexing key 8  10 8 100 35.5 33 17 6  10 5 100 32.5 30 15 6  10 4 100 29 29 13 4,8  10 2 100 25 25 11 cable nb of  channels l d d shells  size requested information to order a startop patchcord : - type of fiber - cable diameter - number of channels  - patchcord lenght - patchcord configuration : startop plug/ startop plug, startop plug/ startop  receptacle, startop receptacle/ startop receptacle, startop plug / other connector,  startop receptacle/ other connector - configuration of each startop plug or receptacle line drawings  (dimensions in mm)
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