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		  Datasheet File OCR Text:


		  ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  e-6   e-mail:  sales@glenair.com  13 amp current rating Ccombo micro-d's combine the size  and weight advantages of a micro -d connector with the  added ability to handle higher power needs. pre-wired and potted with epoxy Cgold plated power  contacts accommodate up to #16 awg stranded wire.  signal contacts accept up to #24 awg wire.   mil spec performance Cglenair combo micro-d  connectors comply with the requirements of mil- dtl-83513 and feature excellent resistance to high  temperatures, shock and vibration.  combo pre-wired micro-d for high power applications how to order pre-wired micro-d power connectors series shell  finish shell size  and insert  layout cable  entry  style  wire gage  for #24  contacts (awg)  wire gage  for #16  contacts (awg) wire type wire color wire  length mm hardware gmpm 1  C  cadmium 2  C  nickel 4  C black  anodize 5  C gold 6  C chem  film b112p b112r d112p d112r d113p d113r e113p e113r g101p g101r g103p g103r g111p g111r t  - to p   entry 4 C #24  6  C #26 8  C #28 0 C #30 omit for d112  and b112 layouts  containing  power contacts  only. 16 18 20 k C  m22759/11  600 vrms  te ? o n ?  (tfe) j C  m22759/33 600 vrms  modi? ed cross- linked tefze ? (etfe) e C  nema hp3-eb 600 vrmstype  e m16878/4  (tfe)  ) f C  nema hp3- etb type et  m16878/6  250vrms  1  C  white wire 2  C  yellow 5  C  color-coded  stripes per  mil-std-681 7  C  ten color  repeating #16 wire is always  white. wire colors apply  to the signal wires only. 460 wire  length in  millimeters,  rounded  up to the  nearest 10 mm. b p m m1 s s1 l k f r sample part number gmpm 2 C b112p t  C 18 k 7 C 460 b gmpmt-d113p with (6) #24  pins and (3) 2mm. sockets micro-d mounting hardware b p m m1 s s1 l k f r thru-hole jackpost jackscrew hex head jackscrew hex head jackscrew slot head jackscrew slot head jackscrew hex head jackscrew slot head float mount front panel float mount rear panel 

 ? 2006 glenair, inc.   cage code 06324/0ca77  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   e-7   e-mail:  sales@glenair.com   micro-d  combo a b c d e f g h j k l m n p dimensions for shell  size g connect ors dimensions for shell size g connectors layouts g101,  g103, g111 1.435 (36.45) max .351 (8.92) max 1.215  .003 (30.86  0.08) plug .983 (24.97) recept acle 1.051 (26.70) maximu m plug .224(5.69) recept acle .293 (7.44) maximu m  .096/.088 (2.43/2.23) dia. combo pre-wired micro-d for  h igh power applications plug .183  .004 (4.65  0.10)  recept acle .195 .004 (4.65  0.10) plug .416 (10.57) max. recept acle .429 (10.90) max. wire length -0.00/ +1.00 (-0.0/ +2.54) .093  .005 (2.36  0.13) .310 (7.87) max. performance  specifica tions current rating 3 amp signal contacts  13 amp .079" (2mm) power contacts dielectric withstanding  voltage 600 vac sea level  150 vac 70,000  feet  insulation resistance 5000 megohms minimum contact resistance 8 milliohms maximum low level contact  resistance 32 milliohms max. signal contacts magnetic permeability 2   maximum operating temperature -55 c. to +150 c. shock 50 g. vibration 20 g. outgassing meets nasa outgassing  requirements mating force (10 ounces) x (# of contacts) ma terials  and finishes connector  shell aluminum alloy 6061. see ordering info for  plating options. insulator liquid crystal polymer (lcp) interfacial seal flourosilicone rubber, blue pin contact,  twistpin beryllium copper with 50 microinches gold  over nickel plating socket contact,  twistpin copper alloy with 50 microinches gold over  nickel plating pin contact,  2mm. power brass with 50 microinches gold over nickel  plating skt. contact.  2mm. power beryllium copper with 50 microinches gold  over nickel plating hardware 300 series stainless steel pcb terminals gold-plated copper alloy, solder dipped encapsulant epoxy resin hysol ee4215  1.040 (26.41) max

 ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  e-8   e-mail:  sales@glenair.com  combo micro-d for high power applications a d e b c .096/.088 (2.44/2.24)  dia. 2 plcs. h g j .093  .005 (2.36  0.13) dimensions for shell size b, d, and e connectors layouts b112, d112, d113, and e113 combo pre-wired connector dimensions layout a max. b  c max. d max. e max. f max. g max. h max. j max. in. mm. in .  .003 mm.  0.08 in. mm. in. mm. in. mm. in. mm. in. mm. in. mm. in. mm. b112p .935 23.75 .715 18.16 .481 12.21 .242 6.15 .315 8.00 .270 6.86 .416 10.57 .550 13.97 .184 4.68 b112r .935 23.75 .715 18.16 .547 13.92 .315 8.00 .315 8.00 .270 6.86 .429 10.90 .550 13.97 .197 5.01 d112p 1.185 30.01 .965 24.51 .731 18.56 .242 6.15 .315 8.00 .270 6.86 .416 10.57 .800 20.32 .184 4.68 d112r 1.185 30.01 .965 24.51 .798 20.27 .315 8.00 .315 8.00 .270 6.86 .429 10.90 .800 20.32 .197 5.01 d113p 1.185 30.01 .965 24.51 .731 18.56 .242 6.15 .315 8.00 .270 6.86 .416 10.57 .800 20.32 .184 4.68 d113r 1.185 30.01 .965 24.51 .798 20.27 .315 8.00 .315 8.00 .270 6.86 .429 10.90 .800 20.32 .197 5.01 e113p 1.335 33.91 1.115 28.32 .881 22.37 .242 6.15 .315 8.00 .270 6.86 .416 10.57 .950 24.13 .184 4.68 e113r 1.335 33.91 1.115 28.32 .948 24.08 .315 8.00 .315 8.00 .270 6.86 .429 10.90 .950 24.13 .197 5.01 wire  length f .378 (9.6)  nom extended epoxy encapsulation
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