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		  Datasheet File OCR Text:


		  (2,54mm) .100" clh series clh?110?f?d?dv clh?108?f?d?dv?p clh?120?f?d?be www.samtec.com mates with: tsw, mtsw, hw, dw,  ew, zw, tlw, tsm,  mtlw plating option clh 1 no. pins per row note:  some lengths,  styles and options are  non-standard, non-returnable. other  option d 02 thru 50 (5,08) .200 (2,54) .100 (2,54) .100 (3,56) .140 (0,51) .020 no. of positions x (2,54) .100   02 0103 (3,66) .144 (7,11) .280 entry option ?dv = top  entry ?be = bottom entry   ?k = (6,50mm) .256"  dia polyimide ?  lm  pick & place pad  (3 positions min.) ?tr = tape & reel  packaging (29 positions  maximum) ?tr = tape & reel  packaging (?dv only) ?a = alignment pin  (4 positions  minimum) (1,22) .048 (1,60) .063 dia ?lc = locking  clip (1,27) .050 (1,42) .056 ?p = pick & place pad  (3 positions  minimum) (3,86) .152 (7,11) .280  x (5,71) .225  not always necessary  for auto placement.  call samtec. tape & reel availability call samtec for specifications  and ordering information. no tooling charges. minimum order is the lesser of  a full reel quantity or 125 pieces. order any quantity above minimum. in-house design, manufacture. quick turn-around. ?f = pre-plated gold ? ash on contact,  75" (1,91m) matte tin on tail ?l = pre-plated 10" (0,25m)  gold on contact,  75" (1,91m) matte tin on tail smt  low  profile  socket f-211 for complete speci  cations and  rec om mend ed pcb layouts  see www.samtec.com?clh insulator material:  black liquid  crystal polymer contact material: phosphor bronze operating temp  range: -65? to +125? with gold -65? to +105? with tin  plating:  au or sn over  50? (1,27?) ni contact resistance: 10 m max insertion depth:  (2,67mm) .105" to  (3,43mm) .135" plug from top, (3,18mm) .125"   min plus board thickness plug  from bottom insertion force: 4.0oz (1,11n) average normal force: 50 grams (0,48n) withdrawal force: 1.1oz (0,31n) average max cycles: 100 with 10? (0,25?) au rohs compliant:  ye s processing:   lead?free solderable:  ye s smt lead coplanarity: (0,10mm) .004" max specifications note: other gold plating  options available. contact samtec.  www.datasheet.co.kr  datasheet pdf - http://www..net/
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