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		  Datasheet File OCR Text:


		  cat. no. 1209  (screw installed) cat. no. 1207  (screw supplied unassembled) cat. no. 1205  (supplied less screw) cat. no. 1283  (screw installed) cat. no. 1208  (screw supplied unassembled) cat. no. 1206  (supplied less screw) cat. no. 1299  (screw supplied unassembled) cat. no. 1202  (screw installed & captivated) cat. no. 1201  (screw installed & captivated) cat. no. 1298  (screw supplied unassembled) metric - ?nap-in?pc screw terminals screw terminals 56 heavy duty screw terminals specifications rated: 15 amps terminal: 0.81 thick brass, tin plate binding head screw: brass, nickel plate 3.50 11.50 7.10 13.00 7.90 8.30 7.50 m3 x 6.35 l. screw 5.00 1.50 (4) pls 11.20 8.00 4.75 m3 x 6.35 l. screw 7.00 5.30 8.00 1.50 (4) pls 5.00 mounting detail 5.00 7.00 1.85 dia. (4) pls these sturdy, low cost screw terminals, feature an anti-rotation tab for use with spade terminals. they are available with the screw installed and captivated, the screw unassembled or without a screw. .093  [2.36] .187 [4.8] .406 [10.3] .375 [9.6] .437 [11.1] dia. .250 [6.4] .125 [3.2] 10-32 x .250 [6.3] l. screw .156 [4.0] principle features  easy to connect using solid or stranded wire, crimp lugs or terminals  anti-rotation tab for use with spade terminals  supplied with screw installed and captivated, with screw unassembled, or without screw  stainless steel screw will not wick specifications rated: 15 amps terminal:  .032 (.81) thick brass, tin plate  screw: combination drive, stainless steel specifications rated: 30 amps terminal:  .062 (1.6) thick brass, tin plate  screw: combination drive, stainless steel mounting detail mounting detail these heavy duty terminals are available with the screw installed or unassembled, and feature easy access to connect solid or stranded wire, crimp type lugs or terminals. .375 [9.5] dia. 8-32 x .375 [9.5] l. screw .115 [2.9] .531 [13.5] .437 [11.1] .140 [3.6] .297 [7.6] .406 [10.3] .109 [2.8] 45 45  .109 [2.8] .406 [10.3] .297 [7.6] .140 [3.6] .437 [11.1] .531 [13.5] .115 [2.9] 10-32 x .375 [9.5] l. screw .375 [9.5] dia. .210 [5.3] dia. .077 [1.96] .126 [3.2] .470 [12.0] specifications rated: 15 amps terminal:  .064 (1.6)  thick brass, tin plate screw: brass, nickel plate specifications rated: 30 amps terminal:  .064 (1.6)  thick brass, tin plate screw: steel, nickel plate mounting detail .470 [12.0] .126 [3.2] .077 [1.96] .210 [5.3] dia. mounting detail principle features  anti-rotation tab for use with spade terminals  below the board notched leg, to facilitate mechanical  and solder connections  easy to connect using solid or stranded wire, crimp lugs or terminals  available with screw installed, unassembled, or without screw .187 [4.7] dia. .110 [2.8] .340 [8.7] .210 [5.3] dia. .075 [1.9] .142 [3.6] .472 [12.0] .156 [4.0] .328 [8.4] .187 [4.8] .094  [2.4] .375 [9.5] dia. .100 [2.6] .062  [1.57] 6-32 x .250 [6.3] l. screw low profile screw terminals mounting detail 5.00 7.50 1.90 dia. (4) pls note: all dimensions are in millimeters cat. no. 7689  (screw supplied unassembled) cat. no. 7695  (screw installed & captivated) cat. no. 7790  (supplied less screw) cat. no. 7698  (screw supplied unassembled) cat. no. 7696  (screw installed & captivated) m3 horizontal m3 vertical cat. no. 7788  (supplied less screw) 10-32 8-32 cat. no. 1284  (supplied less screw) cat. no. 1293  (supplied less screw) 10-32 6-32 tel (718) 956-8900  fax (718) 956-9040 (800) 221-5510  kec@keyelco.com www.keyelco.com 31-07 20th road  astoria, ny  11105-2017 rohs compliant ~ iso 9001 certified  m55 sect 3  correx pgs m  10/15/06  3:09 pm  page 56
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