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		  Datasheet File OCR Text:


		  saw filter for cdma2000 bc6 rx  murata part number : SAFEA2G12AL0F00 package dimensions specification nominal center frequency(fc) item specif ication -30 to 85c 252c typ. 2120mhz insertion loss (2110 to 2130mhz) 2.5 db max. 2.4 db max. 2.2 db 1.350.05 0 5 (5) (4) 1) 0 to 824 mhz 45 db min. 45 db min. 58 db 2) 824 to 898 mhz 50 db min. 50 db min. 59 db 3) 898 to 925 mhz 50 db min. 52 db min. 60 db 4) 925 to 1890 mhz 40 db min. 40 db min. 49 db 5) 1890 to 1920 mhz 40 db min. 40 db min. 48 db absolute attenuation (2110   to   2130mhz) uu (0.17) dot marking(  0.3) 1.050. 0 (2) (3) (1) 0.450.05 6) 1920 to 1940 mhz 43 db min. 43 db min. 49 db 7) 1940 to 1980 mhz 40 db min. 40 db min. 47 db 8) 1980 to 2025 mhz 37 db min. 37 db min. 48 db 9) 2025 to 2050 mhz 35 db min. 35 db min. 41 db 10) 2050 to 2095 mhz 1.5 db min. 1.5 db min. 2.6 db 11) 2185 to 2230 mhz 2 db min. 2 db min. 13 db 12) 2230 t 2255 mh 25 db i 25 db i 44 db 5-0.3250.050 (0.075) 2-0.250.05 (1) (2) (3) 12) 2230 t o 2255 mh z 25 db  m i n. 25 db  m i n. 44 db 13) 2400 to 2500 mhz 35 db min. 35.5 db min. 43 db 14) 2500 to 4220 mhz 30 db min. 30 db min. 36 db 15) 4220 to 4340 mhz 25 db min. 25 db min. 36 db ripple dev iation db (2110 to 2130mhz) 1.0db max. 1.0db max. 0.2 5-0.250.05 2-0.250.05 (0.05) (5) (4) 2-0.250.05 marking : laser printing (1) (4) others unit : unbalance port : unbalance port : ground : mm 1.3 (2110 to 2130mhz) input signal level 20mw (+13dbm), 2000 hours 50 ? unnalance port matching impedance (nominal) vswr 1.6 max. 1.5 max. feb .7 , 2008 1/4

 saw filter for cdma2000 bc6 rx  murata part number : SAFEA2G12AL0F00 frequency performance insertion loss 0 10 0 2 20 30 40 50 60 i.l.(db) 4 6 8 10 12 70 1920 2020 2120 2220 2320 frequency(mhz) 14 insertion loss 0 10 10 20 30 40 50 i.l.(db) 60 70 0 1000 2000 3000 4000 5000 6000 7000 8000 frequency(mhz) feb .7 , 2008 2/4

 saw filter for cdma2000 bc6 rx  murata part number : SAFEA2G12AL0F00 dimensions of  carrier tape 2.000.05  0.1 a x. 3.500.05 1.750.10 4.00.1 +0.1  1.5-0.0 u u direction of feed cover tape 4.00.1 3max. +0.1  0.8-0.0 0.300.05 1.6  3m a 0.700.10 8.00.2 u u u u dimensions  of ta p e 160...190 trailer tape components unit: mm cover   tape 1.30.1 p 80...120 400...560 components leader cavity unit: mm dimensions of reel 2.00.5 9.00.5 13.5max. (  60) ( 178) feb .7 , 2008 3/4 SAFEA2G12AL0F00r14 ? 4000pcs/reel SAFEA2G12AL0F00r12 ? 2000pcs/reel unit: mm  13.00.5

 saw filter for cdma2000 bc6 rx  murata part number : SAFEA2G12AL0F00 recommended land pattern 0.25 0.25 3 25 0.425 0.425 0.325 2 5 : land pattern unit:mm 1.3 0. 3 0.525 0.25 1.6 0.25 0.325 0.5 2 test circuit unit   :   mm 1 54 23 50 ? 50 ? feb .7 , 2008 4/4 ? this pdf datasheet is downloaded from t he website of murata manufacturing co.,  ltd. therefore, it?s specifications  are subject to change or our products in  it may be discontinued without advance notice. please check with our sales representatives or produ ct engineers before ordering. ? this pdf datasheet has only typical specifications because  there is no space for detailed specifications. therefore, please approve our product specifications  or transact the approval sheet for pr oduct specifications before ordering.




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SAFEA2G12AL0F00 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























