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		  Datasheet File OCR Text:


		  li-so 2 primary battery system ba 5800 a/u assembled from 2 lo 26 sx cells  connected in series. key features ? a non-replaceable fuse is  incorporated in the negative leg. ? a normally closed thermal fuse (tco) is incorporated in the  battery.  it is non-replaceable and non-resetable. ? a diode is incorporated to  prevent charging or flow of  current into the battery. ? a device consisting of a  manually activated switch and    resistor designed to discharge the battery to 0 v is built into the batter y. ? made in the usa t ypical applications ? an/psn-11 gps ? an/psn-10 (v)   gps ? chemical agent monitor mar ch 2006 electrical characteristics t ypical ocv (v) 6.0 nominal voltage (at 500ma) (v) 5.3 cut-off (v) 4.0 t ypical capacity (ah)  +21   c / + 70   7.5 (at 250 ma discharge current) operating temperature -40  c to 71  c -40 f to 160 f storage          recommended max +35/ +95? possible -40 c to 71 c / -40 f to 160 f physical characteristics t ypical w eight (g/oz) 220 / 7.76 weight of li metal content (g/oz) 4.8 / 0.17 max. od (mm/ in) 35.51/ 1.398 max. height (mm/ in) 128.5 / 5.059 battery case plastic refer ences reference specifications mil prf 49471b (cr) or saft standard specifications nsn reference 6135-01-440-7774    

 saft specialty battery group 12, rue sadi carnot 93170 bagnolet - france tel:   +33 (0)1 49 93 19 18 fax:  +33 (0)1 49 93 19 69 313 crescent street valdese nc 28690 - usa t el:   +1 (828) 874 4111 fax:  +1 (828) 874 2431 www.saftbatteries.com doc n 31071-2-0306 data in this document is subject to change without notice and becomes contractual only after written  confirmation. ba 5800 a/u dimensions  capacity vs rate at various temperatures * all measurements in inches 2 a discharge typical curves at various temperatures electrical schematic t ypical dischar ge cur ves at various rates at +21o/+70? v o l t a g e ( v ) v o l t a g e ( v ) c a p a c i t y ( a h )              
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