

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SSTPAD1			300B1			GRM155			000901			UA741AJ			10171			PC314			BYG20G			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				Z240 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		              z100 thru z330    silicon planar zener diodes  voltage range: 100 to 330v      current: 0.5a  standard zener voltage tolerance is   10%. add suffix ?b?  for   5% tolerance. other tolerances are  available upon    request.    mechanical data  ?   case : do-41 molded plastic    ?   terminals : plated axial leads, solderable    per mil-std202e, method 208c  ?  mounting position : any            absolute maximum ratings (t a  = 25 o c)   symbol  value  unit  power dissipation  p tot  1  w  forward voltage @i f  = 1a  v f  1  v  junction temperature  t j  175  o c  storage temperature range  t stg   -65 to +175  o c                                    do-41 plastic package  dimensions in mm                                                                                                                           product specification 1 of 3 4008-318-123 sales@twtysemi.com http://www.twtysemi.com  semtech

                       type  zener voltage  v z  (v) at izt (ma)  zener impedance  r z (max)( ? ) at izt (ma) zener impedance  r zk (max)( ? ) at i zk (ma) reverse current  i r (max)(  a) at v r  (v)  forward voltage  i f = 1.0a (max)  z100 100  2.5  350  2.5  3000  0.25   0.5   75 1.0   z105 105  2.4  400  2.4  3500  0.25   0.5   77 1.0   z110 110  2.3  450  2.3  4000  0.25   0.5   80 1.0   z115 115  2.2  500  2.2  4250  0.25   0.5   85 1.0   z120 120  2.1  550  2.1  4500  0.25   0.5   90 1.0   z130 130  1.9  700  1.9  5000  0.25   0.5   95 1.0   z135 135  1.85  750  1.85  5250  0.25   0.5   100 1.0   z140 140  1.8  800  1.8  5500  0.25   0.5   105 1.0   z150 150  1.7  1000  1.7  6000  0.25   0.5   110 1.0   z160 160  1.6  1100  1.6  6500  0.25   0.5   120 1.0   z170 170  1.5  1200  1.5  6750  0.25   0.5   130 1.0   z180 180  1.4  1350  1.4  7000  0.25   0.5   140 1.0   z190 190  1.3  1500  1.3  7500  0.25   0.5   150 1.0   z200 200  1.2  1700  1.2  8000  0.25   0.5   160 1.0   z220 220  1.1  2000  1.1  8250  0.25   0.5   170 1.0   Z240 240  1.0  2200  1.0  8500  0.25   0.5   180 1.0   z270 270  0.9  2500  0.9  8750  0.25   0.5   200 1.0   z300 300  0.8  3000  0.8  9000  0.25   0.5   220 1.0   z330 330  0.75  4000  0.75  9500  0.25   0.5   240 1.0   (1).  tested with pulses tp = 20 ms.                       z100 thru z330  silicon planar zener diodes                                                                                                                           product specification 2 of 3 4008-318-123 sales@twtysemi.com http://www.twtysemi.com  semtech

                                                         i n s t a n t a n e o u s   r e v e r s e   c u r r e n t ,   a percent of rated peak reverse voltage, % 0 0.01 0.1 40 120 tj=25  c 80 typical reverse characteristics tj=100    c 1 10 vz=100v vz=160v single phase half wave 60hz  inductive or resistive load  0.375"(9.5mm)lead length maximum continuous power dissipation   50 lead  temperature (   c) 1 r e v e r s e   p o w e r   d i s s i p a t i o n ,   w 0 25 0.5 0.25 0.75 5000 100 75 125 175150 10 0.5 1 5 10 50 100 1000 500 vz=200v vz=180v 10000 tj=25   c iz=(rms)=0.1 iz(dc)   100 50 500 typical zener impedance zener test current - ma d y m a n i c   i m p e d a n c e t e m p e r a t u r e   c o e f f i c i e n t ,   m v /       c 220 160 140 100 120 80 120 100 200 180 150 200 180 typical temperature coefficients zener voltage, v i n s t a n t a n e o u s   f o r w a r d   c u r r e n t ,   a instantaneous forward voltage, v 0.4 0.01 0.8 0.1 1 1.2 1.6 tj=25  c pulse width=300 s 1% duty cycle typical instantaneous forward            characteristics 10 z100 thru z330  silicon planar zener diodes                                                                                                                           product specification 3 of 3 4008-318-123 sales@twtysemi.com http://www.twtysemi.com  semtech
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