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		  Datasheet File OCR Text:


		  yageo corporation  smd inductor / beads smd power inductors fv0705 series a pplicati o ns pda/notebook/desktop/server applications. high current pol converters. low profle, high current power supplies. battery powered devices dc/dc converters in distributed power systems. dc/dc converter for field programmable gate array(fpga). f eatures lowest height(5.5mm) in this package footprint. shielded construction. frequency range up to 5.0mhz. lowest dcr/uh, in this package size. handles high transient current spikes without saturation. ultra low buzz noise, due to composite construction. 100% lead(pb) free ? tolerance :g=2%, j=5%, k=10% shapes and  dimensi o ns type  a  b  c(max) fv0705  6.860.38  6.470.25  5.5 pr o duct   identificati o n dimensions : mm fv      -     - intemal no. tolerance inductance packaging style dimensions product symbol l and patterns 3.71 7.37 3.43 c a b 220

 158 electrical   characteristics  :  l ead-free & r o hs c o mpliance type	 l(h)20%	 dcr 	 max(ohms)	 idc2(a)max fv0705t-r10m-n   0.10  0.0017  30.0 fv0705t-r22m-n   0.22  0.0032  21.0 fv0705t-r33m-n   0.33  0.0041  18.0 fv0705t-r47m-n   0.47  0.0065  13.5 fv0705t-r68m-n   0.68  0.0094  11.0 fv0705t-r82m-n   0.82  0.0118  10.0 fv0705t-1r0m-n   1.00  0.0142  9.00 fv0705t-1r5m-n   1.50  0.0212  7.50 FV0705T-2R2M-N   2.20  0.0340  6.50 fv0705t-3r3m-n   3.30  0.0516  5.00 fv0705t-4r7m-n   4.70  0.0630  4.50 fv0705t-6r8m-n   6.80  0.0950  3.50 fv0705t-8r2m-n   8.20  0.1060  3.00 fv0705t-100m-n   10.0  0.1290  2.50 1.inductance tested at 0.1 vms, 100khz.. 2.40c temperature rise, dc current at which the inductance drops 20%(typ) from its value without current. 3.operating temperature range -40c to 85c   (ohfwulfdovshflfdwlrqvdw& 5.inductance : m=20%
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