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		  Datasheet File OCR Text:


		  k11x series b shell size 25 number of contacts s contact t ype n mounting options plating options ordering information series k11x - kycon d-subminiature connecto r , right angle, pcb  t ermination,  .20"   footprint  shell size e - 9 contacts ( plug only ) b - 25 contacts number of contacts 9, 15  contact  t ype  p - pin contact (plug) s - socket contact (receptacle) mounting options n-with grounding brackets( locking type)      and 4-40 riveted threaded inserts  nj-with grounding brackets( locking type)      and 4-40 riveted threaded inserts and 4-40 hex. jack screws     assembledto connector plating options gold ash over 00001 (000254 ) nickel on entire  contact .  15  " gold over nickel on mating end of contacts. t in over nickel on soldertails. 30  " gold over nickel on mating end of contacts. t in over nickel on soldertails. designator   plating description standard 15 30 k y co n 2009 k y c o n, i n c. ?  t e l: +1 408-494-0330  ?   us : 1-888 -kyc on - 22  ?  f ax :  + 1 408 - 494 - 0325  ?   w w w . k y con . co m k11x/k11xht series d-submini a ture  c o n n e c t or s k11x /k11xht  se r ie s compact right   angle   pcb   moun t  .200"   f o ot p rin t k11xht - high temp series shell size contact t ype mounting options series k11x -  .200"   compact f o ot p rin t shell size-contact option e - 9 contacts (available only with  plug contact )  b - 25 contacts ( available only with socket contact ) contact  t ype  p - pin contact (plug) s - socket contact (receptacle) pc board  mounting option  part number builder  documentation &  ordering information   kycon part # front panel mounting option  n option bracket grounding 5.00 .197 6.00 .236 .197 ?5.0 (4-40)riveted threaded insert (4-40)riveted threaded insert with 4-40 hex. js1000 jack screws installed to connector (4-40) round jack screws riveted to connector standard r option j option mounting options front panel pcb contact kycon for other options 9 (e) 25 (b) a  .010  0.25 .642 16.33 1.508 38.30 a1  .010  0.25 .666 16.92 b  .005  0.13 .983 24.99 1.852 47.04 c  .015  0.38 1.213 30.81 2.088 52.90 shell size in mm k11x series dimensions pictured with grounding bracket, dimensions in mm [in] n/a k11xht -  high temp  .200"   compact f o ot p rin t rohs
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