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		  Datasheet File OCR Text:


		  ? ul listed cable:  ensures quality and consistency in the cable  construction. � rg-6:  cable type that is standard in the video and cable tv industry � molded ends: limits the amount of bending the cable is exposed to  at the connector to prevent cable breakage. � screw-on f-type connectors:  ensure positive connection thus eliminating shadows in the picture. � lengths available up to 100 ft.:  easily route cables into other  rooms or floors. � available in black or white:  easily hide the cable along walls or behind equipment. � individually bagged � ul listed cable:  ensures quality and consistency in the cable construction. � boot is molded to cable connector for added strength: limits the  amount of bending the cable is exposed to at the connector to prevent  cable breakage. � gold center pins:  ensures that there is a high quality connection  maintaining the best return loss in high definition applications. � machined brass connectors:  unlike die-cast connectors,  machined brass connectors have more precise tolerances,  strength and positive mating meaning low signal loss for precise video and data applications. � 95% shielding:  keeps unwanted rf interference from infiltrating your signal giving you nice, clean output. � 80o temperature rating:  applicable to any application found indoors. � lengths available up to 100 ft.:  easily route cables into other rooms or floors. � individually bagged  bnc to bnc coax cable assemblies: used in serial digital, communication, hdtv, and broadband applications f cables with screw-on ends: used in broadband applications the value leader ?

 rg58/u, bnc male to male instrumentation & data 50 ohm part no. length 58-012-1m 12 inch 58-024-1m 24 inch 58-036-1m 36 inch 58-048-1m 48 inch 58-060-1m 60 inch 58-072-1m 72 inch 58-120-1m 10 feet 58-180-1m 15 feet 58-300-1m 25 feet 58-600-1m 50 feet 58-900-1m 75 feet 58-1200-1m 100 feet rg59/u, bnc male to malevideo & general 75 ohm part no. length 59-012-1M 12 inch 59-024-1m 24 inch 59-036-1m 36 inch 59-048-1m 48 inch 59-060-1m 60 inch 59-072-1m 72 inch 59-120-1m 10 feet 59-180-1m 15 feet 59-300-1m 25 feet 59-600-1m 50 feet 59-900-1m 75 feet 59-1200-1m 100 feet molded bnc to bnc  cable assemblies rg58/u, bnc male to male instrumentation & data 50 ohm part no. length 58-024-1a 24 inch 58-036-1a 36 inch 58-048-1a 48 inch 58-060-1a 60 inch assembled bnc to bnc cable assemblies rg62/u, bnc male to malecomputer & lab 93 ohm part no. length 62-024-1m 24 inch 62-036-1m 36 inch 62-048-1m 48 inch 62-060-1m 60 inch bnc to bnc coax cable technical specifications rg58 rg59 rg62 conductor material bc ccs ccs no./mm 1/0.813 1/0.643 1/0.643 insulation material ldpe ldpe ldpe color natural natural natural diameter (mm) 2.95 3.71 3.71 braided shielding material bc bc bc no./mm 16/7/0.12 16/7/0.12 16/7/0.12 jacket material pvc pvc pvc thickness (mm) 0.72 0.9 1 color black black black outer diameter (mm) 4.95 0.15 6.0 0.15 6.15 0.15 general tensile strength 1,500 psi 1,500 psi 1,500 psi nominal impedance (ohm) 53.5 73 93 nominal capacitance (pf/m) 93.5 68.9 44.3 attenuation 100mhz (db/km) 138 125 102 voltage rating 5.0kv 7.0kv 3.0kv ul standard 1354 1354 1354 bc = bare copper  ccs = copper clad steel  ldpe = low density pe f series cable technical specifications rg-6 conductor material ccs no./mm 1/1.02 insulation material fpe color white diameter (mm) 4.7 braided shielding material ofc no./mm 16/4/0.12 jacket material pvc thickness (mm) 1 color black or white outer diameter (mm) 7.2 0.2 general tensile strength 1,500 psi nominal impedance (ohm) 73 nominal capacitance (pf/m) 59 attenuation 100mhz (db/km) 89 voltage rating 3.0kv ul standard 1354 ccs = copper clad steel               fpe = foam polyethylene   ofc = oxygen free copper rg-6 video & general part no. length black f6-3b 3? f6-6b 6? f6-10b 10? f6-12b 12? f6-15b 15? f6-25b 25? f6-50b 50? f6-75b 75? f6-100b 100? white f6-3w 3? f6-6w 6? f6-10w 10? f6-12w 12? f6-15w 15? f6-25w 25? f6-50w 50? f6-75w 75? f6-100w 100? f series cables test products international, inc. 9615 sw allen blvd., ste. 104 � beaverton, or 97005 503-520-9197 � fax: 503-520-1225   www.testproductsintl.com   l  bnc- 0805                       copyright ? 2005 test products international, inc.
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