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		  Datasheet File OCR Text:


		  118 radio frequency components rf distributor the two-frequency rf distributor is designed to divide rf (radio frequency) signal sent from the antenna into two frequency outputs. features 1. the wea1110-0406 is a two-frequency rf distributor designed for audio and visual implementation of tvs. it is used for vtrs without rf modulator to permit recording of a program broadcast in the same slot on a different channel. 2. the wea1190-0305 is a two-frequency rf distributor for sets with two built-in tuners. it is ideal for tvs and camcorders that have a picture-in-picture or two-screen feature. (the model designed for pal specifications and one with a simplified booster are also available.) 3. the wea1190-0401 is a small shunting device that divides rf (radio frequency) signal into two outputs: main output and sub output. it is helpful for space reduction of sets. products variation rf distributor input-f type receptacle output1-f type receptacle output2-rf pin jack rf distributor input-f type receptacle output1-rf pin jack output2-rf pin jack rf distributor input-f type receptacle output1-rf pin jack output2-rf pin jack rf distributor input-f type receptacle output1-pin plug output2-pin jack rf distributor input-f type receptacle output1-pin jack output2-pin jack rf distributor input-pal receptacle output1-pin jack output2-pin jack rf splitter input-f type receptacle output1-pin plug output2-pin jack typical use part no. i/o specifications frequency range tv vtr tv with vtr wea1110-0406 50 ~ 300mhz 470 ~ 770mhz wea1190-0305 50 ~ 300mhz 470 ~ 780mhz wea1190-0402 50 ~ 300mhz 470 ~ 770mhz wea1190-0406 90 ~ 780mhz WEA1190-0306 50 ~ 870mhz wea2190-0501 50 ~ 870mhz wea1190-0401 50 ~ 800mhz

 119 radio frequency components rf distributor specifications part no. wea1110-0406 wea1190-0305 wea1190-0402 wea1190-0406 item frequency range 50 ~ 300 470 ~ 770 50 ~ 300 470 ~ 780 50 ~ 300 470 ~ 770 90 ~ 470 470 ~ 780 i/o impedance 75  unbalance loss [db] 4.0 5.0 4.0 5.0 4.0 5.0 4.0 5.0 vswr 2.0 2.5 2.0 2.5 2.5 2.5 2.5 3.0 isolation[db] 20 10 15 10 15 10 15 part no. WEA1190-0306 item wea2190-0501 gain 0.5 ~ 5db vswr 50 ~ 230mhz 230 ~ 870mhz 2 max. 3 max. isolation 50 ~ 700mhz 700 ~ 810mhz 810 ~ 870mhz 15db min. 10db min. 8db min. nf 6fdb max. with a simplified booster splitter part no. wea1190-0401 item frequency range 15 ~ 800mhz in-main out 4db max. loss in-sub out 9db max. vswr 3 max. isolation 90 ~ 220mhz 220 ~ 800mhz 20db min. 15db min.

 frequency range 50 ~ 770mhz loss 50 ~ 300mhz 4.0db 470 ~ 770mhz 5.0db vswr 50 ~ 300mhz 2.0 470 ~ 770mhz 2.5 isolation 50 ~ 300mhz 20db 470 ~ 770mhz 10db 120 radio frequency components wea1110-0406 wea1190-0305 rf distributor 20 5 out1 8 2-?.8 in 28 42 44 ?.3 7.5 15 8 ?1 out2 13.5 1.5 out1 out2 in 32 17 2-?.55 (burring processed) ?2 24 35 7.7 3.2 7 2 12.5 18 20 4.5 6 4 4.5 3 12 4 frequency range 50 ~ 780mhz loss 50 ~ 300mhz 4.0db 470 ~ 780mhz 5.0db vswr 50 ~ 300mhz 2.0 470 ~ 780mhz 2.5 isolation 50 ~ 300mhz 15db 470 ~ 780mhz 10db

 121 radio frequency components frequency range 50 ~ 770mhz loss 50 ~ 300mhz 4.0db 470 ~ 770mhz 5.0db vswr 50 ~ 300mhz 2.5 470 ~ 770mhz 2.5 isolation 50 ~ 300mhz 15db 470 ~ 770mhz 10db wea1190-0402 wea1190-0406 rf distributor 17.6 out1 out2 17.4 16.4 ?.3 9.3 in 24.1 8.6 7.5 9 7.2 (7.5) 15.6 16.5 1.5 1.8 10.5 (7.5) 9 (?) ? 26.2 (16.5) m3x0.5 non-channel tapped (burring processed) 17.6 out1 out2 17.4 16.4 ?.3 9.3 in 24.1 8.6 7.5 9 13.9 15.6 16.5 1.5 1.8 10.5 (7.5) 9 (?) ? 26.2 (16.5) m3x0.5 non-channel tapped (11) 20 ?.2 (?.2) inside dia (burring processed) frequency range 90 ~ 780mhz loss 90 ~ 470mhz 4.0db 470 ~ 780mhz 5.0db vswr 90 ~ 470mhz 2.5 470 ~ 780mhz 3.0 isolation 15db output is at a pin plug and can be directly connected with a tv tuner. its compact design contributes to space reduction.

 122 radio frequency components frequency range 50 ~ 870mhz gain 0.5 ~ 5.0db vswr 50 ~ 230mhz 2.0 238 ~ 870mhz 3.0 50 ~ 700mhz 15db isolation 700 ~ 810mhz 10db 810 ~ 870mhz 8db nf 6.0fdb WEA1190-0306 wea2190-0501 rf distributor out1 out2 in 32 17 2-?.55 24 35 7.7 3.2 7 2 12.5 18 20 4.5 6 4 4.5 3 12 4 ?2 (burring processed) out1 out2 in 32 17 2-?.55 24 35 7.7 3.2 73 10.4 18 20 4.5 6 4 4.5 3 12 4 ?2 (burring processed) frequency range 50 ~ 870mhz gain 0.5 ~ 5.0db vswr 50 ~ 270mhz 2.0 238 ~ 870mhz 3.0 50 ~ 700mhz 15db isolation 700 ~ 810mhz 10db 810 ~ 870mhz 8db nf 6.0fdb with a simplified booster (ntsc) with a simplified booster (pal) ideal for sets used in lower electric field strength areas. ideal for sets used in lower electric field strength areas.
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