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		  Datasheet File OCR Text:


		  lC2 dimensions are shown: inch (mm) specifications and dimensions subject to change www .ittcannon.com l rotary c&k mil series 1-4 pole miniature right angle rotary switches l rotary features/benefits ? bushing option for panel mounting ? 1 to 4 poles per bank and up to 5 banks per switch ? totally sealed (insert molded contacts and terminals) ? low profile C12 mm above pcb t ypical applications ? telecom switching equipment ? military communications ? instrumentation ? medical monitors specifications contact rating: switch: 20 ma, 1 va max. resistive load carry: 1 amp. electrical life: 20,000 operations. operating torque: < 6 ncm. stop strength: > 50 ncm. contact resistance: < 40 m  insulation resistance: 10 9  dielectric strength: 500 v rms operating temperature: C0?oto + 85? storage temperature: C5?oto + 85? note:  for the latest information regarding rohs compliance, please  go to: www.ittcannon.com/rohs. note:  specifications and materials listed above ar e for switches with standar d options. for information on specific and custom switches, consult customer service center. materials housing: thermoplastic (nylon) and thermoset (diallyl phthalate) actuator: steel movable contacts: silver plated. rotor: thermoset (polysulfone) o-ring: silicone stationary contacts & terminals: gold plated. terminal seal: totally sealed (insert molded). bushing: brass stop pin: stainless steel hardw are: nut: brass, nickel plated. washer: brass, nickel plated. gasket: neopren. all models are rohs compliant and compatible build-a-switch to order, simply select desired option from each category and place in the appropriate box. available options are shown and described on pages l-23 thru l-25. for additional options not shown in catalog, consult customer service center . designation mil number of banks 1 1 bank 2 2 banks 3 3 banks 4 4 banks switch function 112s sp, 30 index, 12 pos. no stop 106b06 sp, 30 index, 6 pos. 108b08 sp , 30  index, 8 pos. 109b09 sp, 30 index, 9 pos. 112b12 sp , 30 index, 12 pos. 206s dp, 30 index, 6 pos. no stop 202b02 dp , 30 index, 2 pos. 203b03 dp, 30 index, 3 pos. 204b04 dp, 30 index, 4 pos. 205b05 dp, 30 index, 5 pos. 206b06 (std.) dp, 30 index, 6 pos. 303b03 3p , 30  index, 3 pos. 402b02 4p, 30 index, 2 pos. actuator option (none) 4 mm diameter shaft f2x1 4 mm shaft with screwdriver slot actuator option angle* (none)k0 0 angle k30 30  angle k60 60 angle k90 90  angle k120 120 angle k180 180 angle k270 270 angle actuator option length** 25 25 mm standard shaft switching mode n non-shorting bbm (break-before-make) c shorting, mbb (make-before-break) mounting style sd without panel mount ad with panel mount * other angles available by request ** other lengths available by r equest.

 lC3 dimensions are shown: inch (mm) specifications and dimensions subject to change www .ittcannon.com l rotary c&k mil series 1-4 pole miniature right angle rotary switches  designation number of banks switch function l rotary 3p models schematic pos .  1 1 2 1 3 1  1 2 2 2 3 2     1 3 2 3 3 3 a 1             a 2          a 3 4p models schematic pos .  1 1 2 1  1 2 2 2   1 3 2 3   1 4 2 4 a 1         a 2      a 3      a 4 dp models schematic pos .  1 1 2 1 3 1 4 1 5 1 6 1 1 2 2 2 3 2 4 2 5 2 6 2 a 1                      a 2 1 pole 2-12 positions 2 poles 2-6 positions 3 poles 2-3 positions 1 pole 2-12 positions 9 87 a 1211 10 a 65 4 3 2 2 3 21 a 65 4 2 22 1 2 2 2 a 65 4 3 2 1 2 11 1 1 1 1 3 33 2 1 1 1 a 32 1 a 3 22 2 1 3 21 a 32 1 3 32 1 1 1 2 1 a 21 a 1 32 2 1 1 1 a 21 a 2 sp  mo dels schematic a pos . mil  3.00 (76 ,1 2) 2.80 0 (7 1, 12) 4 2.29 7 (58 ,3 4) 2.10 0 (5 3, 34) 3 1.59 7 (40 ,5 6) 1.40 0 (3 5, 56) 2 .897 (22 ,78 ) .770 (1 7, 78) 1 with bushin g dim . l dim . l option  co d e 12 po s ition s 11 2b 12 9 po s itions 10 9 b0 9 8 po s itions 10 8 b0 8 6 po s itions 10 6 b0 6 12 po s ition no st o ps 112s sp sw itc h functi on model no . no . poles 30o indexing 2 po s itio ns 40 2b 02 4p 3 po s itio ns 30 3b 03 3p 6 po s itio ns 20 6b 06 5 po s itio ns 20 5b 05 4 po s itio ns 20 4b 04 3 po s itio ns 20 3b 03 2 po s itio ns 20 2b 02 4 po s itio n no sto ps 20 6s dp sw i tc h fu n ct i on mo d el no . no . pol e s 30o in d ex i ng

 lC4 dimensions are shown: inch (mm) specifications and dimensions subject to change www .ittcannon.com l rotary c&k mil series 1-4 pole miniature right angle rotary switches switching mode mounting style .157 dia. (4,0) .079 (2,0) .039 (1,0) panel mounting (none) .157 dia. (4,0) f2x1 screwcriver slot ad with panel mount sd without n non-shorting, bbm (break-before-make) c shorting, mbb (make-before-break) actua tor option

 lC5 dimensions are shown: inch (mm) specifications and dimensions subject to change www .ittcannon.com l rotary c&k mil series 1-4 pole miniature right angle rotary switches  actuator option angle actuator length 25 0,25 mm (.984) standard shaft k0 0 angle k120 120o k90 90o k60 60o k30 30o k270 300o k180 210o k120 120o k90 90o k60 60o k30 30o k0 0 angle (none) other lengths available by request.
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