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		  Datasheet File OCR Text:


		  revised 10/16/2013  www.phihong.com                                             25 watt single and multiple output  psa25l compact open frames                              features    ?   3.6? x 2.48? footprint  ?   low cost  ?   low profile fits 1u height requirement  ?   over voltage and short circuit protections  applications    ?   networking  ?   peripherals and terminals  ?   compact equipment  ?   microcomputers  safety approvals    ?   cul/ul  ?   ce (low voltage directive)  ?   tuv    mechanical characteristics    ?   length: 91.5mm (3.6in)  ?   height: 29mm (1.14in)  33.5mm(1.32in) for psa25l-301  ?   width: 63mm (2.48in)  ?   weight: 150g (5.33oz.)  output specifications    *minimum order quantity of 2000 pieces when ordering this model  **measured by using a 12 inch twisted pair terminal with  a 10uf capacitor and a 0.1uf ceramic capacitor in parallel.  phihong is not responsible for any error, and reserves the right  to make changes without notice.  please visit our website at ww w.phihong.com for the  most up-to-date specifications  and contact information.  model  dc output  voltage  load ripple** regulation  min.  max.  p-p (max.)  line   load  psa25l-033* +3.3v 0.05a 5a 50mv 50mv 100mv  psa25l-050* +5v 0.05a 4a 50mv 50mv 100mv  psa25l-120* +12v 0.05a  2a 120mv 50mv 100mv  psa25l-150* +15v 0.05a  1.7a 150mv 50mv 100mv  psa25l-240* +24v 0.05a  1a 240mv 50mv 100mv  psa25l-201*  +5v 0.2a 2.6a 50mv 3% 5%  +12v 0a 1a 120mv 3% 5%  psa25l-202*  +5v 0.2a 2.6a 50mv 1% 2%  +24v 0a 0.5a (1a pk) 240mv 1% 2%  psa25l-301*  +5v 0.2a 2a  50mv 1% 5%  +12v 0.1a 1a 120mv 1% 10%  -12v 0a 0.3a 120mv 1% 5% 

     psa25l characteristics    www.phihong.com input:  ac input voltage rating  100 to 240v ac    ac input voltage range  90 to 264v ac    ac input frequency  47 to 63hz    input current  0.8-1a (rms) maximum at 120v ac  0.4-0.5a (rms) maximum at 240v ac    leakage current       single & dual outputs:                                              triple output:  psa25l dimension diagram  unit: mm (inch)    www.phihong.com
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