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		  Datasheet File OCR Text:


		  51 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ disclaimer: us.tdk-lambda.com/lp/legal.htm fps1000 series features ?  1u high ?  up to 3000w (3 units) in 19? rack ?  hotswap capable (oring diodes built in) ?  low cost ?  poe option ?  high ef   ciency ?  full array of signals 1000w front end power supplies               model      12v nominal  24v nominal  32v nominal  48v nominal   output voltage range  (1)  v  10.5 - 13.2v  21.5 - 29v  28.8 - 38.4v  43 - 58v  output current  a 72a 40a 31a 21a  line regulation    %  0.98 at full load    immunity    -  en61000-4-2, -3, -4, -5, -6, -11   emc (conducted and radiated)   -  en55022, level b, fcc class b    operating temperature    c  0 to +70c, derate 2%/c from 50 to 60c, 2.5%/c from 60 to 70c    storage temperature    c  -30 to +85c    withstand voltage    -  input to output 3kvac, input to ground 2kvac, output to ground 500vac for 1 min.   cooling    -  two internal fans, air   ow from front to back (variable speed)    humidity    -  operating: 10 - 90% rh, storage: 10 - 95% rh (non condensing)    shock & vibration    -  meets ets 300 019   safety agency    -  ul60950-1, en60950-1 (ed 2), ce mark    input / output connector    -  positronic pcib24w9m400a1 (mating #pcib24w9f400a1)   front panel indicators    -  ac ok, dc ok, dc fail   size (lxwxh)    in  stand alone: 1.61 x 5 x 11.4?; rack: 1.72 x 19 x 13.8?  weight    g  2,000   warranty    yrs  two years speci   cations (1) via trim pin on output connector (2) 47-440hz with reduced pfc (100-265vac input) key market segments & applications *safety certi   ed for ac input only

 52 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ revision c1.1: apr 2014 fps1000 series for additional information, please visit  us.tdk-lambda.com/lp/products/fps-series.htm  front ac input  output  output  maximum  i 2 c  con   guration  voltage  current  power  interface  fps100012/p  12v  72a  864w  no  fps100012/ps  12v  72a  864w  yes  fps100024/p  24v  40a  960w  no  fps100024/ps  24v  40a  960w  yes  fps100032/p  32v  31a  992w  no  fps100032/ps  32v  31a  992w  yes  fps100048/p  48v  21a  1008w  no  fps100048/ps  48v  21a  1008w  yes   FPSS1U/p  rack (3 slot), contains two blanking panels   fpst1u/p  rack with 3 individual outputs (   oating)   rear ac input  output  output  maximum  i 2 c  con   guration  voltage  current  power  interface  fps100012  12v  72a  864w  no  fps100012/s  12v  72a  864w  yes  fps100024  24v  40a  960w  no  fps100024/s  24v  40a  960w  yes  fps100032  32v  31a  992w  no  fps100032/s  32v  31a  992w  yes  fps100048  48v  21a  1008w  no  fps100048/s  48v  21a  1008w  yes   FPSS1U  rack (3 slot), contains two blanking panels   fpst1u  rack with 3 individual outputs (   oating) model selector  front ac input  output  output  maximum  i 2 c  con   guration  voltage  current  power  interface  fps300024/p  24v  120a  2880w  no  fps300024/ps  24v  120a  2880w  yes  fps300048/p  48v  63a  3000w  no  fps300048/ps  48v  63a  3000w  yes   front ac input con   guration. remove /p suf   x for rear ac con   guration. full systems (3 units + rack)  part no.  description   fps/z00016299  module mating connector    (positronic pcib24w9f400a1/aa-s1031)  suf   x  description   /poe*  1500vac output to ground isolation     (output noise 400mv)   * fps100048 only. accessories options   px, cc-e, paq, pah, paf  dc-dc converters   hfe  1u 1600-2500w front end ac-dc other industrial products FPSS1U outline drawing 384.01.0 351.0 0.0 25.0 440.0 0.5 see note 3. 65.4 24.0 24.0 225.5 56.5 379.0 14.0 20.0 27.8 module "a" module "b" module "c" i c interface address switch (see note 4) -v +v output bus bar see note 2. signals and control connector d-type 25 pins (see note 1.) 2 466.0 43.6 0.0 0.4 24.5 31.7 6.0 482.8 0.5 fps1000 outline drawing /p version shown
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