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		  Datasheet File OCR Text:


		  v-ea-series - ul508 manual motor controller -  2 pole e-trip two pole standard pack: 6 weight: 0.3a - 32a 1.8kg (3.97 lb.) 40a - 63a 1.98kg (4.37 lb.) 35 mm (1.38 in.) 74.7 mm (2.94 in.) 35 mm (1.38 in.) 93.3 mm (3.67 in.) ul508 listed e137938 v - e a - d  tr i p 0.3a through 10a rated current 1.13-1.45xi n 1 234568 10 20 40 100 multiple of rated current 10 -3 4x10 -3 10 -2 4x10 -2 10 -1 0.4 1 4 10 1 4 10 40 60 seconds minutes tri pping time t 16 thermal overload must tr ip < 1 hr = 145% rc must not t rip  > 1 hr = 113% rc 10 -3 4x10 -3 10 -2 4x10 -2 10 -1 0.4 1 4 10 1 4 10 40 60 v - e a - d  tr i p 13a through 63a rated current 12345 16 6 8 10 20 40 100 multiple of rated current seconds minutes tri pping time t thermal overload must tr ip < 1 hr = 145% rc must not t rip  > 1 hr = 113% rc 1.13-1.45xi n short circuit withstand ratings for v-ea manual motor controller voltage rating short circuit withstand rating (ul/csa - ratings) group short circuit withstand rating (ul/csa - ratings) interrupting capacity (vde - ratings) calibration temperature operating temperature storage temperature terminal size acceptability terminal torque terminal protection degree 480y/277vac 0.3-25a: 1 pole - 42vdc; 2 pole - 80vdc 30-60a: 1 pole - 24vdc; 2 pole - 60vdc  0.3-60a (rc): 10ka with ul-listed rk5 back-up fuse or mccb 0.3-10a (rc): 10ka; 13-60a (rc): 5ka no branch circuit protection required 0.3-63a (rc): 10ka 40c (104f) -25c to 55c (-13f to 131f) -40c to 70c (-40f to 158f) top: 18-3 awg; bottom: 18-2 awg (line/load reversible) 20 lb.in. ip20 backup ul-listed ul-listed no bcp trip protection rk5-fuse mccb required curve amp range up to 10ka up to 10ka up to: all 0.3 - 10a 4xrc* 4xrc* 10ka min 15a, max 70a min 15a, max 70a all 12 - 30/32a 4xrc* 4xrc* 5ka max 125a max 125a all 40 - 50a 4xrc* 4xrc* 5ka max 200a max 200a all 60 / 63a 4xrc* 4xrc* 5ka max 250a max 250a *up to nearest rated current standard dual connection terminal ring tongue box clamp all parts are ring tongue compatible. rated type/ current cat. no. approvals 0.3a 2e03um 0.5a 2e05um 0.75a 2e075um 0.8a na 1.0a 2e1um 1.6a 2e1.6um 2.0a 2e2um 2.5a 2e2.5um 3.0a 2e3um 3.5a 2e3.5um 4.0a 2e4um 5.0a 2e5um 6.0a 2e6um 8.0a 2e8um 10a 2e10um 12a 2e12um 13a 2e13um 15a 2e15um 16a 2e16um 20a 2E20UM 25a 2e25um 30a 2e30um 32a 2e32um 40a 2e40um 50a 2e50um 60a 2e60um 63a 2e63um
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