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		  Datasheet File OCR Text:


		  features  ?    glass passivated chip junction   ?    low forward voltage drop  ?    high surge overload rating of 50 a peak  ?    ideal for printed circuit board      mechanical data   ?    case: molded plastic, db-s/df-s  ?    epoxy: ul 94v-0 rate flame retardant  ?    terminals: leads solderable per mil-std-202,      method 208 guaranteed  ?    mounting position: any        absolute maximum ratings and  characteristics   ratings at 25  o c ambient temperature unless otherwise specifi ed. single phase, half wave, 60 hz, resistive or  inductive load. for capacitive load, derate current by 20%.  parameter  symbols  maximum recurrent peak reverse voltage  v rrm 50 100 200 400 600 800 1000 v maximum rms voltage  v rms 35 70 140 280 420 560 700 v maximum dc blocking voltage  v dc   50 100 200 400 600 800 1000 v maximum average forward rectified current at t a  = 40   o c i (av)  1  a peak forward surge current 8. 3 ms single half-sine-wave  superimposed on rated load (jedec method)   i fsm  50  a maximum forward voltage at 1 a  v f  1.1  v at t a  = 25  o c   5  maximum reverse current at rated  dc blocking voltage    at t a  = 125  o c   i r   500  a typical junction capacitance  1)  c j   25  pf typical thermal resistance  2)   r  ja   40  o c/w typical thermal resistance  2)   r  jl   15  o c/w operating and storage  temperature range  t j  ,t s -55 to +150  o c 1)  measured at 1 mhz   and applied reverse voltage of 4 v  2)  thermal resistance from junction to ambient and from  junction to lead mounted on p.c.b  with 0.5 x 0.5" (13   x 13  mm) copper pads.    .045(1.14) .335(8.51) .009(0.25) .089(2.5) .310(7.9) .011(0.28) .060(1.524) .410(10.4) .255(6.5) .086(2.2) .290(7.4) .004(0.10) .040(1.016) .360(9.40) .245(6.2) .205(5.2) .195(5.0) .035(0.89) .316(8.05) unit : inch (mm) db-s/df-s ? db101s  thru  db107s pb free plating product pb db101s  thru  db107s 1.0 ampere surface mount glass passivated bridge rectifier             ? 2006 thinki semiconductor co.,ltd.  http://www.thinkisemi.com/ page 1/2 db101s df005s db102s df01s db103s df02s db104s df04s db105s df06s db106s df08s db107s df10s unit

                     ? 2006 thinki semiconductor co.,ltd.  http://www.thinkisemi.com/ page 2/2 ? db101s  thru  db107s
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