

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						DS125			SD540			ST1633			ILCT6			12816			AOT260L			BOURNS			HD44231P			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CEC090D Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  148 disc ceramic capacitors north american capacitor company/7545 rockville road/indianapolis in 46214-3073/phone: (317)273-0090/fax: (317)273-2400/www.nac c-mallory.com disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors general general general general general specifications specifications specifications specifications specifications temperature range: -55 ! c to +125 ! c voltage range: 50,  500, 1,000,  2,000,  3,000 wvdc capacitance range: 1 pf to 470 pf lead length: 1 inch minimum eia class 1 temperature compensating n temperature compensating n ideal for use in timing and oscillating circuits n conformally coated n radial leads size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 50 wvdc 1 .25pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec010c 1.5 .25pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec1r5c 2 .25pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec020c 2 .25pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces020c 3 .25pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec030c 3 .25pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces030c 4 .25pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec040c 4 .25pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces040c 5 .25pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec050c 5 .25pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces050c 6 .5pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec060d 6 .5pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces060d 7 .5pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec070d 7 .5pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces070d 8 .5pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec080d 8 .5pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces080d 9 .5pf npo .157 .118 .098 .015 4.0 3.0 2.5 .4 CEC090D 9 .5pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces090d 10 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec100j 10 .5pf n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces100d 10 .5pf n750 .157 .118 .098 .015 4.0 3.0 2.5 .4 ceu100d 11 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec110j 11 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces110j 12 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec120j 12 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces120j 13 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec130j 13 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces130j 15 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec150j 15 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces150j 16 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec160j 16 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces160j 18 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec180j 18 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces180j 20 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec200j 20 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces200j 22 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec220j 22 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces220j 22 5% n750 .157 .118 .098 .015 4.0 3.0 2.5 .4 ceu220j 24 5% npo .157 .118 .098 .015 4.0 3.0 2.5 .4 cec240j 24 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces240j 27 5% npo .197 .118 .098 .015 5.0 3.0 2.5 .4 cec270j 27 5% n330 .157 .118 .098 .015 4.0 3.0 2.5 .4 ces270j 30 5% npo .197 .118 .098 .015 5.0 3.0 2.5 .4 cec300j 30 5% n330 .197 .118 .098 .015 5.0 3.0 2.5 .4 ces300j 33 5% npo .197 .118 .098 .015 5.0 3.0 2.5 .4 cec330j 33 5% n330 .197 .118 .098 .015 5.0 3.0 2.5 .4 ces330j 36 5% npo .197 .118 .197 .020 5.0 3.0 5.0 .5 cec360j 36 5% n330 .197 .118 .098 .015 5.0 3.0 2.5 .4 ces360j 39 5% npo .197 .118 .197 .020 5.0 3.0 5.0 .5 cec390j 39 5% n330 .197 .118 .098 .015 5.0 3.0 2.5 .4 ces390j 43 5% npo .236 .118 .197 .020 6.0 3.0 5.0 .5 cec430j 43 5% n330 .197 .118 .197 .020 5.0 3.0 5.0 .5 ces430j 47 5% npo .236 .118 .197 .020 6.0 3.0 5.0 .5 cec470j 47 5% n330 .197 .118 .197 .020 5.0 3.0 5.0 .5 ces470j 51 5% npo .236 .118 .197 .020 6.0 3.0 5.0 .5 cec510j 51 5% n330 .236 .118 .197 .020 6.0 3.0 5.0 .5 ces510j 51 5% n750 .197 .118 .098 .015 5.0 3.0 2.5 .4 ceu510j 56 5% npo .236 .118 .197 .020 6.0 3.0 5.0 .5 cec560j 56 5% n330 .236 .118 .197 .020 6.0 3.0 5.0 .5 ces560j 62 5% npo .276 .118 .197 .020 7.0 3.0 5.0 .5 cec620j 62 5% n330 .236 .118 .197 .020 6.0 3.0 5.0 .5 ces620j 68 5% npo .276 .118 .197 .020 7.0 3.0 5.0 .5 cec680j 68 5% n330 .236 .118 .197 .020 6.0 3.0 5.0 .5 ces680j 68 5% n750 .197 .118 .197 .020 5.0 3.0 5.0 .5 ceu680j 75 5% npo .276 .118 .197 .020 7.0 3.0 5.0 .5 cec750j 75 5% n330 .276 .118 .197 .020 7.0 3.0 5.0 .5 ces750j 82 5% npo .276 .118 .197 .020 7.0 3.0 5.0 .5 cec820j 82 5% n330 .276 .118 .197 .020 7.0 3.0 5.0 .5 ces820j 91 5% npo .315 .118 .197 .020 8.0 3.0 5.0 .5 cec910j 91 5% n330 .276 .118 .197 .020 7.0 3.0 5.0 .5 ces910j 100 5% npo .315 .118 .197 .020 8.0 3.0 5.0 .5 cec101j 100 5% n330 .276 .118 .197 .020 7.0 3.0 5.0 .5 ces101j 100 5% n750 .236 .118 .197 .020 6.0 3.0 5.0 .5 ceu101j 110 5% npo .315 .118 .197 .020 8.0 3.0 5.0 .5 cec111j 110 5% n330 .315 .118 .197 .020 8.0 3.0 5.0 .5 ces111j 120 5% npo .315 .118 .197 .020 8.0 3.0 5.0 .5 cec121j 120 5% n330 .315 .118 .197 .020 8.0 3.0 5.0 .5 ces121j 120 5% n750 .236 .118 .197 .020 6.0 3.0 5.0 .5 ceu121j 130 5% npo .354 .118 .197 .020 9.0 3.0 5.0 .5 cec131j 130 5% n330 .315 .118 .197 .020 8.0 3.0 5.0 .5 ces131j 150 5% npo .354 .118 .197 .020 9.0 3.0 5.0 .5 cec151j 150 5% n330 .315 .118 .197 .020 8.0 3.0 5.0 .5 ces151j 160 5% npo .354 .118 .197 .020 9.0 3.0 5.0 .5 cec161j 160 5% n330 .354 .118 .197 .020 9.0 3.0 5.0 .5 ces161j 180 5% npo .374 .118 .197 .020 9.5 3.0 5.0 .5 cec181j 180 5% n330 .354 .118 .197 .020 9.0 3.0 5.0 .5 ces181j 200 5% npo .414 .118 .197 .020 10.5 3.0 5.0 .5 cec201j 200 5% n330 .374 .118 .197 .020 9.5 3.0 5.0 .5 ces201j 220 5% npo .413 .118 .197 .020 10.5 3.0 5.0 .5 cec221j 220 5% n330 .374 .118 .197 .020 9.5 3.0 5.0 .5 ces221j 220 5% n750 .315 .118 .197 .020 8.0 3.0 5.0 .5 ceu221j 240 5% npo .472 .118 .197 .020 12.0 3.0 5.0 .5 cec241j 240 5% n330 .413 .118 .197 .020 10.5 3.0 5.0 .5 ces241j 270 5% npo .472 .118 .197 .020 12.0 3.0 5.0 .5 cec271j 270 5% n330 .413 .118 .197 .020 10.5 3.0 5.0 .5 ces271j 270 5% n750 .374 .118 .197 .020 9.5 3.0 5.0 .5 ceu271j 300 5% npo .472 .118 .197 .020 12.0 3.0 5.0 .5 cec301j 300 5% n330 .472 .118 .197 .020 12.0 3.0 5.0 .5 ces301j 300 5% n750 .354 .118 .197 .020 9.0 3.0 5.0 .5 ceu301j 330 5% n330 .472 .118 .197 .020 12.0 3.0 5.0 .5 ces331j 330 5% n750 .354 .118 .197 .020 9.0 3.0 5.0 .5 ceu331j 360 5% n330 .472 .118 .197 .020 12.0 3.0 5.0 .5 ces361j 390 5% n330 .472 .118 .197 .020 12.0 3.0 5.0 .5 ces391j 390 5% n750 .413 .118 .197 .020 10.5 3.0 5.0 .5 ceu391j 470 5% n750 .413 .118 .197 .020 10.5 3.0 5.0 .5 ceu471j size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 50 wvdc insulation resistance: 10,000 megohms (min.) power factor @ 1 mhz: 5% max breakdown voltage: 3 x rated (5 seconds max)  free datasheet http://www.datasheet-pdf.com/

 149 disc ceramic capacitors north american capacitor company/7545 rockville road/indianapolis in 46214-3073/phone: (317)273-0090/fax: (317)273-2400/www.nac c-mallory.com disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 500 wvdc eia class 1 temperature compensating 1 .25pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc010c 1.5 .25pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc1r5c 1.5 .25pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu1r5c 2 .25pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc020c 3 .25pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc030c 3.3 .25pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu3r3c 4 .25pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc040c 4.7 .25pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu4r7c 5 .25pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc050c 5 .25pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu050c 6 .5pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc060d 6.8 .5pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu6r8d 7 .5pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc070d 8 .5pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc080d 8.2 .5pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu8r2d 9 .5pf npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc090d 10 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc100j 10 .5pf n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu100d 10 .5pf   n1500 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmw100d 11 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc110j 12 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc120j 12 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu120j 13 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc130j 15 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc150j 15 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu150j 16 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc160j 18 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc180j 18 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu180j 20 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc200j 20 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu200j 22 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc220j 22 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu220j 22 5%  n1500 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmw220j 24 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc240j 27 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc270j 30 5% npo .236 .157 .252 .025 6.0 4.0 6.4 .6 cmc300j 33 5% npo .291 .157 .252 .025 7.4 4.0 6.4 .6 cmc330j 33 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu330j 36 5% npo .291 .157 .252 .025 7.4 4.0 6.4 .6 cmc360j 39 5% npo .291 .157 .252 .025 7.4 4.0 6.4 .6 cmc390j 39 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu390j 43 5% npo .291 .157 .252 .025 7.4 4.0 6.4 .6 cmc430j 47 5% npo .291 .157 .252 .025 7.4 4.0 6.4 .6 cmc470j 47 5%  n1500 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmw470j 51 5% npo .374 .157 .252 .025 9.5 4.0 6.4 .6 cmc510j 51 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu510j 51 5%  n1500 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmw510j 56 5% npo .374 .157 .252 .025 9.5 4.0 6.4 .6 cmc560j 56 5% n750 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmu560j 56 5%  n1500 .236 .157 .252 .025 6.0 4.0 6.4 .6 cmw560j 62 5% npo .374 .157 .252 .025 9.5 4.0 6.4 .6 cmc620j 68 5% npo .374 .157 .252 .025 9.5 4.0 6.4 .6 cmc680j 68 5% n750 .291 .157 .252 .025 7.4 4.0 6.4 .6 cmu680j 75 5% npo .374 .157 .252 .025 9.5 4.0 6.4 .6 cmc750j 82 5% npo .374 .157 .252 .025 9.5 4.0 6.4 .6 cmc820j 91 5% npo .433 .157 .252 .025 11.0 4.0 6.4 .6 cmc910j 100 5% npo .433 .157 .252 .025 11.0 4.0 6.4 .6 cmc101j 100 5%  n750 .291 .157 .252 .025 7.4 4.0 6.4 .6 cmu101j 100 5%  n1500 .291 .157 .252 .025 7.4 4.0 6.4 .6 cmw101j 110 5% npo .433 .157 .252 .025 11.0 4.0 6.4 .6 cmc111j 120 5% npo .433 .157 .252 .025 11.0 4.0 6.4 .6 cmc121j 130 5% npo .492 .157 .252 .025 12.5 4.0 6.4 .6 cmc131j 150 5% npo .492 .157 .252 .025 12.5 4.0 6.4 .6 cmc151j 160 5% npo .492 .157 .252 .025 12.5 4.0 6.4 .6 cmc161j 180 5% npo .571 .157 .374 .025 14.5 4.0 9.5 .6 cmc181j 200 5% npo .571 .157 .374 .025 14.5 4.0 9.5 .6 cmc201j 220 5% npo .571 .157 .374 .025 14.5 4.0 9.5 .6 cmc221j 240 5% npo .571 .157 .374 .025 14.5 4.0 9.5 .6 cmc241j 270 5% npo .642 .157 .374 .025 16.3 4.0 9.5 .6 cmc271j 300 5% npo .642 .157 .374 .025 16.3 4.0 9.5 .6 cmc301j 330 5% npo .642 .157 .374 .025 16.3 4.0 9.5 .6 cmc331j 360 5% npo .748 .157 .374 .025 19.0 4.0 9.5 .6 cmc361j size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 500 wvdc 1000 wvdc 390 5% npo .748 .157 .374 .025 19.0 4.0 9.5 .6 cmc391j 390 5%  n1500 .492 .157 .252 .025 12.5 4.0 6.4 .6 cmw391j 430 5% npo .748 .157 .374 .025 19.0 4.0 9.5 .6 cmc431j 1 .25pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc010c 1.5 .25pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc1r5c 2.2 .25pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc2r2c 3.3 .25pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc3r3c 4.7 .25pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc4r7c 6.8 .5pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc6r8d 8.2 .5pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc8r2d 9.6 .5pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc9r6d 10 .5pf npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc100d 11 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc110j 12 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc120j 13 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc130j 15 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc150j 16 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc160j 18 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc180j 20 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc200j 22 5% npo .236 .177 .252 .025 6.0 4.5 6.4 .6 cpc220j 24 5% npo .291 .177 .252 .025 7.4 4.5 6.4 .6 cpc240j 27 5% npo .291 .177 .252 .025 7.4 4.5 6.4 .6 cpc270j 30 5% npo .291 .177 .252 .025 7.4 4.5 6.4 .6 cpc300j 33 5% npo .291 .177 .252 .025 7.4 4.5 6.4 .6 cpc330j 36 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc360j 39 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc390j 43 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc430j 47 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc470j 51 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc510j 56 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc560j 62 5% npo .374 .177 .252 .025 9.5 4.5 6.4 .6 cpc620j 68 5% npo .433 .177 .252 .025 11.0 4.5 6.4 .6 cpc680j 75 5% npo .433 .177 .252 .025 11.0 4.5 6.4 .6 cpc750j 82 5% npo .433 .177 .252 .025 11.0 4.5 6.4 .6 cpc820j 91 5% npo .433 .177 .252 .025 11.0 4.5 6.4 .6 cpc910j 100 5% npo .512 .177 .252 .025 13.0 4.5 6.4 .6 cpc101j 110 5% npo .512 .177 .252 .025 13.0 4.5 6.4 .6 cpc111j 120 5% npo .512 .177 .252 .025 13.0 4.5 6.4 .6 cpc121j 130 5% npo .512 .177 .252 .025 13.0 4.5 6.4 .6 cpc131j 150 5% npo .591 .177 .374 .025 15.0 4.5 9.5 .6 cpc151j 160 5% npo .591 .177 .374 .025 15.0 4.5 9.5 .6 cpc161j 180 5% npo .591 .177 .374 .025 15.0 4.5 9.5 .6 cpc181j 200 5% npo .669 .177 .374 .025 17.0 4.5 9.5 .6 cpc201j 220 5% npo .669 .177 .374 .025 17.0 4.5 9.5 .6 cpc221j 270 5% npo .748 .177 .374 .025 19.0 4.5 9.5 .6 cpc271j 300 5% npo .748 .177 .374 .025 19.0 4.5 9.5 .6 cpc301j 330 5% npo .748 .177 .374 .025 19.0 4.5 9.5 .6 cpc331j  free datasheet http://www.datasheet-pdf.com/

 150 disc ceramic capacitors north american capacitor company/7545 rockville road/indianapolis in 46214-3073/phone: (317)273-0090/fax: (317)273-2400/www.nac c-mallory.com disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors disc ceramic capacitors size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 3000 wvdc size (inches)       d       t       s      d tol temp coef capacity pf size (millimeters)      d     t     s      d catalog number 2000 wvdc eia class 1 temperature compensating 1 .25pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz010c 1.5 .25pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz1r5c 2 .25pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz020c 3 .25pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz030c 4 .25pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz040c 5 .25pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz050c 6 .5pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz060d 7 .5pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz070d 9 .5pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz090d 10 .5pf npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz100d 11 5% npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz110j 12 5% npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz120j 13 5% npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz130j 15 5% npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz150j 16 5% npo .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz160j 18 5% npo .472 .236 .374 .032 12.0 6.0 9.5 .8 ctz180j 20 5% npo .472 .236 .374 .032 12.0 6.0 9.5 .8 ctz200j 22 5% npo .472 .236 .374 .032 12.0 6.0 9.5 .8 ctz220j 22 10% sl .394 .236 .374 .032 10.0 6.0 9.5 .8 ctz220k 24 5% npo .472 .236 .374 .032 12.0 6.0 9.5 .8 ctz240j 27 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz270j 30 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz300j 33 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz330j 36 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz360j 39 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz390j 43 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz430j 47 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz470j 51 5% npo .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz510j 56 5% npo .787 .236 .374 .032 20.0 6.0 9.5 .8 ctz560j 62 5% npo .787 .236 .374 .032 20.0 6.0 9.5 .8 ctz620j 68 5% npo .787 .236 .374 .032 20.0 6.0 9.5 .8 ctz680j 75 5% npo .787 .236 .374 .032 20.0 6.0 9.5 .8 ctz750j 82 5% npo .787 .236 .374 .032 20.0 6.0 9.5 .8 ctz820j 91 5% npo .787 .236 .374 .032 20.0 6.0 9.5 .8 ctz910j 100 10% sl .591 .236 .374 .032 15.0 6.0 9.5 .8 ctz101k 1 .25pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc010c 1.5 .25pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc1r5c 2 .25pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc020c 3 .25pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc030c 4 .25pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc040c 5 .25pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc050c 6 .5pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc060d 7 .5pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc070d 9 .5pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc090d 10 .5pf npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc100d 11 5% npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc110j 12 5% npo .315 .197 .252 .032 8.0 5.0 6.4 .8 crc120j 13 5% npo .394 .197 .252 .032 10.0 5.0 6.4 .8 crc130j 15 5% npo .394 .197 .252 .032 10.0 5.0 6.4 .8 crc150j 16 5% npo .394 .197 .252 .032 10.0 5.0 6.4 .8 crc160j 20 5% npo .394 .197 .252 .032 10.0 5.0 6.4 .8 crc200j 22 5% npo .394 .197 .252 .032 10.0 5.0 6.4 .8 crc220j 24 5% npo .394 .197 .252 .032 10.0 5.0 6.4 .8 crc240j 27 5% npo .472 .197 .252 .032 12.0 5.0 6.4 .8 crc270j 30 5% npo .472 .197 .252 .032 12.0 5.0 6.4 .8 crc300j 33 5% npo .472 .197 .252 .032 12.0 5.0 6.4 .8 crc330j 36 5% npo .472 .197 .252 .032 12.0 5.0 6.4 .8 crc360j 39 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc390j 43 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc430j 47 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc470j 51 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc510j 56 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc560j 62 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc620j 68 5% npo .591 .197 .374 .032 15.0 5.0 9.5 .8 crc680j 75 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc750j 82 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc820j 91 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc910j 100 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc101j 110 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc111j 120 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc121j 130 5% npo .787 .197 .374 .032 20.0 5.0 9.5 .8 crc131j  free datasheet http://www.datasheet-pdf.com/
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