

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						2SC44			JW050A			MB90480B			EPA145			MY93C			MC409			F10A40			METROXS			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				US1D-TP Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		      product catalog > diodes > ultra fast recovery rectifiers >  part number us1d product family ultra fast recovery rectifiers package type do-214ac vrm(prv) 200v ifsm 30a if(av) 1.0a @vf 1.0v @if 1.0a trr 50ns ir 10a @vr 200v package qty tape : 5k/reel, 80k/ctn; this product is listed under the following categories where you may find similar products: diodes ultra fast recovery rectifiers 

 us1a thru us1m 1 amp ultra fast rectifier 50 to 1000 volts features maximum ratings ?  operating temperature: -50  c to +150  c ?  storage temperature: -50  c to +150  c ?  maximum thermal resistance; 30  c/w junction to lead mcc catalog number device marking maximum recurrent peak reverse voltage maximum rms voltage maximum dc blocking voltage us1a us1a 50v 35v 50v us1b us1b             100v 70v              100v us1d us1d            200v                 140v               200v us1g us1g              400v                 280v               400v us1j  us1j               600v                 420v               600v us1k us1k              800v                 560v               800v electrical characteristics @ 25  c unless otherwise specified average forward current i f(av) 1.0a t l  = 75  c peak forward surge current i fsm 30a 8.3ms, half sine maximum instantaneous forward voltage us1a-1d us1g us1j-1 m v f 1.0v 1.4v 1.7v i fm = 1.0a; t j  = 25  c typical junction capacitance us1a-1g us1j-1 m c j  20pf 17pf measured at 1.0mhz, v r =4.0v maximum dc reverse current at rated dc blocking voltage i r 10ua 100ua t a = 25  c t a = 100  c 0.050? 0.106? 0.083? suggested solder pad layout do-214ac (sma) (lead frame) max min min maximum reverse recovery time t rr i f =0.5a, i r =1.0a, i rr =0.25a us1a-1g 50ns                       us1j-1    100ns                                                                                                               *pulse test: pulse width 300 sec, duty cycle 1%      inches mm dim min max min max note a .079 .096 2.00 2.44 b .050 .064 1.27 1.63 c                .002                .008 .05 .20 d --- .02 --- .51 e .030 .060 .76 1.52 f .065 .091 1.65 2.32 g .189 .220 4.80 5.59 h .157 .181 4.00 4.60 j .090 .115 2.25 2.92 h j e f g a b d c us1 m us1 m             1  0 00v 70 0v 10 00v m c c ?  glass passivated chip ?  ultra fast switching for high efficiency ?  for surface mounted applications ?  low forward voltage drop and high current capabilit y ?  low reverse leakage current x   case material: molded plastic.    ul flammability classification rating 94v-0  and msl rating 1   1 of 4   lead free finish/rohs compliant(note 1) ("p" suffix  designates        rohs compliant.  see ordering information) tm micro commercial components notes: 1.  high temperature solder exemption applied, see eu directive annex notes  7. m dimensions us1 c us1 c 150 v                   105 v              1 5 0v

 m c c                                                                                                                          tm micro commercial components 4 of 4 products are represented on our website, harmless against all damages. ***applications disclaimer*** ***important notice*** aerospace or military applications.  products offer by  micro commercial components corp . are not intended for use in medical, micro commercial components corp . reserve s  the right to make changes without further notice to any product herein to make corrections, modifications , enhancements , improvements , or other changes . micro commercial components corp . does not assume any liability arising out of the application or use of any product described herein; neither does it convey any license under its patent rights ,nor the rights of others . the user of products in such applications shall assume all risks of such use and will agree to hold  micro commercial components corp . and all the companies whose ordering information device  packing  (part number)-tp                                                               tape&reel; 5 kpcs /reel
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