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		  Datasheet File OCR Text:


		  www.bitechnologies.com magnetic components selector guide  2009/10 edition we reserve the right to change specifications without prior notice. 48 electrical / environmental ?	 operating	 temperature 	range 	 -40c	to	 + 125c ?	 dcr 	 tolerance	  5	% ?	 operating 	 frequency	 up	to	1	mhz high	current	low	loss	 ferrite	cube	inductors hm58 rohs compliant ordering information case size:   11 - (first 2 digits) width dimension   12 - (last 2 digits) length dimension model series inductance code lead-free  hm58   -   1112       h       r36 lf mounting style    v= vertical   h = horizontal HM58-1112HR36LF   0.36  0.34  40  60  0.65  5.0  6.6  1.62   1 hm58-1112vr36lf   0.36  0.34  40  60  0.65  5.0  8.5  1.62   2 hm58-1112v1r3lf   1.30  1.00  17  25  1.05  5.2  8.75  1.50   2   inductance   100 khz, 0.1v        dcr   pitch   leads     part   @ 0 adc   @  i rated   i rated   (1)   i sat   (2)   (m ?)   dim.d   dim.e   dim.f number   h   15%   h typ.   (adc)  (adc)   5%   (mm)   (mm)   (mm typ.)    fig. specifications @ 25  c  notes:	 (1) 	rated	current, 	i rated , 	is	the	approximate	dc	current	at	which	inductance	will	be	decreased	by	5%	typical	from	its	initial	(zero	dc)	 value. 	 (2) 	i sat 	is	the	saturation	current	at	which	inductance	will	be	decreased	by	 approximately	30%	from	its	initial	(zero	dc)	 value. outline dimensions (mm) figure 1 figure 2   case   mounting   size  style   fig.  a   b  c     1112   h  1  11.0   11.5   10.5     v  2  11.0   11.5   11.0 note :  refer to specifcations table for    d, e & f dimensions of each model. packaging quantity per carton  =  650 units standard : tray   
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