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		  Datasheet File OCR Text:


		  120x120x25 156.0 *:noise is measured at the distance of one (1)meter from the ax is of intake. specifications(nominal) bearing type: %? =ball   ; =sleeve  %? =1b1s  %? =hypro bearing %? =hypro bearing 24 2050 38.0 ad1224mb-a71gl(n) 0.13 3.12 12 2500 ad1212ub-a71gl(n) 43.3 0.39 4.68 12 2200 ad1212hb-a71gl(n) 39.1 0.29 3.48 12 2050 ad1212mb-a71gl 38.0 0.16 1.92 12 1800 ad1212lb-a71gl 34.4 0.15 1.80 12 1500 ad1212db-a71gl 27.2 0.11 1.32 24 2500 ad1224ub-a71gl(n) 43.3 0.19 4.56 24 2200 ad1224hb-a71gl(n) 39.1 0.13 3.12 frame:plastic(ul:94v-0) impeller:plastic(ul:94v-0) lead wire:ul1007awg24 *motor protective circuit and third lead wire functions 012346789ab *safety approvals copyright 2008 adda corporation.all rights reserved. adda corpo ration and adda  corporation logo are trademarks or service mar ks of adda corporation. c  ad12025 series ad12025 series 24 1800 ad1224lb-a71gl(n) 34.4 0.10 2.40 24 1500 ad1224db-a71gl(n) 27.2 0.07 1.68 48 2500 ad1248ub-a71gl(n) 43.3 0.12 5.76 48 2200 ad1248hb-a71gl(n) 39.1 0.10 2.293 81.054 2.800 98.965 2.486 87.870 2.293 81.054 2.032 71.806 1.618 57.205 2.800 98.965 2.486 87.870 2.032 71.806 1.618 57.205 2.800 98.965 2.486 87.870 0.113 2.870 0.174 4.419 0.134 3.403 0.113 2.870 0.093 2.362 0.074 1.879 0.174 4.419 0.134 3.403 0.093 2.362 0.074 1.879 0.174 4.419 0.134 3.403 4.80 %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? %? ; %? specifications subject to change without notice. frame size (mm) weight (g) rated voltage (vdc) rated speed (rpm) model no. *noise level (db/a) current (a) (cmm) (cfm) maximum airflow (inaq) (mmaq) maximum pressure power (w) bearing system type   ?bgw??_? fan performance curve 0.0 1.2 2.4 3.6 4.8 6.0 0 24 48 72 96 120 flowrate(cfm) 0.000 0.047 0.094 0.142 0.189 0.236 0.000 0.679 1.358 2.037 2.716 3.395 m l d h u flowrate(cmm) static pressure(mmaq) static pressure(inaq) the specification for bearing type is for reference only , for  more bearing types information, please contact with your adda s ales representative, thanks!! (}2?n
thstu"t??b�???
wgn?2 ball pon;????qvn?u"t???
???o}a`w( adda v?imrn??h?????)  
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