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		  Datasheet File OCR Text:


		  ?secure locking mechanism ?space saving ?high withstand voltage design ?crimping special wire 1 bd  connector  13mm  13.0mm pitch/disconnectable crimp style connectors board-to-wire crimping type connector with high withstanding voltage, used for power supply of large lcd (liquid crystal display or liquid crystal television) back light. secure locking mechanism prevents from coming off housing when handling the wire harness. specifications  ?current rating: 1.0a ac, dc (awg #24) ?voltage rating: 3,000v ac, dc ?temperature range: -25?c to +85?c (including temperature rise in applying  electrical current) ?contact resistance: initial value/10m  ? max. after environmental testing/20m ? max.  ?insulation resistance: 1,000m  ? min.  ?withstanding voltage: 5,000v ac/minute ?applicable wire: awg #28 to #24 * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389                 ?  ?  ? connector outline 	
    note: 1. tolerances are non-cumulative:  0.05mm for all centers. 2. the dimensions above should serve as a guideline. contact jst for details. pc board layout (viewed from component side) and assembly layout

 2 bd connector  13mm            	
  material and finish model no. applicable wire nn  "8( insulation o.d. (mm) q'ty / reel phosphor bronze, tin-plated (reflow treatment) sbhs-002t-p0.5a  ? ? 
 ? $poubdu $sjnqjoh nbdijof ap-k2n mks-l yy?yy mk/sbhs-002-05-bda ? "qqmjdbups $sjnqbqqmjdbups %jft aplmk sbhs002-05-bda ? $sjnqbqqmjdbupsxjuiejft sbhs-002t-p0.5a      2 1,000 bdamr-02vas-3 circuits model no. material 1#5~ ul94v-0, natural (white)  q?y / bag 2 SM02-BDAS-3-TB 1,500 circuits model no. material and finish press post: copper alloy, nickel-undercoated, tin/copper alloy-plated wafer: ppa, ul94v-0, natural (ivory) solder tab: copper alloy, nickel-undercoated, tin/copper alloy-plated q?y / reel    rohs compliance   this product displays (lf) on a label. note: the product listed above is supplied on embossed tape. rohs compliance note: contact jst for sbhs-002t-p0.5. rohs compliance note: when using this housing, standard applicator and dies for sbhs contact can not be applied. contact housing shrouded header
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